
CCD Spectroradiometer

LED Test Report

Product Mark

Product Type :AC5N Manufacturer :Fiberli

Temperature :19.3'C Humidity :59%

Operator :FATMA KARA Test Date :2014-01-02 17:15:41

Remark:AC5N Z518 T 25D 36W 24VDC IP68

Chroma Parameters

Chro.7Coor.:x=0.1462  y=0.0961     u=0.1515  v=0.1493    duv=-0.0007

CCT:100000K   Dominant Wave.:471.2nm   Purity:88.0%   

Flux RGB Ratio:R=0.4%,G=69.1%,B=30.4%   Peak Wave:456.6nm   Half Width:21.0nm

Rendering Index:Ra=  0.0

R1 =3  R2 =48 R3 =0  R4 =0  R5 =6  R6 =20 R7 =14 R8 =0  

R9 =0  R10=0  R11=0  R12=25 R13=15 R14=23 R15=22 
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Spectral Ratio:  R=0.4%,G=17.3%,B=82.4%,   
CIE1931 Chromaticity Diagram
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Photo Parameters

Flux:394.31lm Effi.:428.6lm/W Radiant:2956.5mW Iv:0.0mcd

Ele. Parameters

Voltage:U=18.380V Current:I=0.1320A

Power:P=0.92W Power Factor:PF=0.378

Instrument state

Instrument:Lisun LMS-8000 Integral Time: 6.320ms VPeak: 14680

VDark: 1405 Scan Range: 380-780nm Product ID: 201302215
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