
Fiberli - PSL Elektronik

LUMINAIRE PHOTOMETRIC TEST REPORT

Report number: 0000305

NAME: CD665 WW 12W 220VAC 50HZ IP44 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN 66 DIMENSION: 175X90mm SERIAL No.:24971345

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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DATA OF LAMP PHOTOMETRIC DATA

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS QUANTITY

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

EFFICIENCY(lm/W)

  up(%)

  down(%)

ηηηη
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S/MH(C0/180)

S/MH(C90/270)

  UP(C0-180)

  DN(C0-180)

  UP(C180-360)

  DN(C180-360)
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CD665 WW 12W 220VAC 50HZ IP44

18

220

1031.6

1

220.6

398.0

100.0

1031.5

DIRECT

2.0

98.0

1.22

1.25

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:22DEGTemperature:22DEGTemperature:22DEGTemperature:22DEG Humidity:53%Humidity:53%Humidity:53%Humidity:53%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014 Remarks:Remarks:Remarks:Remarks: CD665 WW 12W 220VAC 50HZ IP44CD665 WW 12W 220VAC 50HZ IP44CD665 WW 12W 220VAC 50HZ IP44CD665 WW 12W 220VAC 50HZ IP44
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Fiberli - PSL Elektronik

AVERAGE AND CENTER E Figure

Report number: 0000305

NAME: CD665 WW 12W 220VAC 50HZ IP44 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN 66 DIMENSION: 175X90mm SERIAL No.:24971345

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

1.50m1.50m1.50m1.50m
368.57cm368.57cm368.57cm368.57cm64.16lx64.16lx64.16lx64.16lx 176.83lx176.83lx176.83lx176.83lx

2.00m2.00m2.00m2.00m
491.42cm491.42cm491.42cm491.42cm36.09lx36.09lx36.09lx36.09lx 99.47lx99.47lx99.47lx99.47lx

4.00m4.00m4.00m4.00m
982.84cm982.84cm982.84cm982.84cm9.02lx9.02lx9.02lx9.02lx 24.87lx24.87lx24.87lx24.87lx

4.50m4.50m4.50m4.50m
1105.70cm1105.70cm1105.70cm1105.70cm7.13lx7.13lx7.13lx7.13lx 19.65lx19.65lx19.65lx19.65lx

6.00m6.00m6.00m6.00m
1474.26cm1474.26cm1474.26cm1474.26cm4.01lx4.01lx4.01lx4.01lx 11.05lx11.05lx11.05lx11.05lx

HeightHeightHeightHeight AVR EAVR EAVR EAVR E CENTER ECENTER ECENTER ECENTER E DiameterDiameterDiameterDiameter

Angle:101.7degAngle:101.7degAngle:101.7degAngle:101.7deg

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:22DEGTemperature:22DEGTemperature:22DEGTemperature:22DEG Humidity:53%Humidity:53%Humidity:53%Humidity:53%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014 Remarks:Remarks:Remarks:Remarks: CD665 WW 12W 220VAC 50HZ IP44CD665 WW 12W 220VAC 50HZ IP44CD665 WW 12W 220VAC 50HZ IP44CD665 WW 12W 220VAC 50HZ IP44
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Fiberli - PSL Elektronik

ZONAL FLUX DIAGRAM

Report number: 0000305

NAME: CD665 WW 12W 220VAC 50HZ IP44 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN 66 DIMENSION: 175X90mm SERIAL No.:24971345

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

396.1396.1396.1396.1 396.8396.8396.8396.8 397.4397.4397.4397.4 396.8396.8396.8396.8 395.7395.7395.7395.7 392.4392.4392.4392.4 389.4389.4389.4389.4 390.9390.9390.9390.9 9.4479.4479.4479.447 9.4479.4479.4479.447

389.9389.9389.9389.9 392.6392.6392.6392.6 394.4394.4394.4394.4 392.9392.9392.9392.9 388.9388.9388.9388.9 383.2383.2383.2383.2 377.8377.8377.8377.8 380.8380.8380.8380.8 27.9127.9127.9127.91 37.3537.3537.3537.35

379.3379.3379.3379.3 383.4383.4383.4383.4 386.4386.4386.4386.4 384.1384.1384.1384.1 378.0378.0378.0378.0 370.0370.0370.0370.0 362.4362.4362.4362.4 366.4366.4366.4366.4 45.1545.1545.1545.15 82.5182.5182.5182.51

365.1365.1365.1365.1 370.1370.1370.1370.1 373.2373.2373.2373.2 371.2371.2371.2371.2 363.4363.4363.4363.4 353.0353.0353.0353.0 342.0342.0342.0342.0 348.2348.2348.2348.2 60.4560.4560.4560.45 142.9142.9142.9142.9

347.0347.0347.0347.0 353.3353.3353.3353.3 356.2356.2356.2356.2 354.3354.3354.3354.3 344.7344.7344.7344.7 331.9331.9331.9331.9 318.4318.4318.4318.4 326.0326.0326.0326.0 73.2073.2073.2073.20 216.1216.1216.1216.1

324.9324.9324.9324.9 332.0332.0332.0332.0 335.1335.1335.1335.1 333.4333.4333.4333.4 322.8322.8322.8322.8 308.3308.3308.3308.3 296.0296.0296.0296.0 300.9300.9300.9300.9 82.9982.9982.9982.99 299.1299.1299.1299.1

300.9300.9300.9300.9 308.3308.3308.3308.3 310.8310.8310.8310.8 309.5309.5309.5309.5 302.0302.0302.0302.0 281.8281.8281.8281.8 267.1267.1267.1267.1 273.6273.6273.6273.6 89.5989.5989.5989.59 388.7388.7388.7388.7

273.6273.6273.6273.6 285.2285.2285.2285.2 284.4284.4284.4284.4 286.8286.8286.8286.8 274.3274.3274.3274.3 257.0257.0257.0257.0 236.6236.6236.6236.6 248.0248.0248.0248.0 93.0693.0693.0693.06 481.8481.8481.8481.8

248.0248.0248.0248.0 255.9255.9255.9255.9 259.2259.2259.2259.2 257.7257.7257.7257.7 244.9244.9244.9244.9 226.9226.9226.9226.9 205.9205.9205.9205.9 217.4217.4217.4217.4 92.9092.9092.9092.90 574.7574.7574.7574.7

217.7217.7217.7217.7 225.3225.3225.3225.3 229.4229.4229.4229.4 227.4227.4227.4227.4 214.1214.1214.1214.1 196.2196.2196.2196.2 174.9174.9174.9174.9 186.5186.5186.5186.5 89.3189.3189.3189.31 664.0664.0664.0664.0

186.3186.3186.3186.3 194.3194.3194.3194.3 198.9198.9198.9198.9 197.0197.0197.0197.0 182.8182.8182.8182.8 165.7165.7165.7165.7 144.2144.2144.2144.2 155.8155.8155.8155.8 82.7482.7482.7482.74 746.8746.8746.8746.8

154.5154.5154.5154.5 162.6162.6162.6162.6 168.4168.4168.4168.4 166.1166.1166.1166.1 151.5151.5151.5151.5 135.0135.0135.0135.0 114.6114.6114.6114.6 125.1125.1125.1125.1 73.6973.6973.6973.69 820.5820.5820.5820.5

123.0123.0123.0123.0 131.1131.1131.1131.1 138.6138.6138.6138.6 135.5135.5135.5135.5 120.3120.3120.3120.3 105.1105.1105.1105.1 85.8285.8285.8285.82 95.3895.3895.3895.38 62.6562.6562.6562.65 883.1883.1883.1883.1

91.8391.8391.8391.83 100.7100.7100.7100.7 109.2109.2109.2109.2 106.0106.0106.0106.0 89.8389.8389.8389.83 75.8975.8975.8975.89 58.5858.5858.5858.58 66.5966.5966.5966.59 50.1250.1250.1250.12 933.2933.2933.2933.2

61.9561.9561.9561.95 71.1571.1571.1571.15 80.7280.7280.7280.72 77.3477.3477.3477.34 60.9560.9560.9560.95 48.5648.5648.5648.56 34.2534.2534.2534.25 40.1740.1740.1740.17 36.7936.7936.7936.79 970.0970.0970.0970.0

35.2535.2535.2535.25 43.6443.6443.6443.64 54.0254.0254.0254.02 50.2950.2950.2950.29 34.7134.7134.7134.71 25.2325.2325.2325.23 14.6614.6614.6614.66 18.8518.8518.8518.85 23.6423.6423.6423.64 993.7993.7993.7993.7

14.4814.4814.4814.48 20.6820.6820.6820.68 30.0630.0630.0630.06 26.7826.7826.7826.78 13.8413.8413.8413.84 9.2929.2929.2929.292 3.3703.3703.3703.370 5.8305.8305.8305.830 12.3212.3212.3212.32 1006100610061006

4.3734.3734.3734.373 6.0136.0136.0136.013 12.1112.1112.1112.11 9.2929.2929.2929.292 2.8242.8242.8242.824 4.0994.0994.0994.099 2.2772.2772.2772.277 4.0084.0084.0084.008 4.9024.9024.9024.902 1011101110111011

4.0084.0084.0084.008 2.2772.2772.2772.277 4.1904.1904.1904.190 2.2772.2772.2772.277 2.3682.3682.3682.368 3.8263.8263.8263.826 2.3682.3682.3682.368 3.8263.8263.8263.826 2.0582.0582.0582.058 1013101310131013

3.7353.7353.7353.735 2.3682.3682.3682.368 3.9173.9173.9173.917 2.2772.2772.2772.277 2.4592.4592.4592.459 3.7353.7353.7353.735 2.4592.4592.4592.459 3.6443.6443.6443.644 1.6831.6831.6831.683 1015101510151015

3.6443.6443.6443.644 2.4592.4592.4592.459 3.7353.7353.7353.735 2.3682.3682.3682.368 2.4592.4592.4592.459 3.6443.6443.6443.644 2.4592.4592.4592.459 3.5533.5533.5533.553 1.6391.6391.6391.639 1016101610161016

3.6443.6443.6443.644 2.5502.5502.5502.550 3.5533.5533.5533.553 2.4592.4592.4592.459 2.6422.6422.6422.642 3.6443.6443.6443.644 2.7332.7332.7332.733 3.6443.6443.6443.644 1.6071.6071.6071.607 1018101810181018

3.5533.5533.5533.553 2.6422.6422.6422.642 3.5533.5533.5533.553 2.6422.6422.6422.642 2.7332.7332.7332.733 3.6443.6443.6443.644 2.8242.8242.8242.824 3.5533.5533.5533.553 1.5721.5721.5721.572 1020102010201020

3.6443.6443.6443.644 2.7332.7332.7332.733 3.6443.6443.6443.644 2.8242.8242.8242.824 2.8242.8242.8242.824 3.6443.6443.6443.644 2.8242.8242.8242.824 3.5533.5533.5533.553 1.5331.5331.5331.533 1021102110211021

3.6443.6443.6443.644 2.8242.8242.8242.824 3.7353.7353.7353.735 2.8242.8242.8242.824 2.9152.9152.9152.915 3.6443.6443.6443.644 2.9152.9152.9152.915 3.4623.4623.4623.462 1.4811.4811.4811.481 1023102310231023

3.6443.6443.6443.644 3.0063.0063.0063.006 3.9173.9173.9173.917 2.9152.9152.9152.915 3.0063.0063.0063.006 3.5533.5533.5533.553 3.0063.0063.0063.006 3.6443.6443.6443.644 1.4181.4181.4181.418 1024102410241024

3.5533.5533.5533.553 3.0973.0973.0973.097 3.7353.7353.7353.735 2.9152.9152.9152.915 3.0973.0973.0973.097 3.5533.5533.5533.553 3.0063.0063.0063.006 3.5533.5533.5533.553 1.3341.3341.3341.334 1025102510251025

3.5533.5533.5533.553 3.0973.0973.0973.097 3.4623.4623.4623.462 3.0063.0063.0063.006 3.0973.0973.0973.097 3.5533.5533.5533.553 3.0973.0973.0973.097 3.5533.5533.5533.553 1.2311.2311.2311.231 1027102710271027

3.6443.6443.6443.644 3.1883.1883.1883.188 3.5533.5533.5533.553 3.0973.0973.0973.097 3.0973.0973.0973.097 3.5533.5533.5533.553 3.0973.0973.0973.097 3.5533.5533.5533.553 1.1241.1241.1241.124 1028102810281028

3.5533.5533.5533.553 3.2793.2793.2793.279 3.4623.4623.4623.462 3.1883.1883.1883.188 3.2793.2793.2793.279 3.5533.5533.5533.553 3.1883.1883.1883.188 3.6443.6443.6443.644 1.0041.0041.0041.004 1029102910291029

3.6443.6443.6443.644 3.2793.2793.2793.279 3.5533.5533.5533.553 3.1883.1883.1883.188 3.2793.2793.2793.279 3.5533.5533.5533.553 3.1883.1883.1883.188 3.5533.5533.5533.553 0.8710.8710.8710.871 1030103010301030

3.6443.6443.6443.644 3.3703.3703.3703.370 3.6443.6443.6443.644 3.2793.2793.2793.279 3.3703.3703.3703.370 3.5533.5533.5533.553 3.2793.2793.2793.279 3.5533.5533.5533.553 0.7270.7270.7270.727 1030103010301030

3.6443.6443.6443.644 3.3703.3703.3703.370 3.5533.5533.5533.553 3.2793.2793.2793.279 3.4623.4623.4623.462 3.5533.5533.5533.553 3.3703.3703.3703.370 3.5533.5533.5533.553 0.5740.5740.5740.574 1031103110311031

3.6443.6443.6443.644 3.3703.3703.3703.370 3.6443.6443.6443.644 3.3703.3703.3703.370 3.5533.5533.5533.553 3.5533.5533.5533.553 3.4623.4623.4623.462 3.5533.5533.5533.553 0.4130.4130.4130.413 1031103110311031

3.6443.6443.6443.644 3.4623.4623.4623.462 3.5533.5533.5533.553 3.3703.3703.3703.370 3.5533.5533.5533.553 3.5533.5533.5533.553 3.4623.4623.4623.462 3.5533.5533.5533.553 0.2510.2510.2510.251 1031103110311031

3.6443.6443.6443.644 3.5533.5533.5533.553 3.6443.6443.6443.644 3.4623.4623.4623.462 3.6443.6443.6443.644 3.5533.5533.5533.553 3.4623.4623.4623.462 3.5533.5533.5533.553 0.0840.0840.0840.084 1032103210321032

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:22DEGTemperature:22DEGTemperature:22DEGTemperature:22DEG Humidity:53%Humidity:53%Humidity:53%Humidity:53%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014 Remarks:Remarks:Remarks:Remarks: CD665 WW 12W 220VAC 50HZ IP44CD665 WW 12W 220VAC 50HZ IP44CD665 WW 12W 220VAC 50HZ IP44CD665 WW 12W 220VAC 50HZ IP44
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000305

NAME: CD665 WW 12W 220VAC 50HZ IP44 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN 66 DIMENSION: 175X90mm SERIAL No.:24971345

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:22DEGTemperature:22DEGTemperature:22DEGTemperature:22DEG Humidity:53%Humidity:53%Humidity:53%Humidity:53%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
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Fiberli - PSL Elektronik

ISOLUX DIAGRAM

Report number: 0000305

NAME: CD665 WW 12W 220VAC 50HZ IP44 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN 66 DIMENSION: 175X90mm SERIAL No.:24971345

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:22DEGTemperature:22DEGTemperature:22DEGTemperature:22DEG Humidity:53%Humidity:53%Humidity:53%Humidity:53%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000305

NAME: CD665 WW 12W 220VAC 50HZ IP44 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN 66 DIMENSION: 175X90mm SERIAL No.:24971345

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

0

0.0 398

5.0 396

10.0 390

15.0 379

20.0 365

25.0 347

30.0 325

35.0 301

40.0 274

45.0 248

50.0 218

55.0 186

60.0 155

65.0 123

70.0 91.8

75.0 61.9

80.0 35.2

85.0 14.4

90.0 4.37

95.0 4.00

100.0 3.73

105.0 3.64

110.0 3.64

115.0 3.55

120.0 3.64

125.0 3.64

130.0 3.64

135.0 3.55

140.0 3.55

145.0 3.64

150.0 3.55

155.0 3.64

160.0 3.64

165.0 3.64

170.0 3.64

175.0 3.64

180.0 3.64

15

398

396

390

381

366

349

328

307

280

250

219

188

156

124

92.9

63.0

35.8

14.5

2.64

2.27

2.45

2.55

2.55

2.64

2.82

2.91

3.00

3.00

3.09

3.27

3.27

3.37

3.46

3.37

3.46

3.46

3.46

30

397

397

392

383

371

353

333

309

283

258

228

197

165

134

102

72.0

44.1

20.7

6.55

4.09

3.82

3.73

3.64

3.55

3.55

3.55

3.55

3.55

3.64

3.64

3.64

3.64

3.64

3.64

3.55

3.55

3.55

45

397

397

393

383

370

353

332

308

285

256

225

194

163

131

101

71.1

43.6

20.6

6.01

2.27

2.36

2.45

2.55

2.64

2.73

2.82

3.00

3.09

3.09

3.18

3.27

3.27

3.37

3.37

3.37

3.46

3.55

60

396

397

393

386

373

356

335

311

285

260

230

199

168

138

107

78.0

50.6

26.6

9.93

4.09

3.91

3.73

3.55

3.55

3.55

3.46

3.55

3.55

3.55

3.55

3.55

3.64

3.64

3.64

3.55

3.55

3.55

75

397

398

394

385

372

354

333

309

285

256

225

195

164

133

104

75.2

48.5

25.3

8.65

2.27

2.36

2.36

2.55

2.64

2.73

2.91

3.00

3.18

3.27

3.27

3.37

3.46

3.37

3.37

3.37

3.46

3.55

90

396

397

394

386

373

356

335

311

284

259

229

199

168

139

109

80.7

54.0

30.0

12.1

4.19

3.91

3.73

3.55

3.55

3.64

3.73

3.91

3.73

3.46

3.55

3.46

3.55

3.64

3.55

3.64

3.55

3.64

105

396

397

394

385

372

354

333

309

285

256

226

195

165

134

105

77.1

50.6

27.5

10.0

2.18

2.27

2.36

2.45

2.55

2.73

2.73

2.91

2.91

3.09

3.18

3.37

3.37

3.46

3.46

3.37

3.46

3.46

120

396

398

394

386

373

356

335

312

285

260

231

200

170

140

111

81.9

55.1

30.8

12.4

4.19

3.91

3.73

3.55

3.55

3.46

3.46

3.46

3.55

3.55

3.55

3.55

3.64

3.64

3.64

3.55

3.55

3.55

135

396

397

393

384

371

354

333

310

287

258

227

197

166

136

106

77.3

50.2

26.7

9.29

2.27

2.27

2.36

2.45

2.64

2.82

2.82

2.91

2.91

3.00

3.09

3.18

3.18

3.27

3.27

3.37

3.37

3.46

150

396

396

392

384

372

355

335

311

285

261

232

201

170

140

110

80.4

52.9

28.4

10.7

4.19

3.82

3.64

3.64

3.64

3.55

3.64

3.55

3.55

3.55

3.55

3.55

3.55

3.55

3.55

3.55

3.55

3.46

165

396

396

391

382

369

351

331

307

285

256

226

195

164

133

103

73.2

45.9

22.5

6.74

2.27

2.36

2.45

2.55

2.64

2.82

2.91

3.00

3.09

3.18

3.18

3.18

3.27

3.37

3.37

3.37

3.46

3.46

180

398

396

389

378

363

345

323

302

274

245

214

183

152

120

89.8

60.9

34.7

13.8

2.82

2.36

2.45

2.45

2.64

2.73

2.82

2.91

3.00

3.09

3.09

3.09

3.27

3.27

3.37

3.46

3.55

3.55

3.64

195

398

395

388

376

361

342

321

295

272

243

213

182

150

120

89.1

60.1

34.1

14.0

4.37

4.00

3.73

3.64

3.55

3.64

3.64

3.64

3.64

3.64

3.64

3.64

3.64

3.64

3.55

3.55

3.55

3.55

3.55

210

397

393

385

372

355

335

312

290
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231

200

169

138

107

77.6

50.1

25.8

8.56

2.18

2.27

2.45

2.45

2.64

2.73

2.91

3.00

3.00

3.09

3.18

3.18

3.27

3.27

3.27

3.37

3.37

3.46

3.46

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:22DEGTemperature:22DEGTemperature:22DEGTemperature:22DEG Humidity:53%Humidity:53%Humidity:53%Humidity:53%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014 Remarks:Remarks:Remarks:Remarks: CD665 WW 12W 220VAC 50HZ IP44CD665 WW 12W 220VAC 50HZ IP44CD665 WW 12W 220VAC 50HZ IP44CD665 WW 12W 220VAC 50HZ IP44
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000305

NAME: CD665 WW 12W 220VAC 50HZ IP44 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:CROMA DOWN 66 DIMENSION: 175X90mm SERIAL No.:24971345

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

225

0.0 397

5.0 392

10.0 383

15.0 370

20.0 353

25.0 332

30.0 308

35.0 282

40.0 257

45.0 227

50.0 196

55.0 166

60.0 135

65.0 105

70.0 75.8

75.0 48.5

80.0 25.2

85.0 9.29

90.0 4.09

95.0 3.82

100.0 3.73

105.0 3.64

110.0 3.64

115.0 3.64

120.0 3.64

125.0 3.64

130.0 3.55

135.0 3.55

140.0 3.55

145.0 3.55

150.0 3.55

155.0 3.55

160.0 3.55

165.0 3.55

170.0 3.55

175.0 3.55

180.0 3.55

240

396

390

380

365

347

325

304

276

246

215

184

153

123

93.6

65.5

39.9

18.4

5.37

2.27

2.27

2.36

2.45

2.55

2.64

2.73

2.82

2.91

3.00

3.09

3.18

3.18

3.18

3.27

3.37

3.37

3.46

3.46

255

397

390

380

365

346

324

298

274

244

214

183

153

123

93.8

65.7

40.1

19.3

6.65

4.00

3.82

3.64

3.55

3.55

3.55

3.55

3.55

3.64

3.55

3.55

3.64

3.73

3.73

3.64

3.64

3.55

3.55

3.55

270

396

389

378

362

342

318

296

267

237

206

175

144

115

85.8

58.5

34.2

14.6

3.37

2.27

2.36

2.45

2.45

2.73

2.82

2.82

2.91

3.00

3.00

3.09

3.09

3.18

3.18

3.27

3.37

3.46

3.46

3.46

285

396

390

379

364

344

321

295

270

241

210

179

149

119

90.1

62.4

37.1

17.1

5.28

4.00

3.73

3.64

3.55

3.55

3.46

3.55

3.55

3.55

3.55

3.55

3.64

3.55

3.55

3.55

3.55

3.55

3.55

3.55

300

396

390

379

363

343

320

298

269

239

208

177

146

116

86.7

59.0

34.3

14.4

3.00

2.27

2.36

2.45

2.55

2.64

2.73

2.82

2.91

3.00

3.09

3.18

3.18

3.27

3.27

3.27

3.37

3.37

3.46

3.46

315

396

391

381

366

348

326

301

274

248

217

187

156

125

95.3

66.5

40.1

18.8

5.83

4.00

3.82

3.64

3.55

3.64

3.55

3.55

3.46

3.64

3.55

3.55

3.55

3.64

3.55

3.55

3.55

3.55

3.55

3.55

330

396

391

381

367

349

328

305

280

251

220

189

157

126

95.5

66.3

39.7

17.7

4.46

2.27

2.27

2.36

2.45

2.64

2.73

2.82

2.91

3.00

3.00

3.09

3.18

3.18

3.27

3.27

3.37

3.37

3.37

3.37

345

396

392

384

372

356

336

312

286

262

232

201

170

138

107

76.9

48.3

24.2

8.47

4.09

3.82

3.64

3.64

3.55

3.55

3.46

3.46

3.55

3.55

3.55

3.55

3.55

3.55

3.55

3.55

3.55

3.55

3.55

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:22DEGTemperature:22DEGTemperature:22DEGTemperature:22DEG Humidity:53%Humidity:53%Humidity:53%Humidity:53%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014 Remarks:Remarks:Remarks:Remarks: CD665 WW 12W 220VAC 50HZ IP44CD665 WW 12W 220VAC 50HZ IP44CD665 WW 12W 220VAC 50HZ IP44CD665 WW 12W 220VAC 50HZ IP44
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