
Fiberli - PSL Elektronik

LUMINAIRE PHOTOMETRIC TEST REPORT

Report number: 0000453

NAME: CD66 D:2 CW 4W 220VAC 50HZ IP44 TYPE:CROMA DOWN WEIGHT:---

SPECIFICATION:CROMA DOWN 66 DIMENSION: 95X90mm SERIAL No.:28720954

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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DATA OF LAMP PHOTOMETRIC DATA

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS QUANTITY

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

EFFICIENCY(lm/W)

  up(%)

  down(%)
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S/MH(C0/180)

S/MH(C90/270)

  UP(C0-180)

  DN(C0-180)

  UP(C180-360)

  DN(C180-360)
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CD66 D:2 CW 4W 220VAC 50HZ IP44

5

220

231.4

1

220.6

107.5

100.0

231.37

DIRECT

4.9

95.1

1.05

1.09

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:27DEGTemperature:27DEGTemperature:27DEGTemperature:27DEG Humidity:53%Humidity:53%Humidity:53%Humidity:53%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:06-12-2014Test Date:06-12-2014Test Date:06-12-2014Test Date:06-12-2014 Remarks:Remarks:Remarks:Remarks: CD66 D:2 CW 4W 220VAC 50HZ IP44CD66 D:2 CW 4W 220VAC 50HZ IP44CD66 D:2 CW 4W 220VAC 50HZ IP44CD66 D:2 CW 4W 220VAC 50HZ IP44
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Fiberli - PSL Elektronik

AVERAGE AND CENTER E Figure

Report number: 0000453

NAME: CD66 D:2 CW 4W 220VAC 50HZ IP44 TYPE:CROMA DOWN WEIGHT:---

SPECIFICATION:CROMA DOWN 66 DIMENSION: 95X90mm SERIAL No.:28720954

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

1.50m1.50m1.50m1.50m
267.50cm267.50cm267.50cm267.50cm22.06lx22.06lx22.06lx22.06lx 47.62lx47.62lx47.62lx47.62lx

2.00m2.00m2.00m2.00m
356.66cm356.66cm356.66cm356.66cm12.41lx12.41lx12.41lx12.41lx 26.79lx26.79lx26.79lx26.79lx

4.00m4.00m4.00m4.00m
713.33cm713.33cm713.33cm713.33cm3.10lx3.10lx3.10lx3.10lx 6.70lx6.70lx6.70lx6.70lx

4.50m4.50m4.50m4.50m
802.49cm802.49cm802.49cm802.49cm2.45lx2.45lx2.45lx2.45lx 5.29lx5.29lx5.29lx5.29lx

6.00m6.00m6.00m6.00m
1069.99cm1069.99cm1069.99cm1069.99cm1.38lx1.38lx1.38lx1.38lx 2.98lx2.98lx2.98lx2.98lx

HeightHeightHeightHeight AVR EAVR EAVR EAVR E CENTER ECENTER ECENTER ECENTER E DiameterDiameterDiameterDiameter

Angle:83.4degAngle:83.4degAngle:83.4degAngle:83.4deg

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:27DEGTemperature:27DEGTemperature:27DEGTemperature:27DEG Humidity:53%Humidity:53%Humidity:53%Humidity:53%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:06-12-2014Test Date:06-12-2014Test Date:06-12-2014Test Date:06-12-2014 Remarks:Remarks:Remarks:Remarks: CD66 D:2 CW 4W 220VAC 50HZ IP44CD66 D:2 CW 4W 220VAC 50HZ IP44CD66 D:2 CW 4W 220VAC 50HZ IP44CD66 D:2 CW 4W 220VAC 50HZ IP44
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Fiberli - PSL Elektronik

ZONAL FLUX DIAGRAM

Report number: 0000453

NAME: CD66 D:2 CW 4W 220VAC 50HZ IP44 TYPE:CROMA DOWN WEIGHT:---

SPECIFICATION:CROMA DOWN 66 DIMENSION: 95X90mm SERIAL No.:28720954

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

105.2105.2105.2105.2 105.2105.2105.2105.2 106.4106.4106.4106.4 107.0107.0107.0107.0 107.1107.1107.1107.1 106.6106.6106.6106.6 105.1105.1105.1105.1 104.5104.5104.5104.5 2.5412.5412.5412.541 2.5412.5412.5412.541

101.4101.4101.4101.4 101.4101.4101.4101.4 103.7103.7103.7103.7 104.9104.9104.9104.9 105.0105.0105.0105.0 104.4104.4104.4104.4 101.4101.4101.4101.4 100.3100.3100.3100.3 7.4467.4467.4467.446 9.9879.9879.9879.987

96.0296.0296.0296.02 96.0296.0296.0296.02 99.2199.2199.2199.21 100.8100.8100.8100.8 101.0101.0101.0101.0 100.4100.4100.4100.4 95.8495.8495.8495.84 94.5694.5694.5694.56 11.8511.8511.8511.85 21.8421.8421.8421.84

89.1089.1089.1089.10 89.0189.0189.0189.01 92.9292.9292.9292.92 95.0295.0295.0295.02 95.0295.0295.0295.02 94.7594.7594.7594.75 88.6488.6488.6488.64 87.2887.2887.2887.28 15.4915.4915.4915.49 37.3437.3437.3437.34

81.1781.1781.1781.17 80.8180.8180.8180.81 85.1885.1885.1885.18 87.2887.2887.2887.28 87.5587.5587.5587.55 87.5587.5587.5587.55 80.5380.5380.5380.53 78.9878.9878.9878.98 18.1818.1818.1818.18 55.5255.5255.5255.52

72.5272.5272.5272.52 71.9771.9771.9771.97 76.4376.4376.4376.43 78.6278.6278.6278.62 78.8978.8978.8978.89 79.3579.3579.3579.35 71.5171.5171.5171.51 70.0670.0670.0670.06 19.8219.8219.8219.82 75.3575.3575.3575.35

63.5963.5963.5963.59 62.9562.9562.9562.95 67.3267.3267.3267.32 69.3369.3369.3369.33 69.6969.6969.6969.69 70.5170.5170.5170.51 62.4062.4062.4062.40 61.1361.1361.1361.13 20.4420.4420.4420.44 95.7995.7995.7995.79

55.0255.0255.0255.02 54.2054.2054.2054.20 58.3058.3058.3058.30 59.7659.7659.7659.76 60.4060.4060.4060.40 61.4961.4961.4961.49 53.5753.5753.5753.57 52.3852.3852.3852.38 20.1520.1520.1520.15 115.9115.9115.9115.9

46.6446.6446.6446.64 45.9145.9145.9145.91 49.5649.5649.5649.56 50.6550.6550.6550.65 51.2951.2951.2951.29 52.7552.7552.7552.75 45.2845.2845.2845.28 44.2744.2744.2744.27 19.1219.1219.1219.12 135.0135.0135.0135.0

39.0839.0839.0839.08 38.4438.4438.4438.44 41.5441.5441.5441.54 42.3642.3642.3642.36 42.9142.9142.9142.91 44.4644.4644.4644.46 37.8037.8037.8037.80 36.8936.8936.8936.89 17.5717.5717.5717.57 152.6152.6152.6152.6

32.3432.3432.3432.34 31.5231.5231.5231.52 34.4334.4334.4334.43 34.8034.8034.8034.80 35.4435.4435.4435.44 36.8936.8936.8936.89 31.1531.1531.1531.15 30.4230.4230.4230.42 15.7015.7015.7015.70 168.3168.3168.3168.3

26.3226.3226.3226.32 25.4125.4125.4125.41 28.0628.0628.0628.06 28.3328.3328.3328.33 28.6928.6928.6928.69 30.1530.1530.1530.15 25.2325.2325.2325.23 24.8724.8724.8724.87 13.6613.6613.6613.66 182.0182.0182.0182.0

20.9520.9520.9520.95 20.1320.1320.1320.13 22.5022.5022.5022.50 22.7722.7722.7722.77 22.8622.8622.8622.86 24.0524.0524.0524.05 20.0420.0420.0420.04 19.8619.8619.8619.86 11.5611.5611.5611.56 193.5193.5193.5193.5

15.6715.6715.6715.67 15.3915.3915.3915.39 17.5817.5817.5817.58 17.8517.8517.8517.85 17.3117.3117.3117.31 18.6718.6718.6718.67 15.4815.4815.4815.48 15.3015.3015.3015.30 9.4329.4329.4329.432 203.0203.0203.0203.0

11.2011.2011.2011.20 11.1111.1111.1111.11 13.2113.2113.2113.21 13.3913.3913.3913.39 12.1112.1112.1112.11 13.7513.7513.7513.75 11.2011.2011.2011.20 11.0211.0211.0211.02 7.2657.2657.2657.265 210.2210.2210.2210.2

7.2887.2887.2887.288 7.1977.1977.1977.197 9.1109.1109.1109.110 9.2929.2929.2929.292 7.3797.3797.3797.379 9.3849.3849.3849.384 7.1977.1977.1977.197 7.0157.0157.0157.015 5.1445.1445.1445.144 215.4215.4215.4215.4

3.8263.8263.8263.826 3.6443.6443.6443.644 5.4665.4665.4665.466 5.3755.3755.3755.375 3.6443.6443.6443.644 5.4665.4665.4665.466 3.6443.6443.6443.644 3.4623.4623.4623.462 3.1173.1173.1173.117 218.5218.5218.5218.5

2.0952.0952.0952.095 1.4571.4571.4571.457 2.3682.3682.3682.368 2.2772.2772.2772.277 1.7311.7311.7311.731 2.2772.2772.2772.277 1.5481.5481.5481.548 2.0952.0952.0952.095 1.4941.4941.4941.494 220.0220.0220.0220.0

2.0042.0042.0042.004 1.5481.5481.5481.548 2.0042.0042.0042.004 1.4571.4571.4571.457 1.5481.5481.5481.548 2.0952.0952.0952.095 1.4571.4571.4571.457 2.0042.0042.0042.004 0.9890.9890.9890.989 221.0221.0221.0221.0

1.9131.9131.9131.913 1.5481.5481.5481.548 2.0042.0042.0042.004 1.5481.5481.5481.548 1.5481.5481.5481.548 2.0042.0042.0042.004 1.5481.5481.5481.548 2.0042.0042.0042.004 0.9580.9580.9580.958 221.9221.9221.9221.9

1.9131.9131.9131.913 1.5481.5481.5481.548 1.9131.9131.9131.913 1.5481.5481.5481.548 1.5481.5481.5481.548 1.9131.9131.9131.913 1.5481.5481.5481.548 1.9131.9131.9131.913 0.9290.9290.9290.929 222.9222.9222.9222.9

1.9131.9131.9131.913 1.5481.5481.5481.548 1.9131.9131.9131.913 1.5481.5481.5481.548 1.5481.5481.5481.548 1.9131.9131.9131.913 1.6391.6391.6391.639 1.9131.9131.9131.913 0.9080.9080.9080.908 223.8223.8223.8223.8

1.9131.9131.9131.913 1.6391.6391.6391.639 1.9131.9131.9131.913 1.5481.5481.5481.548 1.6391.6391.6391.639 1.9131.9131.9131.913 1.6391.6391.6391.639 1.8221.8221.8221.822 0.8880.8880.8880.888 224.7224.7224.7224.7

1.9131.9131.9131.913 1.6391.6391.6391.639 1.9131.9131.9131.913 1.6391.6391.6391.639 1.6391.6391.6391.639 1.9131.9131.9131.913 1.6391.6391.6391.639 1.9131.9131.9131.913 0.8570.8570.8570.857 225.5225.5225.5225.5

1.9131.9131.9131.913 1.6391.6391.6391.639 1.9131.9131.9131.913 1.6391.6391.6391.639 1.7311.7311.7311.731 1.9131.9131.9131.913 1.6391.6391.6391.639 1.9131.9131.9131.913 0.8200.8200.8200.820 226.3226.3226.3226.3

1.8221.8221.8221.822 1.7311.7311.7311.731 1.9131.9131.9131.913 1.7311.7311.7311.731 1.7311.7311.7311.731 1.8221.8221.8221.822 1.7311.7311.7311.731 1.9131.9131.9131.913 0.7820.7820.7820.782 227.1227.1227.1227.1

1.9131.9131.9131.913 1.7311.7311.7311.731 1.9131.9131.9131.913 1.7311.7311.7311.731 1.7311.7311.7311.731 1.8221.8221.8221.822 1.7311.7311.7311.731 1.9131.9131.9131.913 0.7350.7350.7350.735 227.9227.9227.9227.9

1.9131.9131.9131.913 1.8221.8221.8221.822 1.9131.9131.9131.913 1.7311.7311.7311.731 1.7311.7311.7311.731 1.9131.9131.9131.913 1.7311.7311.7311.731 1.9131.9131.9131.913 0.6790.6790.6790.679 228.5228.5228.5228.5

1.9131.9131.9131.913 1.8221.8221.8221.822 1.9131.9131.9131.913 1.8221.8221.8221.822 1.8221.8221.8221.822 1.9131.9131.9131.913 1.8221.8221.8221.822 1.9131.9131.9131.913 0.6170.6170.6170.617 229.2229.2229.2229.2

2.0042.0042.0042.004 1.8221.8221.8221.822 1.9131.9131.9131.913 1.8221.8221.8221.822 1.8221.8221.8221.822 1.9131.9131.9131.913 1.8221.8221.8221.822 2.0042.0042.0042.004 0.5510.5510.5510.551 229.7229.7229.7229.7

2.0042.0042.0042.004 1.8221.8221.8221.822 2.0042.0042.0042.004 1.8221.8221.8221.822 1.8221.8221.8221.822 1.9131.9131.9131.913 1.9131.9131.9131.913 2.0042.0042.0042.004 0.4790.4790.4790.479 230.2230.2230.2230.2

2.0042.0042.0042.004 1.9131.9131.9131.913 2.0042.0042.0042.004 1.9131.9131.9131.913 1.9131.9131.9131.913 1.9131.9131.9131.913 1.9131.9131.9131.913 2.0042.0042.0042.004 0.4040.4040.4040.404 230.6230.6230.6230.6

2.0042.0042.0042.004 1.9131.9131.9131.913 2.0042.0042.0042.004 1.9131.9131.9131.913 1.9131.9131.9131.913 2.0042.0042.0042.004 1.9131.9131.9131.913 2.0042.0042.0042.004 0.3210.3210.3210.321 230.9230.9230.9230.9

2.0042.0042.0042.004 1.9131.9131.9131.913 2.0042.0042.0042.004 1.9131.9131.9131.913 2.0042.0042.0042.004 2.0042.0042.0042.004 1.9131.9131.9131.913 2.0042.0042.0042.004 0.2320.2320.2320.232 231.1231.1231.1231.1

2.0952.0952.0952.095 1.9131.9131.9131.913 2.0042.0042.0042.004 2.0042.0042.0042.004 2.0042.0042.0042.004 2.0042.0042.0042.004 2.0042.0042.0042.004 2.0042.0042.0042.004 0.1410.1410.1410.141 231.3231.3231.3231.3

2.0042.0042.0042.004 1.9131.9131.9131.913 2.0042.0042.0042.004 2.0042.0042.0042.004 2.0042.0042.0042.004 2.0042.0042.0042.004 2.0042.0042.0042.004 2.0042.0042.0042.004 0.0470.0470.0470.047 231.3231.3231.3231.3

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:27DEGTemperature:27DEGTemperature:27DEGTemperature:27DEG Humidity:53%Humidity:53%Humidity:53%Humidity:53%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:06-12-2014Test Date:06-12-2014Test Date:06-12-2014Test Date:06-12-2014 Remarks:Remarks:Remarks:Remarks: CD66 D:2 CW 4W 220VAC 50HZ IP44CD66 D:2 CW 4W 220VAC 50HZ IP44CD66 D:2 CW 4W 220VAC 50HZ IP44CD66 D:2 CW 4W 220VAC 50HZ IP44
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000453

NAME: CD66 D:2 CW 4W 220VAC 50HZ IP44 TYPE:CROMA DOWN WEIGHT:---

SPECIFICATION:CROMA DOWN 66 DIMENSION: 95X90mm SERIAL No.:28720954

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:27DEGTemperature:27DEGTemperature:27DEGTemperature:27DEG Humidity:53%Humidity:53%Humidity:53%Humidity:53%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:06-12-2014Test Date:06-12-2014Test Date:06-12-2014Test Date:06-12-2014 Remarks:Remarks:Remarks:Remarks: CD66 D:2 CW 4W 220VAC 50HZ IP44CD66 D:2 CW 4W 220VAC 50HZ IP44CD66 D:2 CW 4W 220VAC 50HZ IP44CD66 D:2 CW 4W 220VAC 50HZ IP44
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Fiberli - PSL Elektronik

ISOLUX DIAGRAM

Report number: 0000453

NAME: CD66 D:2 CW 4W 220VAC 50HZ IP44 TYPE:CROMA DOWN WEIGHT:---

SPECIFICATION:CROMA DOWN 66 DIMENSION: 95X90mm SERIAL No.:28720954

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:27DEGTemperature:27DEGTemperature:27DEGTemperature:27DEG Humidity:53%Humidity:53%Humidity:53%Humidity:53%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:06-12-2014Test Date:06-12-2014Test Date:06-12-2014Test Date:06-12-2014 Remarks:Remarks:Remarks:Remarks: CD66 D:2 CW 4W 220VAC 50HZ IP44CD66 D:2 CW 4W 220VAC 50HZ IP44CD66 D:2 CW 4W 220VAC 50HZ IP44CD66 D:2 CW 4W 220VAC 50HZ IP44
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000453

NAME: CD66 D:2 CW 4W 220VAC 50HZ IP44 TYPE:CROMA DOWN WEIGHT:---

SPECIFICATION:CROMA DOWN 66 DIMENSION: 95X90mm SERIAL No.:28720954

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

0

0.0 107

5.0 105

10.0 101

15.0 96.0

20.0 89.1

25.0 81.1

30.0 72.5

35.0 63.5

40.0 55.0

45.0 46.6

50.0 39.0

55.0 32.3

60.0 26.3

65.0 20.9

70.0 15.6

75.0 11.2

80.0 7.28

85.0 3.82

90.0 2.09

95.0 2.00

100.0 1.91

105.0 1.91

110.0 1.91

115.0 1.91

120.0 1.91

125.0 1.91

130.0 1.82

135.0 1.91

140.0 1.91

145.0 1.91

150.0 2.00

155.0 2.00

160.0 2.00

165.0 2.00

170.0 2.00

175.0 2.09

180.0 2.00

15

107

105

101

95.1

88.1

79.9

71.1

62.2

53.5

45.3

37.8

31.0

25.0

19.8

14.7

10.3

6.46

3.27

1.54

1.54

1.54

1.54

1.63

1.63

1.63

1.63

1.73

1.73

1.82

1.82

1.91

1.91

1.91

1.91

2.00

2.00

2.00

30

107

106

102

96.4

89.6

81.7

72.9

64.0

55.3

47.1

39.6

32.7

26.6

21.2

16.3

11.7

7.65

4.19

2.09

2.00

2.00

1.91

1.91

1.91

1.82

1.91

1.91

1.91

1.91

1.91

1.91

2.00

2.00

2.00

2.00

2.00

2.00

45

107

105

101

96.0

89.0

80.8

71.9

62.9

54.2

45.9

38.4

31.5

25.4

20.1

15.3

11.1

7.19

3.64

1.45

1.54

1.54

1.54

1.54

1.63

1.63

1.63

1.73

1.73

1.82

1.82

1.82

1.82

1.91

1.91

1.91

1.91

1.91

60

107

106

103

97.6

90.9

83.0

74.2

65.2

56.3

48.0

40.2

33.2

27.1

21.6

16.8

12.3

8.38

4.73

2.09

2.00

1.91

1.91

1.91

1.91

1.82

1.91

1.91

1.91

1.91

1.91

1.91

1.91

2.00

2.00

2.00

2.00

2.00

75

107

106

103

97.4

90.7

82.7

73.7

64.6

55.6

47.1

39.2

32.3

26.1

20.7

16.0

11.6

7.83

4.28

1.54

1.54

1.54

1.54

1.54

1.54

1.63

1.63

1.73

1.73

1.82

1.82

1.82

1.82

1.91

1.91

1.91

1.91

2.00

90

107

106

104

99.2

92.9

85.1

76.4

67.3

58.3

49.5

41.5

34.4

28.0

22.5

17.5

13.2

9.11

5.46

2.36

2.00

2.00

1.91

1.91

1.91

1.91

1.91

1.91

1.91

1.91

1.91

1.91

2.00

2.00

2.00

2.00

2.00

2.00

105

107

106

104

99.2

92.9

85.0

76.2

67.0

57.7

48.8

40.7

33.5

27.1

21.7

16.9

12.5

8.65

4.91

1.91

1.54

1.54

1.54

1.54

1.63

1.63

1.73

1.73

1.73

1.73

1.82

1.82

1.91

1.91

1.91

1.91

1.91

2.00

120

107

107

105

101

95.0

87.5

78.8

69.6

60.4

51.3

43.0

35.6

29.1

23.5

18.5

14.1

9.93

6.10

2.82

2.00

2.00

1.91

1.91

1.91

1.91

1.91

1.91

1.91

1.91

1.91

1.91

1.91

2.00

2.00

2.00

2.00

2.00

135

107

107

105

101

95.0

87.2

78.6

69.3

59.7

50.6

42.3

34.8

28.3

22.7

17.8

13.3

9.29

5.37

2.27

1.45

1.54

1.54

1.54

1.54

1.63

1.63

1.73

1.73

1.73

1.82

1.82

1.82

1.91

1.91

1.91

2.00

2.00

150

107

107

106

102

96.7

89.5

81.0

71.7

62.4

53.2

44.8

37.1

30.5

24.5

19.4

14.6

10.1

6.01

3.00

2.09

2.00

2.00

1.91

1.91

1.91

1.82

1.91

1.82

1.91

1.91

1.91

1.91

1.91

1.91

2.00

2.00

2.00

165

107

107

106

102

96.4

89.1

80.5

71.3

61.9

52.7

44.2

36.6

29.8

23.9

18.6

13.4

8.83

4.82

2.18

1.54

1.54

1.54

1.54

1.63

1.63

1.73

1.63

1.73

1.73

1.82

1.82

1.82

1.91

1.91

1.91

1.91

1.91

180

107

107

105

101

95.0

87.5

78.8

69.6

60.4

51.2

42.9

35.4

28.6

22.8

17.3

12.1

7.37

3.64

1.73

1.54

1.54

1.54

1.54

1.63

1.63

1.73

1.73

1.73

1.73

1.82

1.82

1.82

1.91

1.91

2.00

2.00

2.00

195

107

107

105

102

96.1

89.1

80.9

71.8

62.5

53.7

45.2

37.5

30.6

24.5

18.9

13.5

8.74

4.73

2.36

2.09

2.00

1.91

1.91

1.91

1.91

1.91

1.91

1.91

1.91

1.91

1.91

2.00

1.91

2.00

2.00

2.00

2.00

210

107

107

105

100

94.7

87.5

79.1

70.1

61.0

52.1

43.8

36.1

29.2

23.1

17.7

12.6

8.10

4.28

1.73

1.54

1.54

1.54

1.54

1.54

1.63

1.63

1.73

1.73

1.73

1.82

1.82

1.91

1.91

1.91

1.91

1.91

1.91

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:27DEGTemperature:27DEGTemperature:27DEGTemperature:27DEG Humidity:53%Humidity:53%Humidity:53%Humidity:53%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:06-12-2014Test Date:06-12-2014Test Date:06-12-2014Test Date:06-12-2014 Remarks:Remarks:Remarks:Remarks: CD66 D:2 CW 4W 220VAC 50HZ IP44CD66 D:2 CW 4W 220VAC 50HZ IP44CD66 D:2 CW 4W 220VAC 50HZ IP44CD66 D:2 CW 4W 220VAC 50HZ IP44
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000453

NAME: CD66 D:2 CW 4W 220VAC 50HZ IP44 TYPE:CROMA DOWN WEIGHT:---

SPECIFICATION:CROMA DOWN 66 DIMENSION: 95X90mm SERIAL No.:28720954

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

225

0.0 107

5.0 107

10.0 104

15.0 100

20.0 94.7

25.0 87.5

30.0 79.3

35.0 70.5

40.0 61.4

45.0 52.7

50.0 44.4

55.0 36.8

60.0 30.1

65.0 24.0

70.0 18.6

75.0 13.7

80.0 9.38

85.0 5.46

90.0 2.27

95.0 2.09

100.0 2.00

105.0 1.91

110.0 1.91

115.0 1.91

120.0 1.91

125.0 1.91

130.0 1.82

135.0 1.82

140.0 1.91

145.0 1.91

150.0 1.91

155.0 1.91

160.0 1.91

165.0 2.00

170.0 2.00

175.0 2.00

180.0 2.00

240

107

106

103

98.4

92.1

84.4

75.8

66.8

57.9

49.2

41.1

34.0

27.6

21.8

16.8

12.2

8.10

4.28

1.54

1.54

1.54

1.54

1.63

1.63

1.63

1.63

1.73

1.73

1.73

1.82

1.82

1.82

1.91

1.91

1.91

1.91

1.91

255

107

106

103

98.0

91.4

83.6

75.1

66.0

57.1

48.7

40.9

33.9

27.7

22.2

17.2

12.7

8.65

4.73

2.09

2.00

2.00

1.91

1.91

1.91

1.91

1.91

1.91

1.91

1.82

1.91

1.91

2.00

2.00

1.91

2.00

2.00

1.91

270

107

105

101

95.8

88.6

80.5

71.5

62.4

53.5

45.2

37.8

31.1

25.2

20.0

15.4

11.2

7.19

3.64

1.54

1.45

1.54

1.54

1.63

1.63

1.63

1.63

1.73

1.73

1.73

1.82

1.82

1.91

1.91

1.91

1.91

2.00

2.00

285

107

105

101

95.7

88.6

80.2

71.5

62.4

53.5

45.4

37.9

31.4

25.6

20.5

15.9

11.7

7.74

4.09

2.09

2.00

1.91

1.91

1.82

1.91

1.91

1.91

1.91

1.91

1.91

1.91

1.91

2.00

1.91

1.91

2.00

2.00

2.00

300

107

104

100

94.0

86.4

77.9

68.9

59.8

51.1

43.0

35.6

29.4

23.7

18.9

14.3

10.2

6.55

3.00

1.45

1.54

1.54

1.54

1.54

1.63

1.63

1.63

1.73

1.73

1.73

1.73

1.82

1.91

1.91

1.91

1.91

1.91

2.00

315

107

105

100

94.5

87.2

78.9

70.0

61.1

52.3

44.2

36.8

30.4

24.8

19.8

15.3

11.0

7.01

3.46

2.09

2.00

2.00

1.91

1.91

1.82

1.91

1.91

1.91

1.91

1.91

1.91

2.00

2.00

2.00

2.00

2.00

2.00

2.00

330

107

104

99.3

93.2

85.8

77.4

68.4

59.4

50.8

42.7

35.4

29.0

23.4

18.4

13.7

9.47

5.73

2.45

1.45

1.54

1.54

1.54

1.54

1.63

1.63

1.63

1.73

1.73

1.82

1.82

1.82

1.91

1.91

1.91

1.91

1.91

1.91

345

107

104

100

94.2

87.0

78.8

70.0

61.1

52.5

44.4

37.0

30.5

24.6

19.4

14.3

10.2

6.28

3.00

2.09

2.00

1.91

1.91

1.91

1.91

1.82

1.91

1.91

1.91

1.91

1.91

1.91

2.00

2.00

1.91

1.91

2.00

2.00

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:27DEGTemperature:27DEGTemperature:27DEGTemperature:27DEG Humidity:53%Humidity:53%Humidity:53%Humidity:53%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:06-12-2014Test Date:06-12-2014Test Date:06-12-2014Test Date:06-12-2014 Remarks:Remarks:Remarks:Remarks: CD66 D:2 CW 4W 220VAC 50HZ IP44CD66 D:2 CW 4W 220VAC 50HZ IP44CD66 D:2 CW 4W 220VAC 50HZ IP44CD66 D:2 CW 4W 220VAC 50HZ IP44
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