
Fiberli - PSL Elektronik

LUMINAIRE PHOTOMETRIC TEST REPORT

Report number: 0000708

NAME: CDRB150 Z509 CW 30D 12W 220VAC IP54 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:ROLLBEEHIVE 150 DIMENSION: Ø108 SERIAL No.:

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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DATA OF LAMP PHOTOMETRIC DATA

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS QUANTITY

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

EFFICIENCY(lm/W)

  up(%)

  down(%)

ηηηη

ηηηη

S/MH(C0/180)

S/MH(C90/270)

  UP(C0-180)

  DN(C0-180)

  UP(C180-360)

  DN(C180-360)
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CDRB

11

220

954.1

1

220.8

2856

100.0

954.05

DIRECT

1.8

98.2

0.54

0.46

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:24DEGTemperature:24DEGTemperature:24DEGTemperature:24DEG Humidity:57%Humidity:57%Humidity:57%Humidity:57%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:06-27-2015Test Date:06-27-2015Test Date:06-27-2015Test Date:06-27-2015 Remarks:Remarks:Remarks:Remarks: CDRB150 Z509 CW 30D 12W 220VAC IP54CDRB150 Z509 CW 30D 12W 220VAC IP54CDRB150 Z509 CW 30D 12W 220VAC IP54CDRB150 Z509 CW 30D 12W 220VAC IP54
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Fiberli - PSL Elektronik

AVERAGE AND CENTER E Figure

Report number: 0000708

NAME: CDRB150 Z509 CW 30D 12W 220VAC IP54 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:ROLLBEEHIVE 150 DIMENSION: Ø108 SERIAL No.:

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

1.50m1.50m1.50m1.50m
77.63cm77.63cm77.63cm77.63cm868.35lx868.35lx868.35lx868.35lx 1258.49lx1258.49lx1258.49lx1258.49lx

2.00m2.00m2.00m2.00m
103.50cm103.50cm103.50cm103.50cm488.45lx488.45lx488.45lx488.45lx 707.90lx707.90lx707.90lx707.90lx

4.00m4.00m4.00m4.00m
207.00cm207.00cm207.00cm207.00cm122.11lx122.11lx122.11lx122.11lx 176.98lx176.98lx176.98lx176.98lx

4.50m4.50m4.50m4.50m
232.88cm232.88cm232.88cm232.88cm96.48lx96.48lx96.48lx96.48lx 139.83lx139.83lx139.83lx139.83lx

6.00m6.00m6.00m6.00m
310.50cm310.50cm310.50cm310.50cm54.27lx54.27lx54.27lx54.27lx 78.66lx78.66lx78.66lx78.66lx

HeightHeightHeightHeight AVR EAVR EAVR EAVR E CENTER ECENTER ECENTER ECENTER E DiameterDiameterDiameterDiameter

Angle:29.0degAngle:29.0degAngle:29.0degAngle:29.0deg

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:24DEGTemperature:24DEGTemperature:24DEGTemperature:24DEG Humidity:57%Humidity:57%Humidity:57%Humidity:57%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:06-27-2015Test Date:06-27-2015Test Date:06-27-2015Test Date:06-27-2015 Remarks:Remarks:Remarks:Remarks: CDRB150 Z509 CW 30D 12W 220VAC IP54CDRB150 Z509 CW 30D 12W 220VAC IP54CDRB150 Z509 CW 30D 12W 220VAC IP54CDRB150 Z509 CW 30D 12W 220VAC IP54
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Fiberli - PSL Elektronik

ZONAL FLUX DIAGRAM

Report number: 0000708

NAME: CDRB150 Z509 CW 30D 12W 220VAC IP54 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:ROLLBEEHIVE 150 DIMENSION: Ø108 SERIAL No.:

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

2755275527552755 2619261926192619 2538253825382538 2526252625262526 2476247624762476 2608260826082608 2705270527052705 2721272127212721 64.5264.5264.5264.52 64.5264.5264.5264.52

2277227722772277 2055205520552055 1924192419241924 1906190619061906 1821182118211821 2015201520152015 2152215221522152 2193219321932193 161.7161.7161.7161.7 226.3226.3226.3226.3

1590159015901590 1373137313731373 1249124912491249 1229122912291229 1148114811481148 1318131813181318 1445144514451445 1488148814881488 190.1190.1190.1190.1 416.5416.5416.5416.5

966.4966.4966.4966.4 797.0797.0797.0797.0 718.5718.5718.5718.5 698.6698.6698.6698.6 638.6638.6638.6638.6 750.8750.8750.8750.8 837.7837.7837.7837.7 876.5876.5876.5876.5 162.1162.1162.1162.1 578.6578.6578.6578.6

528.0528.0528.0528.0 427.8427.8427.8427.8 388.5388.5388.5388.5 374.1374.1374.1374.1 337.6337.6337.6337.6 403.6403.6403.6403.6 447.5447.5447.5447.5 477.4477.4477.4477.4 114.1114.1114.1114.1 692.8692.8692.8692.8

278.8278.8278.8278.8 225.1225.1225.1225.1 212.1212.1212.1212.1 200.7200.7200.7200.7 184.2184.2184.2184.2 219.6219.6219.6219.6 240.7240.7240.7240.7 255.4255.4255.4255.4 73.6973.6973.6973.69 766.5766.5766.5766.5

158.3158.3158.3158.3 127.0127.0127.0127.0 121.5121.5121.5121.5 114.2114.2114.2114.2 108.6108.6108.6108.6 127.8127.8127.8127.8 137.2137.2137.2137.2 148.4148.4148.4148.4 47.7647.7647.7647.76 814.2814.2814.2814.2

96.9396.9396.9396.93 79.3579.3579.3579.35 77.1677.1677.1677.16 72.5272.5272.5272.52 70.7970.7970.7970.79 82.0882.0882.0882.08 85.1885.1885.1885.18 93.8493.8493.8493.84 32.7332.7332.7332.73 847.0847.0847.0847.0

64.7764.7764.7764.77 53.7553.7553.7553.75 53.3853.3853.3853.38 49.7449.7449.7449.74 49.1049.1049.1049.10 56.1256.1256.1256.12 57.0357.0357.0357.03 63.1363.1363.1363.13 24.0024.0024.0024.00 871.0871.0871.0871.0

45.3745.3745.3745.37 37.8037.8037.8037.80 38.3538.3538.3538.35 35.4435.4435.4435.44 34.8034.8034.8034.80 39.4439.4439.4439.44 39.3539.3539.3539.35 44.0044.0044.0044.00 18.2218.2218.2218.22 889.2889.2889.2889.2

32.2532.2532.2532.25 27.0527.0527.0527.05 27.9627.9627.9627.96 25.5025.5025.5025.50 24.8724.8724.8724.87 28.1528.1528.1528.15 27.3327.3327.3327.33 31.2431.2431.2431.24 13.9313.9313.9313.93 903.1903.1903.1903.1

23.1423.1423.1423.14 19.3119.3119.3119.31 20.3120.3120.3120.31 18.2218.2218.2218.22 17.6717.6717.6717.67 20.1320.1320.1320.13 19.2219.2219.2219.22 22.2322.2322.2322.23 10.5810.5810.5810.58 913.7913.7913.7913.7

16.5816.5816.5816.58 13.5713.5713.5713.57 14.8514.8514.8514.85 12.9312.9312.9312.93 12.2912.2912.2912.29 14.2114.2114.2114.21 13.3013.3013.3013.30 15.6715.6715.6715.67 7.9317.9317.9317.931 921.7921.7921.7921.7

11.7511.7511.7511.75 9.4759.4759.4759.475 10.6510.6510.6510.65 9.0199.0199.0199.019 8.3818.3818.3818.381 9.9309.9309.9309.930 8.9288.9288.9288.928 10.7510.7510.7510.75 5.7955.7955.7955.795 927.5927.5927.5927.5

8.0178.0178.0178.017 6.2866.2866.2866.286 7.3797.3797.3797.379 6.0136.0136.0136.013 5.3755.3755.3755.375 6.6506.6506.6506.650 5.7395.7395.7395.739 7.1067.1067.1067.106 4.0724.0724.0724.072 931.5931.5931.5931.5

5.2845.2845.2845.284 3.9173.9173.9173.917 4.9194.9194.9194.919 3.7353.7353.7353.735 3.2793.2793.2793.279 4.3734.3734.3734.373 3.4623.4623.4623.462 4.5554.5554.5554.555 2.6982.6982.6982.698 934.2934.2934.2934.2

3.3703.3703.3703.370 2.3682.3682.3682.368 3.1883.1883.1883.188 2.2772.2772.2772.277 2.0042.0042.0042.004 2.9152.9152.9152.915 2.0952.0952.0952.095 3.0063.0063.0063.006 1.7171.7171.7171.717 935.9935.9935.9935.9

2.5502.5502.5502.550 1.7311.7311.7311.731 2.4592.4592.4592.459 1.7311.7311.7311.731 1.7311.7311.7311.731 2.3682.3682.3682.368 1.6391.6391.6391.639 2.3682.3682.3682.368 1.2231.2231.2231.223 937.2937.2937.2937.2

2.3682.3682.3682.368 1.6391.6391.6391.639 2.3682.3682.3682.368 1.7311.7311.7311.731 1.7311.7311.7311.731 2.2772.2772.2772.277 1.7311.7311.7311.731 2.2772.2772.2772.277 1.1011.1011.1011.101 938.3938.3938.3938.3

2.2772.2772.2772.277 1.7311.7311.7311.731 2.1862.1862.1862.186 1.7311.7311.7311.731 1.7311.7311.7311.731 2.2772.2772.2772.277 1.7311.7311.7311.731 2.1862.1862.1862.186 1.0781.0781.0781.078 939.4939.4939.4939.4

2.1862.1862.1862.186 1.7311.7311.7311.731 2.1862.1862.1862.186 1.7311.7311.7311.731 1.7311.7311.7311.731 2.1862.1862.1862.186 1.7311.7311.7311.731 2.1862.1862.1862.186 1.0501.0501.0501.050 940.4940.4940.4940.4

2.1862.1862.1862.186 1.7311.7311.7311.731 2.1862.1862.1862.186 1.7311.7311.7311.731 1.7311.7311.7311.731 2.1862.1862.1862.186 1.7311.7311.7311.731 2.0952.0952.0952.095 1.0241.0241.0241.024 941.4941.4941.4941.4

2.0952.0952.0952.095 1.8221.8221.8221.822 2.1862.1862.1862.186 1.8221.8221.8221.822 1.9131.9131.9131.913 2.0952.0952.0952.095 1.8221.8221.8221.822 2.0952.0952.0952.095 0.9960.9960.9960.996 942.4942.4942.4942.4

2.1862.1862.1862.186 1.8221.8221.8221.822 2.1862.1862.1862.186 1.9131.9131.9131.913 1.9131.9131.9131.913 2.0952.0952.0952.095 1.9131.9131.9131.913 2.0952.0952.0952.095 0.9680.9680.9680.968 943.4943.4943.4943.4

2.1862.1862.1862.186 2.0042.0042.0042.004 2.1862.1862.1862.186 2.0042.0042.0042.004 2.0042.0042.0042.004 2.1862.1862.1862.186 1.9131.9131.9131.913 2.1862.1862.1862.186 0.9440.9440.9440.944 944.3944.3944.3944.3

2.2772.2772.2772.277 2.0952.0952.0952.095 2.2772.2772.2772.277 2.1862.1862.1862.186 2.0952.0952.0952.095 2.2772.2772.2772.277 2.0042.0042.0042.004 2.2772.2772.2772.277 0.9280.9280.9280.928 945.3945.3945.3945.3

2.4592.4592.4592.459 2.3682.3682.3682.368 2.5502.5502.5502.550 2.4592.4592.4592.459 2.3682.3682.3682.368 2.4592.4592.4592.459 2.2772.2772.2772.277 2.3682.3682.3682.368 0.9310.9310.9310.931 946.2946.2946.2946.2

2.7332.7332.7332.733 2.7332.7332.7332.733 3.0063.0063.0063.006 2.9152.9152.9152.915 2.8242.8242.8242.824 2.7332.7332.7332.733 2.5502.5502.5502.550 2.7332.7332.7332.733 0.9670.9670.9670.967 947.2947.2947.2947.2

3.2793.2793.2793.279 3.3703.3703.3703.370 3.6443.6443.6443.644 3.6443.6443.6443.644 3.4623.4623.4623.462 3.3703.3703.3703.370 3.0973.0973.0973.097 3.1883.1883.1883.188 1.0391.0391.0391.039 948.2948.2948.2948.2

4.0084.0084.0084.008 4.1904.1904.1904.190 4.3734.3734.3734.373 4.4644.4644.4644.464 4.2824.2824.2824.282 4.0994.0994.0994.099 3.7353.7353.7353.735 3.9173.9173.9173.917 1.1211.1211.1211.121 949.3949.3949.3949.3

4.8284.8284.8284.828 5.1015.1015.1015.101 5.1935.1935.1935.193 5.3755.3755.3755.375 5.1015.1015.1015.101 4.9194.9194.9194.919 4.6464.6464.6464.646 4.7374.7374.7374.737 1.1701.1701.1701.170 950.5950.5950.5950.5

5.6485.6485.6485.648 5.9215.9215.9215.921 5.9215.9215.9215.921 6.0136.0136.0136.013 5.8305.8305.8305.830 5.6485.6485.6485.648 5.3755.3755.3755.375 5.4665.4665.4665.466 1.1371.1371.1371.137 951.6951.6951.6951.6

6.2866.2866.2866.286 6.3776.3776.3776.377 6.4686.4686.4686.468 6.3776.3776.3776.377 6.3776.3776.3776.377 6.1956.1956.1956.195 6.1046.1046.1046.104 6.0136.0136.0136.013 0.9960.9960.9960.996 952.6952.6952.6952.6

6.6506.6506.6506.650 6.4686.4686.4686.468 6.6506.6506.6506.650 6.4686.4686.4686.468 6.6506.6506.6506.650 6.2866.2866.2866.286 6.4686.4686.4686.468 6.2866.2866.2866.286 0.7560.7560.7560.756 953.4953.4953.4953.4

6.8336.8336.8336.833 6.4686.4686.4686.468 6.7416.7416.7416.741 6.3776.3776.3776.377 6.7416.7416.7416.741 6.3776.3776.3776.377 6.6506.6506.6506.650 6.3776.3776.3776.377 0.4650.4650.4650.465 953.8953.8953.8953.8

6.8336.8336.8336.833 6.3776.3776.3776.377 6.6506.6506.6506.650 6.3776.3776.3776.377 6.8336.8336.8336.833 6.2866.2866.2866.286 6.6506.6506.6506.650 6.3776.3776.3776.377 0.1550.1550.1550.155 954.0954.0954.0954.0

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:24DEGTemperature:24DEGTemperature:24DEGTemperature:24DEG Humidity:57%Humidity:57%Humidity:57%Humidity:57%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:06-27-2015Test Date:06-27-2015Test Date:06-27-2015Test Date:06-27-2015 Remarks:Remarks:Remarks:Remarks: CDRB150 Z509 CW 30D 12W 220VAC IP54CDRB150 Z509 CW 30D 12W 220VAC IP54CDRB150 Z509 CW 30D 12W 220VAC IP54CDRB150 Z509 CW 30D 12W 220VAC IP54
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000708

NAME: CDRB150 Z509 CW 30D 12W 220VAC IP54 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:ROLLBEEHIVE 150 DIMENSION: Ø108 SERIAL No.:

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:24DEGTemperature:24DEGTemperature:24DEGTemperature:24DEG Humidity:57%Humidity:57%Humidity:57%Humidity:57%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:06-27-2015Test Date:06-27-2015Test Date:06-27-2015Test Date:06-27-2015 Remarks:Remarks:Remarks:Remarks: CDRB150 Z509 CW 30D 12W 220VAC IP54CDRB150 Z509 CW 30D 12W 220VAC IP54CDRB150 Z509 CW 30D 12W 220VAC IP54CDRB150 Z509 CW 30D 12W 220VAC IP54
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Fiberli - PSL Elektronik

ISOLUX DIAGRAM

Report number: 0000708

NAME: CDRB150 Z509 CW 30D 12W 220VAC IP54 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:ROLLBEEHIVE 150 DIMENSION: Ø108 SERIAL No.:

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:24DEGTemperature:24DEGTemperature:24DEGTemperature:24DEG Humidity:57%Humidity:57%Humidity:57%Humidity:57%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:06-27-2015Test Date:06-27-2015Test Date:06-27-2015Test Date:06-27-2015 Remarks:Remarks:Remarks:Remarks: CDRB150 Z509 CW 30D 12W 220VAC IP54CDRB150 Z509 CW 30D 12W 220VAC IP54CDRB150 Z509 CW 30D 12W 220VAC IP54CDRB150 Z509 CW 30D 12W 220VAC IP54
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000708

NAME: CDRB150 Z509 CW 30D 12W 220VAC IP54 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:ROLLBEEHIVE 150 DIMENSION: Ø108 SERIAL No.:

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

0

0.0 2832

5.0 2755

10.0 2277

15.0 1590

20.0 966

25.0 528

30.0 279

35.0 158

40.0 96.9

45.0 64.7

50.0 45.3

55.0 32.2

60.0 23.1

65.0 16.5

70.0 11.7

75.0 8.01

80.0 5.28

85.0 3.37

90.0 2.55

95.0 2.36

100.0 2.27

105.0 2.18

110.0 2.18

115.0 2.09

120.0 2.18

125.0 2.18

130.0 2.27

135.0 2.45

140.0 2.73

145.0 3.27

150.0 4.00

155.0 4.82

160.0 5.64

165.0 6.28

170.0 6.65

175.0 6.83

180.0 6.83

15

2832

2705

2198

1509

897

485

256

142

87.0

58.3

40.7

28.9

20.4

14.4

10.0

6.55

4.09

2.45

1.73

1.63

1.73

1.73

1.73

1.82

1.82

1.91

2.00

2.27

2.73

3.27

4.00

4.91

5.64

6.28

6.65

6.65

6.55

30

2830

2668

2132

1449

863

467

249

141

87.5

59.2

42.0

30.2

21.7

15.7

11.2

7.65

5.10

3.27

2.45

2.36

2.27

2.18

2.18

2.18

2.18

2.18

2.27

2.45

2.82

3.37

4.19

5.01

5.83

6.28

6.55

6.55

6.46

45

2832

2619

2055

1373

797

428

225

127

79.3

53.7

37.8

27.0

19.3

13.5

9.47

6.28

3.91

2.36

1.73

1.63

1.73

1.73

1.73

1.82

1.82

2.00

2.09

2.36

2.73

3.37

4.19

5.10

5.92

6.37

6.46

6.46

6.37

60

2834

2590

2004

1327

773

414

223

128

80.9

55.6

39.9

28.9

21.0

15.3

10.9

7.56

5.01

3.27

2.45

2.36

2.18

2.18

2.18

2.09

2.18

2.18

2.27

2.55

2.82

3.55

4.28

5.19

5.92

6.37

6.46

6.46

6.37

75

2837

2550

1946

1269

723

388

208

117

74.3

51.2

36.4

26.3

18.8

13.4

9.47

6.28

3.91

2.36

1.73

1.73

1.73

1.82

1.82

1.82

1.91

1.91

2.09

2.36

2.82

3.46

4.28

5.19

5.92

6.37

6.46

6.46

6.46

90

2840

2538

1924

1249

719

389

212

122

77.1

53.3

38.3

27.9

20.3

14.8

10.6

7.37

4.91

3.18

2.45

2.36

2.18

2.18

2.18

2.18

2.18

2.18

2.27

2.55

3.00

3.64

4.37

5.19

5.92

6.46

6.65

6.74

6.65

105

2841

2516

1896

1223

694

373

201

114

72.0

49.1

34.8

25.1

18.0

12.8

9.01

6.01

3.73

2.36

1.73

1.63

1.73

1.82

1.82

1.82

1.91

2.00

2.18

2.45

2.91

3.55

4.37

5.28

6.01

6.46

6.65

6.65

6.55

120

2844

2528

1905

1234

711

382

209

121

76.7

52.7

37.8

27.5

19.9

14.4

10.4

7.19

4.73

3.18

2.45

2.27

2.27

2.18

2.18

2.18

2.18

2.18

2.27

2.64

3.00

3.73

4.55

5.37

6.10

6.46

6.55

6.46

6.37

135

2842

2526

1906

1229

699

374

201

114

72.5

49.7

35.4

25.5

18.2

12.9

9.01

6.01

3.73

2.27

1.73

1.73

1.73

1.73

1.73

1.82

1.91

2.00

2.18

2.45

2.91

3.64

4.46

5.37

6.01

6.37

6.46

6.37

6.37

150

2842

2557

1941

1263

727

390

212

122

77.8

53.6

38.6

28.0

20.3

14.6

10.3

7.10

4.73

3.09

2.36

2.27

2.18

2.18

2.09

2.09

2.09

2.18

2.27

2.55

2.91

3.55

4.37

5.28

5.92

6.37

6.46

6.46

6.37

165

2837

2572

1970

1282

729

391

208

119

75.3

51.5

36.4

26.2

18.6

13.1

9.01

5.92

3.64

2.27

1.73

1.73

1.73

1.73

1.82

1.82

1.91

2.00

2.09

2.45

2.82

3.46

4.28

5.10

5.83

6.28

6.55

6.55

6.46

180

2832

2476

1821

1148

639

338

184

109

70.7

49.1

34.8

24.8

17.6

12.2

8.38

5.37

3.27

2.00

1.73

1.73

1.73

1.73

1.73

1.91

1.91

2.00

2.09

2.36

2.82

3.46

4.28

5.10

5.83

6.37

6.65

6.74

6.83

195

2832

2521

1891

1207

680

365

200

118

77.0

53.7

38.4

27.7

19.8

14.1

9.93

6.55

4.28

2.91

2.36

2.27

2.18

2.18

2.18

2.09

2.18

2.18

2.27

2.45

2.91

3.46

4.28

5.01

5.73

6.19

6.37

6.46

6.55

210

2830

2557

1935

1245

701

371

201

116

74.2

50.8

35.6

25.3

17.8

12.4

8.47

5.46

3.27

2.00

1.73

1.73

1.73

1.73

1.73

1.82

1.82

2.00

2.09

2.27

2.73

3.37

4.09

5.01

5.73

6.19

6.28

6.37

6.46

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:24DEGTemperature:24DEGTemperature:24DEGTemperature:24DEG Humidity:57%Humidity:57%Humidity:57%Humidity:57%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:06-27-2015Test Date:06-27-2015Test Date:06-27-2015Test Date:06-27-2015 Remarks:Remarks:Remarks:Remarks: CDRB150 Z509 CW 30D 12W 220VAC IP54CDRB150 Z509 CW 30D 12W 220VAC IP54CDRB150 Z509 CW 30D 12W 220VAC IP54CDRB150 Z509 CW 30D 12W 220VAC IP54
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000708

NAME: CDRB150 Z509 CW 30D 12W 220VAC IP54 TYPE:CROMA DOWN WEIGHT:

SPECIFICATION:ROLLBEEHIVE 150 DIMENSION: Ø108 SERIAL No.:

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

225

0.0 2832

5.0 2608

10.0 2015

15.0 1318

20.0 751

25.0 404

30.0 220

35.0 128

40.0 82.0

45.0 56.1

50.0 39.4

55.0 28.1

60.0 20.1

65.0 14.2

70.0 9.93

75.0 6.65

80.0 4.37

85.0 2.91

90.0 2.36

95.0 2.27

100.0 2.27

105.0 2.18

110.0 2.18

115.0 2.09

120.0 2.09

125.0 2.18

130.0 2.27

135.0 2.45

140.0 2.73

145.0 3.37

150.0 4.09

155.0 4.91

160.0 5.64

165.0 6.19

170.0 6.28

175.0 6.37

180.0 6.28

240

2834

2644

2057

1359

777

411

221

128

80.5

54.2

37.6

26.4

18.5

12.9

8.74

5.55

3.27

2.00

1.63

1.73

1.73

1.73

1.73

1.82

1.91

1.91

2.09

2.27

2.64

3.18

3.91

4.82

5.55

6.10

6.28

6.37

6.37

255

2837

2684

2128

1422

823

444

241

139

88.5

59.6

41.7

29.7

21.2

15.0

10.3

7.01

4.46

2.91

2.36

2.27

2.27

2.18

2.18

2.09

2.09

2.09

2.27

2.36

2.73

3.18

3.82

4.73

5.46

6.10

6.46

6.46

6.46

270

2840

2705

2152

1445

838

448

241

137

85.1

57.0

39.3

27.3

19.2

13.3

8.92

5.73

3.46

2.09

1.63

1.73

1.73

1.73

1.73

1.82

1.91

1.91

2.00

2.27

2.55

3.09

3.73

4.64

5.37

6.10

6.46

6.65

6.65

285

2841

2724

2195

1484

871

474

256

148

93.0

62.3

43.2

30.5

21.5

15.2

10.5

7.01

4.46

2.91

2.45

2.27

2.27

2.18

2.18

2.18

2.18

2.18

2.18

2.36

2.64

3.18

3.82

4.64

5.37

6.01

6.28

6.37

6.46

300

2844

2725

2186

1479

867

466

250

142

88.7

59.3

40.7

28.3

19.8

13.6

9.20

5.83

3.46

2.09

1.73

1.73

1.73

1.73

1.73

1.73

1.82

1.91

2.09

2.27

2.55

3.09

3.82

4.64

5.46

6.01

6.28

6.37

6.46

315

2842

2721

2193

1488

877

477

255

148

93.8

63.1

44.0

31.2

22.2

15.6

10.7

7.10

4.55

3.00

2.36

2.27

2.18

2.18

2.09

2.09

2.09

2.18

2.27

2.36

2.73

3.18

3.91

4.73

5.46

6.01

6.28

6.37

6.37

330

2842

2694

2148

1450

847

454

243

138

85.7

57.3

39.5

27.6

19.3

13.3

9.11

5.83

3.46

2.09

1.63

1.63

1.63

1.63

1.73

1.82

1.82

1.91

2.00

2.18

2.55

3.09

3.82

4.73

5.46

6.01

6.28

6.37

6.46

345

2837

2666

2117

1423

831

450

241

138

87.2

58.9

41.0

29.2

20.8

14.8

10.3

7.10

4.55

3.00

2.36

2.36

2.27

2.18

2.18

2.09

2.09

2.18

2.18

2.45

2.73

3.18

3.91

4.73

5.46

6.10

6.37

6.55

6.55

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:24DEGTemperature:24DEGTemperature:24DEGTemperature:24DEG Humidity:57%Humidity:57%Humidity:57%Humidity:57%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:06-27-2015Test Date:06-27-2015Test Date:06-27-2015Test Date:06-27-2015 Remarks:Remarks:Remarks:Remarks: CDRB150 Z509 CW 30D 12W 220VAC IP54CDRB150 Z509 CW 30D 12W 220VAC IP54CDRB150 Z509 CW 30D 12W 220VAC IP54CDRB150 Z509 CW 30D 12W 220VAC IP54
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