Fr.a I8

Fiberli = PSL Elektronik m ELECTROMIC

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 0000449

MANUFACTURER: Fiberli Address:PSL ELEKTRONIK ANTALYA
NAME: CF5 2518 CW 25D 23W 220VAC 50HZ IP67 TYPE:CROMA FLOOR WEIGHT:---
SPECIFICATION:CROMA FLOOR 5 DIMENSION: @246 SERIAL No.:29754741
TEST DATA:
MODEL: CF5 2518 |CHn25Dc@BW 220VAC S50HZA8FK7 n street up(%): 0.7
NOMINAL POWER (W) : 22 MAXIMUM(C, ¥: 240,6.0 n street down (%) : 51.5
RATED VOLTAGE (V) : 220 TOTAL FLUX(1m): 1608 n house_up (%) 0.6
NOMINAL FLUX (1lm) : 1607.9 EFFICIENCY (%) : 100.0 n house_down (%) : 47 .2
TEST FLUX (1m: 1608 n up(%): 1.3
LAMPS QUANTITY: 1 n down(%): 98.7
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Test:U:220.6V I:0.108A P:22.30W PF:0.928
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:63%
Operators:FATMA KARA Test Distance:9.545 m
Test Date:06-09-2014 Remarks: CF5 Z518 CW 25D 23W 220VAC 50HZ 1IP
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ELECTROMIC

Fiberli - PSL Elektronik 'IEJ l= PSL

ZONAL FLUX DIAGRAM

Report number: 0000449

MANUFACTURER: Fiberli Address:PSL ELEKTRONIK ANTALYA
NAME: CF5 Z518 CW 25D 23W 220VAC 50HZ IP67 TYPE:CROMA FLOOR WEIGHT:---
SPECIFICATION:CROMA FLOOR 5 DIMENSION: @246 SERIAL No.:29754741
¥ co C45 C90 C135 C180 C225 C270 C315 ¥ @ zone @ total
5.0 3665 3412 3539 3897 4344 4766 4694 4183 0- 5 98.14 98.14
10.0 3153 2797 2913 3335 3761 4301 4296 3677 5- 10 269.0 367.1
15.0 2324 2065 2104 2386 2594 3049 3105 2625 10- 15 346.7 713.9
20.0 1471 1309 1316 1453 1477 1734 1811 1573 15- 20 311.0 1025
25.0 817.8 711.5 721.1 759.9 704.7 814.7 855.9 809.0 20- 25 216.9 1242
30.0 395.1 349.3 347.4 345.1 303.0 347.8 358.1 366.7 25- 30 124.6 1367
35.0 182.6 163.6 163.8 158.2 143.0 166.6 163.9 169.0 30- 35 65.86 1432
40.0 99.03 87.82 91.92 89.37 88.92 103.3 97.21 98.57 35- 40 38.66 1471
45.0 69.15 61.67 65.87 63.59 64.32 73.97 69.24 70.88 40- 45 28.33 1499
50.0 53.20 47.74 50.65 47.37 46.92 53.47 50.38 53.02 45- 50 22.89 1522
55.0 40.36 36.16 38.35 34.98 33.61 38.62 36.26 38.90 50- 55 18.31 1541
60.0 29.97 26.87 28.78 25.50 23.96 27.78 25.87 28.33 55- 60 14.27 1555
65.0 21.95 19.49 21.04 18.22 16.85 19.58 18.13 20.40 60~ 65 10.86 1566
70.0 15.76 13.48 14.94 12.48 11.38 13.57 12.11 14.21 65- 70 7.972 1574
75.0 10.84 8.746 10.11 8.199 7.288 9.110 7.744 9.566 70- 75 5.568 1579
80.0 7.015 5.375 6.468 4.919 4.282 5.739 4.555 6.104 75- 80 3.645 1583
85.0 4.373 3.006 4.099 2.824 2.459 3.644 2.550 3.735 80- 85 2.232 1585
90.0 3.006 1.913 2.824 1.822 1.731 2.733 1.639 2.642 85- 90 1.436 1587
95.0 2.642 1.731 2.550 1.731 1.731 2.550 1.639 2.550 90- 95 1.186 1588
100.0 2.459 1.822 2.459 1.731 1.822 2.459 1.731 2.459 95-100 1.154 1589
105.0 2.368 1.822 2.459 1.822 1.822 2.368 1.731 2.459 100-105 1.127 1590
110.0 2.368 1.822 2.368 1.913 1.822 2.2717 1.822 2.368 105-110 1.098 1591
115.0 2.368 1.913 2.368 1.913 1.913 2.368 1.822 2.368 110-115 1.071 1592
120.0 2.368 2.004 2.368 2.004 2.004 2.368 1.913 2.368 115-120 1.040 1593
125.0 2.459 2.186 2.459 2.186 2.186 2.368 2.095 2.368 120-125 1.021 1594
130.0 2.642 2.459 2.642 2.368 2.368 2.550 2.277 2.459 125-130 1.028 1595
135.0 3.006 3.006 3.188 2.915 2.824 2.824 2.642 2.824 130-135 1.087 1596
140.0 3.735 3.917 4.099 3.826 3.462 3.370 3.188 3.462 135-140 1.223 1598
145.0 4.828 5.375 5.375 5.101 4.464 4.190 4.099 4.464 140-145 1.421 1599
150.0 6.195 7.015 6.833 6.559 5.739 5.284 5.193 5.739 145-150 1.621 1601
155.0 7.652 8.381 8.199 7.926 7.106 6.650 6.468 7.015 150-155 1.736 1602
160.0 8.928 9.384 9.384 9.110 8.564 7.926 7.926 8.290 155-160 1.714 1604
165.0 10.02 9.839 10.20 9.839 9.748 9.292 9.201 9.292 160-165 1.525 1606
170.0 10.56 10.02 10.56 10.29 10.56 10.02 10.20 9.930 165-170 1.187 1607
175.0 10.93 10.29 10.93 10.65 11.11 10.47 10.84 10.38 170-175 0.749 1608
180.0 11.11 10.47 11.11 10.65 11.20 10.47 11.11 10.65 175-180 0.256 1608
DEG LUMINOUS INTENSITY:cd UNIT:1lm
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:63%
Operators:FATMA KARA Test Distance:9.545 m
Test Date:06-09-2014 Remarks: CF5 Z518 CW 25D 23W 220VAC 50HZ IP
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ISOCANDELA DIAGRAM

Report number: 0000449

MANUFACTURER: Fiberli

Address:PSL ELEKTRONIK ANTALYA

NAME: CF5 Z518 CW 25D 23W 220VAC 50HZ IP6]

7

TYPE :CROMA FLOOR WEIGHT:---

SPECIFICATION:CROMA FLOOR 5

DIMENSION: @246 SERIAL No.:29754741

UNIT: cd
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Test System:LSG-1600
Temperature:25.3DEG

Operators:FATMA KARA
Test Date:06-09-2014

Test Set: 2.0deg/s
Humidity:63%

Test Distance:9.545 m

Remarks: CF5 72518 CW 25D 23W 220VAC 50HZ

C-Gamma (TYPE C)
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ISOLUX DIAGRAM

Report number: 0000449

MANUFACTURER: Fiberli

Address:PSL ELEKTRONIK ANTALYA

NAME: CF5 Z518 CW 25D 23W 220VAC 50HZ IP67

TYPE :CROMA FLOOR WEIGHT:---

SPECIFICATION:CROMA FLOOR 5

DIMENSION: @246

SERIAL No.:29754741

STREET SIDE D/MH HOUSE SIDE

ILLUMINANCE AT MH=10 m,Enadir = 42.15 1x

4.7 -6 -5 -4 -3 -2 -1 0 1 2 3 4 5 6 7
RATIO OF DISTANCE TO MOUNTING HEIGHT
0.210 0.420 1.3 2.1 4.2
13 17 21 25 34

Test System:LSG-1600
Temperature:25.3DEG

Operators:FATMA KARA
Test Date:06-09-2014

Test Set: 2.0deg/s
Humidity:63%

Test Distance:9.545 m

Remarks: CF5 72518 CW 25D 23W 220VAC 50HZ IP

C-Gamma (TYPE C)
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Fiberli - PSL Elektronik m ELECTROMNIC

ISOCANDELA DIAGRAM

Report number: 0000449

MANUFACTURER: Fiberli Address:PSL ELEKTRONIK ANTALYA
NAME: CF5 Z518 CW 25D 23W 220VAC 50HZ IP67 TYPE:CROMA FLOOR WEIGHT:---
SPECIFICATION:CROMA FLOOR 5 DIMENSION: @246 SERIAL No.:29754741
180 3170
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Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:63%
Operators:FATMA KARA Test Distance:9.545 m
Test Date:06-09-2014 Remarks: CF5 Z518 CW 25D 23W 220VAC 50HZ 1IP
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Fiberli - PSL Elektronik |®=

ISOCANDELA DIAGRAM

Report number: 0000449

MANUFACTURER: Fiberli Address:PSL ELEKTRONIK ANTALYA
NAME: CF5 Z518 CW 25D 23W 220VAC 50HZ IP67 TYPE:CROMA FLOOR WEIGHT:---
SPECIFICATION:CROMA FLOOR 5 DIMENSION: @246 SERIAL No.:29754741

HOUSE SIDE

C1l20

C105

coo

C75

C345 co C15
Max @ y = 6.0DEG STREET SIDE
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:63%
Operators:FATMA KARA Test Distance:9.545 m
Test Date:06-09-2014 Remarks: CF5 Z518 CW 25D 23W 220VAC 50HZ 1IP
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LUMINOUS DISTRIBUTION INTENSITY DATA

Report number:

0000449

MANUFACTURER: Fiberli

Address:PSL ELEKTRONIK ANTALYA

NAME: CF5 Z518 CW 25D 23W 220VAC 50HZ IP6]

7

TYPE :CROMA FLOOR

WEIGHT:---

SPECIFICATION:CROMA FLOOR 5

DIMENSION: @246

SERIAL No.:29754741

UNIT: cd
C (DEG)

y (DEG) 0 15 30 45 60 75 90 105 120 135 150 165 180 195 210
0.0 4134 4156 4188 4194 4220 4207 4215 4188 4180 4139 4115 4074 4134 4156 4188
5.0 3665 3543 3462 3412 3423 3456 3539 3640 3769 3897 4066 4231 4344 4512 4654
10.0 3153 2964 2855 2797 2800 2844 2913 3016 3165 3335 3571 3791 3761 3975 4155
15.0 2324 2178 2119 2065 2070 2051 2104 2150 2276 2386 2567 2740 2594 2684 2907
20.0 1471 1392 1358 1309 1299 1284 1316 1332 1399 1453 1557 1648 1477 1578 1637
25.0 818 767 753 712 714 692 721 718 757 760 815 834 705 747 761
30.0 395 368 376 349 353 334 347 336 351 345 370 368 303 322 336
35.0 183 169 176 164 168 157 164 153 164 158 173 168 143 154 151
40.0 99.0 89.7 95.2 87.8 92.9 86.0 91.9 86.5 93.5 89.3 99.1 95.7 88.9 96.6 93.9
45.0 69.1 62.6 66.6 61.6 65.9 61.3 65.8 61.9 66.9 63.5 70.1 67.6 64.3 70.6 67.4
50.0 53.2 48.3 51.5 47.7 51.1 47.1 50.6 47.1 50.7 47.3 52.1 49.6 46.9 51.8 48.7
55.0 40.3 36.5 39.6 36.1 39.1 35.6 38.3 35.1 37.9 34.9 38.8 36.2 33.6 37.5 34.8
60.0 29.9 26.8 29.7 26.8 29.3 26.3 28.7 25.7 28.1 25.5 28.5 26.1 23.9 26.9 24.5
65.0 21.9 19.4 21.8 19.4 21.5 18.9 21.0 18.5 20.5 18.2 20.6 18.5 16.8 19.2 17.2
70.0 15.7 13.6 15.6 13.4 15.2 13.1 14.9 12.8 14.5 12.4 14.5 12.6 11.3 13.3 11.4
75.0 10.8 8.92 10.6 8.74 10.3 8.47 10.1 8.38 9.93 8.19 9.93 8.29 7.28 8.92 7.37
80.0 7.01 5.46 6.92 5.37 6.65 5.10 6.46 5.10 6.37 4.91 6.46 5.01 4.28 5.64 4.37
85.0 4.37 3.09 4.28 3.00 4.19 2.91 4.09 2.91 4.00 2.82 4.00 2.73 2.45 3.64 2.45
90.0 3.00 1.91 3.00 1.91 2.91 1.91 2.82 1.91 2.82 1.82 2.82 1.82 1.73 2.73 1.73
95.0 2.64 1.73 2.64 1.73 2.55 1.73 2.55 1.73 2.55 1.73 2.55 1.73 1.73 2.64 1.73

100.0 2.45 1.82 2.55 1.82 2.45 1.73 2.45 1.82 2.45 1.73 2.45 1.73 1.82 2.45 1.73
105.0 2.36 1.82 2.45 1.82 2.45 1.82 2.45 1.82 2.45 1.82 2.45 1.82 1.82 2.36 1.82
110.0 2.36 1.91 2.36 1.82 2.36 1.82 2.36 1.82 2.36 1.91 2.36 1.82 1.82 2.27 1.82
115.0 2.36 1.91 2.36 1.91 2.36 1.91 2.36 1.91 2.36 1.91 2.36 1.91 1.91 2.36 1.91
120.0 2.36 2.00 2.36 2.00 2.36 2.00 2.36 2.00 2.36 2.00 2.36 2.00 2.00 2.36 1.91
125.0 2.45 2.09 2.45 2.18 2.45 2.18 2.45 2.18 2.45 2.18 2.36 2.09 2.18 2.36 2.09
130.0 2.64 2.36 2.64 2.45 2.64 2.45 2.64 2.45 2.64 2.36 2.55 2.36 2.36 2.55 2.27
135.0 3.00 2.82 3.09 3.00 3.09 3.09 3.18 3.09 3.18 2.91 3.00 2.73 2.82 2.91 2.64
140.0 3.73 3.73 3.91 3.91 4.09 4.00 4.09 4.00 4.00 3.82 3.82 3.55 3.46 3.46 3.27
145.0 4.82 5.01 5.19 5.37 5.55 5.37 5.37 5.37 5.28 5.10 4.91 4.55 4.46 4.37 4.28
150.0 6.19 6.46 6.74 7.01 7.10 6.92 6.83 6.83 6.74 6.55 6.19 5.92 5.73 5.46 5.37
155.0 7.65 7.92 8.19 8.38 8.47 8.38 8.19 8.29 8.10 7.92 7.56 7.19 7.10 6.83 6.74
160.0 8.92 9.11 9.29 9.38 9.38 9.38 9.38 9.47 9.29 9.11 8.74 8.56 8.56 8.29 8.10
165.0 10.0 10.0 9.83 9.83 9.93 9.93 10.2 10.2 10.0 9.83 9.74 9.74 9.74 9.38 9.29
170.0 10.5 10.4 10.2 10.0 10.1 10.2 10.5 10.5 10.3 10.2 10.3 10.3 10.5 10.2 10.1
175.0 10.9 10.6 10.2 10.2 10.3 10.4 10.9 10.7 10.6 10.6 10.6 10.7 11.1 10.5 10.4
180.0 11.1 10.6 10.5 10.4 10.5 10.8 11.1 10.7 10.6 10.6 10.6 10.7 11.2 10.6 10.5

Test System:LSG-1600
Temperature:25.3DEG

Operators:FATMA KARA
Test Date:06-09-2014

Test Set: 2.0deg/s

C-Gamma (TYPE C)

Humidity:63%
Test Distance:9.545 m
Remarks: CF5 Z518 CwW 25D 23W 220VAC 50HZ IP
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LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000449

MANUFACTURER: Fiberli Address:PSL ELEKTRONIK ANTALYA
NAME: CF5 z518 CW 25D 23W 220VAC 50HZ IP6] TYPE:CROMA FLOOR WEIGHT:---
SPECIFICATION:CROMA FLOOR 5 DIMENSION: @246 SERIAL No.:29754741
UNIT: cd
C (DEG)
, (DEG) 225 240 255 270 285 300 315 330 345
0.0 4194 4220 4207 4215 4188 4180 4139 4115 4074
5.0 4766 4800 4770 4694 4568 4395 4183 3975 3754
10.0 4301 4385 4383 4296 4141 3916 3677 3417 3176
15.0 3049 3105 3165 3105 3008 2811 2625 2396 2234
20.0 1734 1777 1827 1811 1784 1684 1573 1431 1344
25.0 815 826 867 856 874 837 809 744 712
30.0 348 344 371 358 375 359 367 336 333
35.0 167 163 174 164 172 163 169 156 156
40.0 103 99.1 105 97.2 102  94.5 98.5 89.6 91.2
45.0 73.9 70.0 74.6 69.2 73.3 67.5 70.8 64.5 66.5
50.0 53.4 50.2 54.3 50.3 53.7 49.7 53.0 48.2 50.7
55.0 38.6 35.7 39.2 36.2 39.4 36.0 38.9 35.4 37.9
60.0 27.7 24.9 28.1 25.8 28.7 25.7 28.3 25.6 28.1
65.0 19.5 17.4 20.0 18.1 20.4 18.1 20.4 18.3 20.4
70.0 13.5 11.6 13.8 12.1 14.2 12.2 14.2 12.3 14.3
75.0 9.11 7.47 9.29 7.74 9.47 7.74 9.56 7.92  9.65
80.0 5.73  4.37 5.92 4.55 6.0l 4.55 6.10 4.73 6.10
85.0 3.64 2.55 3.73 2.55 3.82 2.64 3.73 2.64 3.73
90.0 2.73 1.73 2.73 1.63 2.73 1.63 2.64 1.73 2.64
95.0 2.55 1.73 2.55 1.63 2.55 1.73 2.55 1.73 2.45
100.0 2.45 1.73 2.45 1.73 2.45 1.73 2.45 1.73 2.45
105.0 2.36 1.82 2.45 1.73 2.45 1.73 2.45 1.82  2.36
110.0 2.27 1.82 2.36 1.82 2.36 1.82 2.36 1.82 2.36
115.0 2.36 1.91 2.36 1.82 2.27 1.91 2.36 1.91 2.36
120.0 2.36  2.00 2.36 1.91 2.36 1.91 2.36 1.91 2.27
125.0 2.36 2.09 2.36 2.09 2.27 2.00 2.36 2.09 2.27
130.0 2.55 2.27 2.55 2.27 2.55 2.27 2.45 2.27 2.55
135.0 2.82 2.64 2.82 2.64 2.82 2.64 2.82 2.73 2.82
140.0 3.37  3.27 3.37 3.18 3.37 3.27 3.46 3.46 3.55
145.0 4.19 4.09 4.19 4.09 4.19 4.19 4.46 4.55 4.64
150.0 5.28  5.28 5.19 5.19 5.28 5.46 5.73 5.92 6.0l
155.0 6.65 6.55 6.46 6.46 6.55 6.74 7.01 7.28  7.37
160.0 7.92  7.92  7.92 7.92 7.83 8.0l 8.29 8.47 8.65
165.0 9.29  9.20 9.20 9.20 9.11 9.11 9.29 9.47  9.56
170.0 10.0 10.1 10.2 10.2 9.93 9.93 9.93 10.1  10.2
175.0 10.4 10.6 10.6 10.8 10.5 10.4 10.3 10.4 10.5
180.0 10.4 10.5 10.7 11.1 10.7 10.6 10.6 10.7 10.8
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:63%
Operators:FATMA KARA Test Distance:9.545 m
Test Date:06-09-2014 Remarks: CF5 Z518 CW 25D 23W 220VAC 50HZ IP
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