Fiberli - PSL Elektronik

r.a I8

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 0000723

MANUFACTURER: Fiberli Address:PSL ELEKTRONIK ANTALYA

NAME: CF5 Z518 WW 120D 22W 220VAC 50HZ IP67 TYPE:CROMA FLOOR WEIGHT:
SPECIFICATION:CROMA FLOOR 5 DIMENSION: @246 SERIAL No.:

TEST DATA:

MODEL: CF5 Imax(cd) : 684.0 n street_up(%): 0.7
NOMINAL POWER (W) : 22 MAXIMUM(C, ¥: 195,5.0 n street down (%): 52.3
RATED VOLTAGE (V) : 220 TOTAL FLUX (1m) : 1599 n house_up (%) 0.6
NOMINAL FLUX (1lm) : 1599.4 EFFICIENCY (%) : 100.0 n house down(%): 46.5
TEST FLUX(1lm: 1599 n up(%): 1.2

LAMPS QUANTITY: 1 n down(%): 98.8
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Test System:LSG-1600
Temperature:25DEG

Operators:FATMA KARA
Test Date:08-04-2015

Test Set: 2.0deg/s C-Gamma (TYPE C)
Humidity:57%
Test Distance:9.545 m

Remarks:
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ELECTROMIC

Fiberli - PSL Elektronik 'EJ l= PSL

ZONAL FLUX DIAGRAM

Report number: 0000723

MANUFACTURER: Fiberli Address:PSL ELEKTRONIK ANTALYA
NAME: CF5 Z518 WW 120D 22W 220VAC 50HZ IP67 TYPE:CROMA FLOOR WEIGHT:
SPECIFICATION:CROMA FLOOR 5 DIMENSION: @246 SERIAL No.:
¥ Co Cc45 C90 Cl135 C180 C225 C270 C315 ¥ @ zone @ total
5.0 677.0 672.8 672.6 674.4 683.7 682.8 679.2 673.0 0- 5 16.18 16.18
10.0 665.3 657.7 660.2 665.9 679.8 678.8 672.7 661.9 5- 10 47.99 64.18
15.0 645.8 636.7 641.5 651.2 666.3 668.9 659.5 646.3 10- 15 78.00 142.1
20.0 621.0 611.5 617.0 629.5 646.0 651.8 637.6 623.4 15- 20 105.1 247.3
25.0 590.6 580.9 589.0 602.1 619.8 625.8 610.9 592.2 20- 25 128.3 375.6
30.0 556.5 542.4 554.7 568.5 587.3 592.7 577.8 556.0 25- 30 146.8 522.5
35.0 515.1 504.3 514.2 528.6 544.9 541.3 515.1 498.8 30- 35 159.0 681.5
40.0 438.4 437.4 448.7 460.5 461.4 471.8 467.9 444.9 35- 40 160.1 841.7
45.0 382.4 372.9 402.6 406.2 403.4 409.9 415.3 378.4 40- 45 155.2 996.9
50.0 317.5 307.3 332.2 329.9 337.9 342.9 302.5 311.5 45- 50 142.1 1139
55.0 270.1 259.0 249.9 268.0 288.9 274.8 248.9 246.3 50- 55 124.1 1263
60.0 209.4 203.8 210.6 212.9 214.6 214.7 204.1 194.5 55- 60 106.2 1369
65.0 160.7 150.5 169.6 171.3 152.1 150.7 149.4 139.7 60- 65 86.38 1456
70.0 95.11 99.76 116.0 106.9 93.11 102.8 83.36 95.93 65- 70 60.63 1516
75.0 61.04 59.76 65.23 57.03 53.84 49.74 50.01 51.29 70- 75 38.08 1555
80.0 25.96 24.69 23.87 23.717 16.94 16.67 15.85 17.12 75- 80 18.32 1573
85.0 7.835 5.193 7.197 4.828 3.370 5.648 3.826 5.921 80- 85 5.013 1578
90.0 3.462 1.913 3.462 1.822 1.731 3.279 1.731 3.188 85- 90 1.821 1580
95.0 3.006 1.822 2.915 1.822 1.822 2.915 1.822 2.915 90- 95 1.313 1581
100.0 2.824 2.004 2.824 1.913 1.913 2.733 2.004 2.824 95-100 1.287 1582
105.0 2.915 2.095 2.915 2.095 2.095 2.733 2.095 2.824 100-105 1.303 1584
110.0 2.915 2.2717 2.915 2.277 2.277 2.824 2.2717 2.915 105-110 1.329 1585
115.0 3.006 2.550 3.006 2.550 2.459 2.915 2.459 3.006 110-115 1.363 1586
120.0 3.279 2.824 3.188 2.733 2.733 3.097 2.733 3.097 115-120 1.395 1588
125.0 3.462 3.006 3.462 3.006 3.006 3.279 3.006 3.279 120-125 1.420 1589
130.0 3.644 3.279 3.644 3.188 3.188 3.370 3.188 3.462 125-130 1.424 1591
135.0 3.826 3.462 3.826 3.370 3.370 3.553 3.370 3.644 130-135 1.404 1592
140.0 3.917 3.644 3.917 3.644 3.644 3.735 3.553 3.735 135-140 1.356 1593
145.0 4.099 3.917 4.099 3.826 3.826 3.826 3.735 4.008 140-145 1.279 1595
150.0 4.282 4.099 4.282 4.008 3.917 3.917 3.917 4.099 145-150 1.175 1596
155.0 4.373 4.190 4.373 4.099 4.099 4.099 4.099 4.190 150-155 1.048 1597
160.0 4.555 4.373 4.464 4.282 4.282 4.282 4.282 4.282 155-160 0.898 1598
165.0 4,646 4,464 4.646 4.373 4.464 4,373 4,373 4,373 160-165 0.725 1598
170.0 4,737 4.464 4.737 4.464 4.555 4,464 4.555 4.464 165-170 0.532 1599
175.0 4.737 4.464 4.737 4.555 4.646 4.464 4.555 4.555 170-175 0.325 1599
180.0 4.737 4.555 4.646 4.555 4.737 4.555 4.646 4.555 175-180 0.109 1599
DEG LUMINOUS INTENSITY:cd UNIT:1m
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25DEG Humidity:57%
Operators:FATMA KARA Test Distance:9.545 m
Test Date:08-04-2015 Remarks: CF5 Z518 WW 120D 22W 220VAC 50HZ II
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Fiberli - PSL Elektronik 'EJ l= PSL

ELECTROMIC

ISOCANDELA DIAGRAM

Report number: 0000723

MANUFACTURER: Fiberli

Address:PSL ELEKTRONIK ANTALYA

NAME: CF5 Z518 WW 120D 22W 220VAC 50HZ IP67 TYPE:CROMA FLOOR WEIGHT:
SPECIFICATION:CROMA FLOOR 5 DIMENSION: @246 SERIAL No. :
UNIT: cd
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HORIZONTAL (DEG)

Test System:LSG-1600
Temperature:25DEG

Operators:FATMA KARA
Test Date:08-04-2015

Test Set: 2.0deg/s C-Gamma (TYPE C)
Humidity:57%

Test Distance:9.545 m

Remarks: CF5 Z518 WW 120D 22W 220VAC 50HZ
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ELECTROMNIC

Fiberii

ISOLUX DIAGRAM

Report number: 0000723

MANUFACTURER: Fiberli

Address:PSL ELEKTRONIK ANTALYA

NAME: CF5 Z518 WW 120D 22W 220VAC 50HZ

IP§7 TYPE:CROMA FLOOR WEIGHT:

SPECIFICATION:CROMA FLOOR 5

DIMENSION: @246 SERIAL No.:

ILLUMINANCE AT

MH=10 m,Enadir = 6.78 1lx

STREET SIDE D/MH HOUSE SIDE
=

RATIO OF DISTANCE TO MOUNTING HEIGHT

0.068 0.200

2.7 3.4 4.1 5.4

Test System:LSG-1600
Temperature:25DEG

Operators:FATMA KARA
Test Date:08-04-2015

Test Set: 2.0deg/s
Humidity:57%

Test Distance:9.545 m

Remarks: CF5 Z518 WW 120D 22W 220VAC 50HZ I}

C-Gamma (TYPE C)
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Fiberli - PSL Elektronik : ELECTROMIC

ISOCANDELA DIAGRAM

Report number: 0000723

MANUFACTURER: Fiberli Address:PSL ELEKTRONIK ANTALYA
NAME: CF5 Z518 WW 120D 22W 220VAC 50HZ IP67 TYPE:CROMA FLOOR WEIGHT:
SPECIFICATION:CROMA FLOOR 5 DIMENSION: @246 SERIAL No.:
180 170
160
150
140
130
UNIT:cd
120
5% 34
110 __ 10% 68
. 20% 137
100 308 205
40% 274
2
__ 50% 342
___ 60% 410
70% 479
___ 80% 547
20% 616
Imax=100% 684
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25DEG Humidity:57%
Operators:FATMA KARA Test Distance:9.545 m
Test Date:08-04-2015 Remarks: CF5 Z518 WW 120D 22W 220VAC 50HZ
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000723

C330 700 C30
C345 co C15
Max @ y = 5.0DEG STREET SIDE
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25DEG Humidity:57%
Operators:FATMA KARA Test Distance:9.545 m
Test Date:08-04-2015 Remarks: CF5 Z518 WW 120D 22W 220VAC 50HZ II
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Fiberli - PSL Elektronik

ELECTROMNIC

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000723

MANUFACTURER: Fiberli Address:PSL ELEKTRONIK ANTALYA
NAME: CF5 Z518 WW 120D 22W 220VAC 50HZ IP67 TYPE:CROMA FLOOR WEIGHT:
SPECIFICATION:CROMA FLOOR 5 DIMENSION: @246 SERIAL No. :
UNIT: cd
C (DEG)
4 (DEG) 0 15 30 45 60 75 90 105 120 135 150 165 180 195 210
0.0 682 681 681 680 679 678 678 677 677 676 675 675 682 681 681
5.0 677 675 674 673 673 672 673 673 674 674 675 675 684 684 683
10.0 665 662 660 658 659 658 660 661 664 666 669 671 680 680 679
15.0 646 642 639 637 638 637 642 644 648 651 656 659 666 669 668
20.0 621 616 615 612 613 612 617 620 626 630 636 639 646 651 650
25.0 591 582 580 581 583 583 589 592 598 602 610 615 620 625 625
30.0 557 548 549 542 548 549 555 556 563 569 578 584 587 595 593
35.0 515 508 506 504 507 508 514 516 523 529 539 546 545 539 532
40.0 438 442 442 437 442 442 449 451 457 461 473 478 461 487 483
45.0 382 380 395 373 378 386 403 385 392 406 427 410 403 420 429
50.0 318 311 319 307 315 315 332 321 328 330 349 344 338 342 319
55.0 270 251 243 259 270 256 250 272 283 268 265 291 289 266 256
60.0 209 195 203 204 214 202 211 217 227 213 221 230 215 218 210
65.0 161 156 163 151 164 161 170 158 170 171 178 165 152 157 154
70.0 95.1 98.7 112  99.7 98.3 102 116 105 103 107 118 107 93.1 105  90.4
75.0 61.0 53.3 62.4 59.7 62.5 57.1 65.2 63.6 67.6 57.0 65.0 65.4 53.8 57.1 56.8
80.0 25.9 25.9 25.0 24.6 24.9 22.4 23.8 22.5 24.5 23.7 24.3 23.2 16.9 18.7 13.9
85.0 7.83 5.46 7.65 5.19 7.37 5.01 7.19 4.91 7.19 4.82 7.10 4.82 3.37 5.55 3.46
90.0 3.46 1.91 3.46 1.91 3.46 1.91 3.46 1.82 3.46 1.82 3.46 1.82 1.73 3.27 1.73
95.0 3.00 1.82 2.91 1.82 3.00 1.73 2.91 1.82 3.00 1.82 3.00 1.82 1.82 2.91 1.82
100.0 2.82  2.00 2.82 2.00 2.91 1.91 2.82 2.00 2.91 1.91 2.82 1.91 1.91 2.82 1.91
105.0 2.91  2.09 2.91 2.09 2.82 2.09 2.91 2.18 2.91 2.09 2.82 2.09 2.09 2.82 2.00
110.0 2.91 2.36 2.91 2.27 2.91 2.36 2.91 2.27 2.91 2.27 2.91 2.27 2.27 2.82 2.27
115.0 3.00 2.55 3.09 2.55 3.09 2.55 3.00 2.55 3.00 2.55 3.00 2.45 2.45 2.91 2.36
120.0 3.27 2.82 3.18 2.82 3.18 2.73 3.18 2.73 3.18 2.73 3.09 2.73 2.73 3.09 2.64
125.0 3.46 3.09 3.46 3.00 3.37 3.09 3.46 3.00 3.27 3.00 3.27 2.91 3.00 3.27 2.91
130.0 3.64 3.27 3.64 3.27 3.64 3.27 3.64 3.18 3.46 3.18 3.46 3.18 3.18 3.46 3.09
135.0 3.82  3.55 3.82 3.46 3.73 3.55 3.82 3.46 3.73 3.37 3.64 3.37 3.37 3.55 3.37
140.0 3.91  3.73 3.91 3.64 3.91 3.73 3.91 3.73 3.91 3.64 3.82 3.55 3.64 3.73 3.46
145.0 4.09 4.00 4.09 3.91 4.09 3.91 4.09 3.91 4.00 3.82 3.91 3.73 3.82 3.91 3.64
150.0 4.28 4.09 4.19 4.09 4.19 4.00 4.28 4.09 4.19 4.00 4.09 3.91 3.91 4.00 3.82
155.0 4.37  4.28 4.37 4.19 4.37 4.19 4.37 4.28 4.28 4.09 4.19 4.09 4.09 4.19 4.00
160.0 4.55 4.37 4.46 4.37 4.46 4.28 4.46 4.37 4.46 4.28 4.37 4.19 4.28 4.28 4.19
165.0 4.64 4.46 4.55 4.46 4.55 4.46 4.64 4.46 4.55 4.37 4.46 4.37 4.46 4.37 4.19
170.0 4.73 4.55 4.64 4.46 4.55 4.46 4.73 4.55 4.46 4.46 4.55 4.46 4.55 4.46 4.37
175.0 4.73 4.55 4.55 4.46 4.64 4.46 4.73 4.55 4.55 4.55 4.55 4.46 4.64 4.55 4.46
180.0 4.73 4.55 4.55 4.55 4.55 4.55 4.64 4.55 4.55 4.55 4.55 4.64 4.73 4.55 4.55

Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)

Temperature:25DEG Humidity:57%

Operators:FATMA KARA Test Distance:9.545 m

Test Date:08-04-2015 Remarks: CF5 Z518 WW 120D 22W 220VAC 50HZ II
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Fiberli - PSL Elektronik

ELECTROMNIC

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000723

MANUFACTURER: Fiberli Address:PSL ELEKTRONIK ANTALYA
NAME: CF5 Z518 WW 120D 22W 220VAC 50HZ IP67 TYPE:CROMA FLOOR WEIGHT:
SPECIFICATION:CROMA FLOOR 5 DIMENSION: @246 SERIAL No. :
UNIT: cd
C (DEG)
; (DEG) 225 240 255 270 285 300 315 330 345
0.0 680 679 678 678 677 677 676 675 675
5.0 683 683 681 679 677 675 673 671 670
10.0 679 678 676 673 670 666 662 659 657
15.0 669 666 664 660 656 650 646 640 637
20.0 652 649 645 638 634 626 623 616 611
25.0 626 622 619 611 604 595 592 585 581
30.0 593 587 587 578 572 558 556 549 547
35.0 541 542 529 515 516 514 499 488 493
40.0 472 456 480 468 454 430 445 438 435
45.0 410 398 407 415 390 372 378 389 369
50.0 343 336 334 303 327 315 312 278 304
55.0 275 284 265 249 265 265 246 229 247
60.0 215 208 214 204 205 195 195 186 191
65.0 151 149 152 149 145 142 140 138 136
70.0 103 88.8 99.6 83.3 96.1 84.3 95.9 79.9  90.7
75.0 49.7 50.0 51.9 50.0 48.6 47.1 51.2 50.8 47.5
80.0 16.6 17.4 16.5 15.8 16.8 16.6 17.1 13.5 16.6
85.0 5.64 3.64 5.73 3.82 5.92 3.91 5.92 3.91 5.83
90.0 3.27 1.73 3.18 1.73 3.18 1.63 3.18 1.73 3.09
95.0 2.91 1.82 2.91 1.82 2.91 1.82 2.91 1.82 2.91
100.0 2.73  2.00 2.73 2.00 2.82 1.91 2.82 1.91 2.82
105.0 2.73  2.09 2.82 2.09 2.82 2.09 2.82 2.09 2.82
110.0 2.82 2.27 2.82 2.27 2.82 2.27 2.91 2.36 2.91
115.0 2.91 2.45 2.91 2.45 3.00 2.45 3.00 2.55 3.00
120.0 3.09 2.64 3.09 2.73 3.18 2.73 3.09 2.82 3.09
125.0 3.27 2.91 3.27 3.00 3.18 2.91 3.27 3.00 3.27
130.0 3.37  3.09 3.37 3.18 3.46 3.09 3.46 3.27 3.55
135.0 3.55 3.27 3.64 3.37 3.55 3.37 3.64 3.46 3.73
140.0 3.73  3.55 3.73 3.55 3.73 3.55 3.73 3.64 3.82
145.0 3.82  3.73 3.91 3.73 3.91 3.64 4.00 3.82 4.00
150.0 3.91 3.91 4.09 3.91 4.09 3.82 4.09 4.00 4.19
155.0 4.09 4.00 4.19 4.09 4.28 4.00 4.19 4.19 4.37
160.0 4.28 4.19 4.37 4.28 4.37 4.19 4.28 4.28  4.46
165.0 4.37 4.37 4.46 4.37 4.37 4.37 4.37 4.37 4.55
170.0 4.46 4.46 4.55 4.55 4.46 4.37 4.46 4.46 4.55
175.0 4.46 4.46 4.55 4.55 4.55 4.46 4.55 4.55 4.55
180.0 4.55 4.55 4.55 4.64 4.55 4.55 4.55 4.46 4.46
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25DEG Humidity:57%
Operators:FATMA KARA Test Distance:9.545 m
Test Date:08-04-2015 Remarks: CF5 Z518 WW 120D 22W 220VAC 50HZ II
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