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Fiberli = PSL Elektronik m ELECTROMIC

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 0000634

MANUFACTURER: Fiberli Address:PSL ELEKTRONIK ANTALYA
NAME: CF5 2518 WW 23W REFLEKTOR LENS 220VACTYPE:CROMA FLOOR WEIGHT:---
SPECIFICATION:CROMA FLOOR 5 DIMENSION: @246 SERIAL No.:
TEST DATA:
MODEL: CF5 Imax(cd) : 3056 n street_up(%): 0.9
NOMINAL POWER (W) : 22 MAXIMUM(C, ¥: 285,1.0 n street down (%): 55.5
RATED VOLTAGE (V) : 220 TOTAL FLUX (1m) : 1596 n house_up (%) 0.7
NOMINAL FLUX (1lm) : 1595.6 EFFICIENCY (%) : 100.0 n house down(%): 42 .9
TEST FLUX(1lm: 1596 n up(%): 1.6
LAMPS QUANTITY: 1 n down(%): 98.4
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Test:U:220.6V I:0.109A P:22.41W PF:0.926
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:24DEG Humidity:53%
Operators:FATMA KARA Test Distance:9.545 m
Test Date:01-27-2015 Remarks: CF5 Z518 WW 23W REFLEKTOR LENS 22(
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ELECTROMIC

Fiberli - PSL Elektronik 'EJ l= PSL

ZONAL FLUX DIAGRAM

Report number: 0000634

MANUFACTURER: Fiberli Address:PSL ELEKTRONIK ANTALYA
NAME: CF5 Z518 WW 23W REFLEKTOR LENS 220VACTYPE:CROMA FLOOR WEIGHT:---
SPECIFICATION:CROMA FLOOR 5 DIMENSION: @246 SERIAL No.:
¥ Co Cc45 C90 Cl135 C180 C225 C270 C315 ¥ @ zone @ total
5.0 2600 2236 2055 1995 1825 2045 2328 2487 0- 5 59.07 59.07
10.0 1502 1312 1233 1211 1134 1264 1366 1410 5- 10 112.1 171.2
15.0 1012 948.9 920.8 908.7 897.3 932.7 966.9 986.5 10- 15 123.0 294.2
20.0 901.1 872.8 853.0 838.7 831.4 854.5 873.9 891.6 15- 20 146.5 440.8
25.0 851.1 822.5 801.5 785.0 777.3 801.7 822.7 842.4 20- 25 174.6 615.4
30.0 800.3 770.5 747.4 728.4 712.7 740.8 767.7 791.9 25- 30 197.4 812.8
35.0 748.3 711.0 672.6 643.6 616.3 664.0 686.1 736.5 30- 35 210.6 1024
40.0 569.2 439.8 365.0 334.5 264.5 357.8 415.6 476.1 35- 40 181.2 1205
45.0 222.1 196.9 199.5 189.5 181.5 190.8 188.8 199.1 40- 45 90.94 1296
50.0 171.6 160.9 164.0 154.9 146.4 157.7 154.3 162.1 45- 50 69.88 1366
55.0 134.5 124.6 127.2 118.7 111.6 121.9 119.4 126.5 50- 55 59.52 1425
60.0 103.2 94.38 96.02 88.55 82.36 90.92 89.92 96.20 55- 60 48.20 1473
65.0 76.98 68.69 69.69 62.77 57.30 65.05 64.59 70.88 60- 65 37.34 1511
70.0 54.02 46.28 46.73 40.72 35.89 42.91 42.72 48.65 65- 70 26.97 1538
75.0 34.25 27.69 27.87 22.95 19.22 24.59 24.69 29.79 70- 75 17.42 1555
80.0 18.49 13.39 13.93 9.930 7.288 11.84 11.20 15.21 75- 80 9.454 1565
85.0 8.108 4.919 6.013 3.370 2.642 4.828 3.370 6.195 80- 85 3.996 1569
90.0 4.282 2.459 4.008 2.2717 2.368 3.917 2.2717 4.008 85- 90 1.947 1571
95.0 3.826 2.368 3.735 2.368 2.459 3.735 2.368 3.735 90- 95 1.694 1572
100.0 3.735 2.459 3.644 2.459 2.459 3.644 2.368 3.644 95-100 1.649 1574
105.0 3.644 2.459 3.553 2.550 2.550 3.462 2.550 3.462 100-105 1.618 1575
110.0 3.462 2.642 3.553 2.642 2.642 3.462 2.642 3.462 105-110 1.593 1577
115.0 3.553 2.733 3.553 2.824 2.824 3.553 2.733 3.462 110-115 1.575 1579
120.0 3.644 3.006 3.735 3.097 3.188 3.735 3.006 3.644 115-120 1.590 1580
125.0 3.917 3.370 4.008 3.462 3.553 4.008 3.370 3.826 120-125 1.629 1582
130.0 4.190 3.735 4.373 3.917 3.917 4.282 3.644 4.008 125-130 1.673 1584
135.0 4,464 4,190 4.646 4.282 4.373 4.555 4,008 4,373 130-135 1.700 1585
140.0 4.828 4.464 5.101 4.646 4.737 4.828 4.464 4.555 135-140 1.686 1587
145.0 5.101 4.919 5.375 5.101 5.193 5.101 4.828 4.919 140-145 1.633 1589
150.0 5.557 5.375 5.830 5.648 5.557 5.557 5.193 5.284 145-150 1.564 1590
155.0 6.013 6.013 6.377 6.286 6.286 6.195 5.830 5.921 150-155 1.484 1592
160.0 6.650 6.741 6.833 6.924 6.833 6.833 6.377 6.559 155-160 1.357 1593
165.0 7.106 7.015 7.197 7.197 7.197 7.106 6.833 7.015 160-165 1.142 1594
170.0 7.288 7.106 7.288 7.106 7.288 7.197 7.106 7.015 165-170 0.844 1595
175.0 7.288 6.924 7.197 6.833 7.197 6.924 7.015 6.924 170-175 0.506 1595
180.0 7.197 6.741 7.106 6.833 7.197 6.833 7.015 6.833 175-180 0.166 1596
DEG LUMINOUS INTENSITY:cd UNIT:1m
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:24DEG Humidity:53%
Operators:FATMA KARA Test Distance:9.545 m
Test Date:01-27-2015 Remarks: CF5 Z518 WW 23W REFLEKTOR LENS 22(
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Fiberli - PSL Elektronik 'EJ l= PSL

ELECTROMIC

ISOCANDELA DIAGRAM

Report number: 0000634

MANUFACTURER: Fiberli Address:PSL ELEKTRONIK ANTALYA

NAME: CF5 2Z518 WW 23W REFLEKTOR LENS 220VACTYPE:CROMA FLOOR WEIGHT:---

SPECIFICATION:CROMA FLOOR 5 DIMENSION: @246 SERIAL No.:

UNIT: cd
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Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:24DEG Humidity:53%

Operators:FATMA KARA Test Distance:9.545 m

Test Date:01-27-2015 Remarks: CF5 Z518 WW 23W REFLEKTOR LENS 22(
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Fiberli - PSL Elektronik |Efm:i= Fs!'..

ISOLUX DIAGRAM

Report number: 0000634

MANUFACTURER: Fiberli Address:PSL ELEKTRONIK ANTALYA
NAME: CF5 2518 WW 23W REFLEKTOR LENS 220VACTYPE:CROMA FLOOR WEIGHT:---
SPECIFICATION:CROMA FLOOR 5 DIMENSION: @246 SERIAL No.:
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Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)

Temperature:24DEG Humidity:53%

Operators:FATMA KARA Test Distance:9.545 m

Test Date:01-27-2015 Remarks: CF5 Z518 WW 23W REFLEKTOR LENS 22(

Page 4 Of 8
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Fiberli - PSL Elektronik m ELECTROMIC

ISOCANDELA DIAGRAM

Report number: 0000634

MANUFACTURER: Fiberli Address:PSL ELEKTRONIK ANTALYA
NAME: CF5 Z518 WW 23W REFLEKTOR LENS 220VACTYPE:CROMA FLOOR WEIGHT:---
SPECIFICATION:CROMA FLOOR 5 DIMENSION: @246 SERIAL No.:
180 170
160
150
140
130
UNIT:cd
120
5% 153
110 __ 10% 306
20% 611
100 308 917
40% 1222
2170
__ 50% 1528
___ 60% 1834
70% 2139
___ 80% 2445
20% 2750
Imax=100% 3056
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:24DEG Humidity:53%
Operators:FATMA KARA Test Distance:9.545 m
Test Date:01-27-2015 Remarks: CF5 Z518 WW 23W REFLEKTOR LENS 22(
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000634

C180 C165 HOUSE SIDE
C150

C195

C345 co C15
Max @ y = 1.0DEG STREET SIDE
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:24DEG Humidity:53%
Operators:FATMA KARA Test Distance:9.545 m
Test Date:01-27-2015 Remarks: CF5 Z518 WW 23W REFLEKTOR LENS 22(
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Fiberli

- PSL Elektronik

L

ELECTROMNIC

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000634
MANUFACTURER: Fiberli Address:PSL ELEKTRONIK ANTALYA
NAME: CF5 2518 WW 23W REFLEKTOR LENS 220VACTYPE:CROMA FLOOR WEIGHT:---
SPECIFICATION:CROMA FLOOR 5 DIMENSION: @246 SERIAL No.:
UNIT: cd
C (DEG)

y (DEG) 0 15 30 45 60 75 90 105 120 135 150 165 180 195 210
0.0 2923 2951 2962 2989 3003 3020 3033 3040 3048 3043 3041 3028 2923 2951 2962
5.0 2600 2463 2371 2236 2177 2079 2055 1998 2014 1995 2050 2070 1825 1898 1938
10.0 1502 1422 1380 1312 1286 1240 1233 1203 1217 1211 1253 1270 1134 1185 1207
15.0 1012 986 971 949 940 926 921 911 913 909 917 918 897 910 916
20.0 901 890 886 873 869 856 853 844 845 839 842 840 831 840 843
25.0 851 840 836 823 818 804 802 791 792 785 790 785 777 787 789
30.0 800 790 786 771 765 751 747 735 737 728 734 727 713 730 728
35.0 748 734 732 711 709 687 673 652 662 644 649 641 616 621 641
40.0 569 526 497 440 424 373 365 337 337 335 347 341 265 293 307
45.0 222 205 208 197 202 194 200 191 197 190 197 191 182 188 183
50.0 172 163 169 161 166 158 164 156 161 155 163 157 146 154 149
55.0 135 127 132 125 129 122 127 120 125 119 126 120 112 119 114
60.0 103 96.4 101  94.3 98.1 91.8 96.0 89.5 93.6 88.5 93.8 89.1 82.3 88.6 84.5
65.0 76.9 70.6 74.7 68.6 72.1 66.1 69.6 63.5 67.6 62.7 67.2 62.6 57.3 63.3 59.2
70.0 54.0 48.6 51.8 46.2 49.5 44.1 46.7 41.5 45.3 40.7 44.4 40.6 35.8 41.0 37.7
75.0 34.2  29.9 32.3 27.6 30.4 25.8 27.8 23.5 26.5 22.9 25.8 22.7 19.2 23.2 20.6
80.0 18.4 14.9 17.2 13.3 15.5 11.8 13.9 10.7 13.1 9.93 12.5 10.0 7.28 10.2 8.29
85.0 8.10 5.46 7.47 4.91 6.55 4.09 6.01 3.64 5.46 3.37 5.28 3.18 2.64 4.55 2.73
90.0 4.28 2.45 4.19 2.45 4.00 2.36 4.00 2.27 3.91 2.27 3.91 2.27 2.36 3.91 2.36
95.0 3.82  2.36 3.82 2.36 3.82 2.36 3.73 2.36 3.73 2.36 3.73 2.36 2.45 3.64 2.36
100.0 3.73  2.36 3.64 2.45 3.64 2.45 3.64 2.36 3.64 2.45 3.55 2.45 2.45 3.55 2.45
105.0 3.64 2.55 3.55 2.45 3.55 2.55 3.55 2.55 3.55 2.55 3.55 2.55 2.55 3.46 2.55
110.0 3.46 2.64 3.55 2.64 3.55 2.64 3.55 2.64 3.46 2.64 3.46 2.64 2.64 3.46 2.64
115.0 3.55 2.73 3.55 2.73 3.55 2.82 3.55 2.82 3.55 2.82 3.55 2.82 2.82 3.55 2.82
120.0 3.64 3.00 3.64 3.00 3.73 3.09 3.73 3.09 3.73 3.09 3.73 3.09 3.18 3.73  3.00
125.0 3.91 3.27 3.82 3.37 3.91 3.46 4.00 3.46 4.00 3.46 4.00 3.46 3.55 4.00 3.46
130.0 4.19 3.64 4.19 3.73 4.28 3.82 4.37 3.91 4.37 3.91 4.37 3.91 3.91 4.28 3.82
135.0 4.46 4.09 4.55 4.19 4.64 4.19 4.64 4.28 4.73 4.28 4.73 4.28 4.37 4.64 4.28
140.0 4.82 4.46 4.82 4.46 4.91 4.64 5.10 4.73 5.01 4.64 5.01 4.73 4.73 5.01 4.55
145.0 5.10 4.91 5.19 4.91 5.19 5.01 5.37 5.10 5.46 5.10 5.28 5.10 5.19 5.28 4.82
150.0 5.55 5.37 5.64 5.37 5.73 5.55 5.83 5.73 5.92 5.64 5.92 5.55 5.55 5.64 5.37
155.0 6.01 6.0l 6.28 6.0l 6.37 6.19 6.37 6.28 6.55 6.28 6.46 6.19 6.28 6.28 6.01
160.0 6.65 6.55 6.74 6.74 6.83 6.74 6.83 6.83 7.0l 6.92 6.92 6.74 6.83 6.83  6.65
165.0 7.10 6.92 7.19 7.01 7.19 7.01 7.19 7.10 7.28 7.19 7.28 7.01 7.19 7.19 7.0l
170.0 7.28 7.01 7.19 7.10 7.28 7.10 7.28 7.10 7.28 7.10 7.19 7.10 7.28 7.19 7.0l
175.0 7.28 7.01 7.01 6.92 7.01 6.92 7.19 7.01 7.0l 6.83 6.92 6.92 7.19 7.01  6.83
180.0 7.19 6.92 6.83 6.74 6.83 6.83 7.10 6.83 6.83 6.83 6.83 6.83 7.19 7.01  6.83

Test System:LSG-1600
Temperature:24DEG

Operators:FATMA KARA
Test Date:01-27-2015

Test Set: 2.0deg/s

C-Gamma (TYPE C)

Humidity:53%

Test Distance:9.545 m

Remarks: CF5 Z518 WW 23W REFLEKTOR LENS
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Fiberli - PSL Elektronik

ELECTROMNIC

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000634

MANUFACTURER: Fiberli Address:PSL ELEKTRONIK ANTALYA
NAME: CF5 Z518 WW 23W REFLEKTOR LENS 220VACTYPE:CROMA FLOOR WEIGHT:---
SPECIFICATION:CROMA FLOOR 5 DIMENSION: @246 SERIAL No. :
UNIT: cd
C (DEG)
; (DEG) 225 240 255 270 285 300 315 330 345
0.0 2989 3003 3020 3033 3040 3048 3043 3041 3028
5.0 2045 2113 2252 2328 2452 2461 2487 2416 2369
10.0 1264 1289 1348 1366 1409 1399 1410 1372 1356
15.0 933 941 960 967 981 981 987 978 974
20.0 855 858 871 874 884 885 892 888 890
25.0 802 806 820 823 834 834 842 838 840
30.0 741 750 765 768 781 783 792 787 790
35.0 664 663 684 686 703 709 737 727 731
40.0 358 365 402 416 467 465 476 454 453
45.0 191 185 194 189 199 192 199 191 199
50.0 158 152 159 154 163 156 162 155 162
55.0 122 117 124 119 127 121 127 120 126
60.0 90.9 87.5 94.0 89.9 96.1 91.2 96.2 90.9  96.0
65.0 65.0 62.0 68.6 64.5 70.0 65.7 70.8 65.8 70.5
70.0 42.9  40.2 46.1 42.7 47.4 43.8 48.6 44.2  48.0
75.0 24.5 22.6 27.3 24.6 28.5 25.7 29.7 26.1 29.1
80.0 11.8  9.65 13.2 11.2 14.4 12.0 15.2 12.3 14.9
85.0 4.82  3.00 5.28 3.37 5.83 3.82 6.19 4.00 6.28
90.0 3.91  2.27 3.91 2.27 4.00 2.36 4.00 2.36 4.00
95.0 3.73  2.36 3.73 2.36 3.73 2.36 3.73 2.36 3.73
100.0 3.64 2.36 3.64 2.36 3.64 2.36 3.64 2.36 3.55
105.0 3.46 2.55 3.55 2.55 3.55 2.45 3.46 2.45 3.46
110.0 3.46 2.64 3.46 2.64 3.46 2.55 3.46 2.55 3.46
115.0 3.55 2.73 3.55 2.73 3.55 2.73 3.46 2.73 3.46
120.0 3.73  3.00 3.64 3.00 3.64 2.91 3.64 2.91 3.55
125.0 4.00 3.27 3.91 3.37 3.82 3.27 3.82 3.18 3.82
130.0 4.28 3.73 4.09 3.64 4.09 3.55 4.00 3.55 4.09
135.0 4.55 4.09 4.46 4.00 4.37 4.00 4.37 3.91 4.37
140.0 4.82 4.37 4.82 4.46 4.73 4.28 4.55 4.28 4.64
145.0 5.10 4.82 5.10 4.82 5.01 4.64 4.91 4.64 5.01
150.0 5.55 5.28 5.55 5.19 5.37 5.10 5.28 5.10 5.46
155.0 6.19 5.92 6.10 5.83 5.92 5.73 5.92 5.73 6.01
160.0 6.83 6.55 6.65 6.37 6.46 6.37 6.55 6.46  6.55
165.0 7.10 6.92 7.01 6.83 6.92 6.74 7.01 6.83 7.01
170.0 7.19 6.92 7.10 7.10 7.01 6.92 7.01 7.01 7.10
175.0 6.92 6.92 7.01 7.01 7.01 6.83 6.92 6.83 7.01
180.0 6.83 6.74 6.92 7.01 6.92 6.74 6.83 6.83  6.83
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:24DEG Humidity:53%
Operators:FATMA KARA Test Distance:9.545 m
Test Date:01-27-2015 Remarks: CF5 Z518 WW 23W REFLEKTOR LENS 22(
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