
Fiberli - PSL Elektronik

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 0000303

NAME: CG3 Z509 G 60D 12W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:

SPECIFICATION:CROMA GARDENA 3 DIMENSION: 200X92mm SERIAL No.:11677595

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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TEST DATA:

MODEL:

NOMINAL POWER(W):

RATED VOLTAGE(V):

NOMINAL FLUX(lm):

TEST FLUX(lm:

LAMPS QUANTITY:

Imax(cd):

EFFICIENCY(%):

TOTAL FLUX(lm):

MAXIMUM(C,  ):

   up(%):

   down(%):

   street_up(%):

   street_down(%):

   house_up(%)

   house_down(%):
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CG3 Z509 G 60D 12W 220VAC 50HZ IP65
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Test:U:220.6V I:0.099A P:11.40W PF:0.518Test:U:220.6V I:0.099A P:11.40W PF:0.518Test:U:220.6V I:0.099A P:11.40W PF:0.518Test:U:220.6V I:0.099A P:11.40W PF:0.518

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:21DEGTemperature:21DEGTemperature:21DEGTemperature:21DEG Humidity:55%Humidity:55%Humidity:55%Humidity:55%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014 Remarks:Remarks:Remarks:Remarks: CG3 Z509 G 60D 12W 220VAC 50HZ IP65CG3 Z509 G 60D 12W 220VAC 50HZ IP65CG3 Z509 G 60D 12W 220VAC 50HZ IP65CG3 Z509 G 60D 12W 220VAC 50HZ IP65

Page 1 Of 8Page 1 Of 8Page 1 Of 8Page 1 Of 8



Fiberli - PSL Elektronik

ZONAL FLUX DIAGRAM

Report number: 0000303

NAME: CG3 Z509 G 60D 12W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:

SPECIFICATION:CROMA GARDENA 3 DIMENSION: 200X92mm SERIAL No.:11677595

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

400.5400.5400.5400.5 391.7391.7391.7391.7 387.2387.2387.2387.2 386.2386.2386.2386.2 394.1394.1394.1394.1 388.4388.4388.4388.4 385.3385.3385.3385.3 389.1389.1389.1389.1 9.3479.3479.3479.347 9.3479.3479.3479.347

394.4394.4394.4394.4 384.1384.1384.1384.1 375.3375.3375.3375.3 380.1380.1380.1380.1 383.3383.3383.3383.3 380.1380.1380.1380.1 369.0369.0369.0369.0 377.0377.0377.0377.0 27.4227.4227.4227.42 36.7736.7736.7736.77

385.0385.0385.0385.0 368.1368.1368.1368.1 361.2361.2361.2361.2 370.3370.3370.3370.3 379.4379.4379.4379.4 364.1364.1364.1364.1 354.3354.3354.3354.3 362.6362.6362.6362.6 44.1444.1444.1444.14 80.9180.9180.9180.91

360.6360.6360.6360.6 342.9342.9342.9342.9 341.0341.0341.0341.0 356.2356.2356.2356.2 361.1361.1361.1361.1 343.5343.5343.5343.5 329.0329.0329.0329.0 333.6333.6333.6333.6 58.4458.4458.4458.44 139.3139.3139.3139.3

320.9320.9320.9320.9 306.9306.9306.9306.9 309.7309.7309.7309.7 323.2323.2323.2323.2 322.9322.9322.9322.9 306.2306.2306.2306.2 294.1294.1294.1294.1 294.0294.0294.0294.0 67.7367.7367.7367.73 207.0207.0207.0207.0

272.5272.5272.5272.5 256.4256.4256.4256.4 267.1267.1267.1267.1 278.4278.4278.4278.4 270.2270.2270.2270.2 260.6260.6260.6260.6 244.6244.6244.6244.6 247.4247.4247.4247.4 70.7570.7570.7570.75 277.8277.8277.8277.8

218.2218.2218.2218.2 209.5209.5209.5209.5 220.2220.2220.2220.2 224.9224.9224.9224.9 216.6216.6216.6216.6 210.7210.7210.7210.7 196.7196.7196.7196.7 199.0199.0199.0199.0 67.9467.9467.9467.94 345.7345.7345.7345.7

171.7171.7171.7171.7 165.8165.8165.8165.8 175.7175.7175.7175.7 177.8177.8177.8177.8 168.5168.5168.5168.5 161.8161.8161.8161.8 151.7151.7151.7151.7 153.6153.6153.6153.6 61.0561.0561.0561.05 406.8406.8406.8406.8

130.5130.5130.5130.5 126.1126.1126.1126.1 134.3134.3134.3134.3 135.8135.8135.8135.8 127.5127.5127.5127.5 123.9123.9123.9123.9 113.0113.0113.0113.0 114.6114.6114.6114.6 52.1252.1252.1252.12 458.9458.9458.9458.9

89.8389.8389.8389.83 88.9288.9288.9288.92 96.1196.1196.1196.11 92.2992.2992.2992.29 86.3686.3686.3686.36 85.3685.3685.3685.36 76.8976.8976.8976.89 78.3578.3578.3578.35 40.9340.9340.9340.93 499.9499.9499.9499.9

61.1361.1361.1361.13 60.4060.4060.4060.40 66.5966.5966.5966.59 63.5063.5063.5063.50 57.5757.5757.5757.57 57.6757.6757.6757.67 51.1151.1151.1151.11 53.1153.1153.1153.11 30.0030.0030.0030.00 529.9529.9529.9529.9

40.9940.9940.9940.99 38.9938.9938.9938.99 43.7343.7343.7343.73 41.8141.8141.8141.81 37.1737.1737.1737.17 37.7137.7137.7137.71 33.6133.6133.6133.61 34.8034.8034.8034.80 21.2021.2021.2021.20 551.1551.1551.1551.1

27.6927.6927.6927.69 25.6025.6025.6025.60 28.9728.9728.9728.97 27.4227.4227.4227.42 23.7723.7723.7723.77 23.9623.9623.9623.96 20.7720.7720.7720.77 22.5022.5022.5022.50 14.5914.5914.5914.59 565.7565.7565.7565.7

17.8517.8517.8517.85 16.4916.4916.4916.49 19.0419.0419.0419.04 17.0317.0317.0317.03 14.8514.8514.8514.85 15.6715.6715.6715.67 13.4813.4813.4813.48 14.6614.6614.6614.66 9.7749.7749.7749.774 575.4575.4575.4575.4

11.5711.5711.5711.57 10.2910.2910.2910.29 11.9311.9311.9311.93 10.6510.6510.6510.65 9.2019.2019.2019.201 10.2010.2010.2010.20 8.4728.4728.4728.472 9.4759.4759.4759.475 6.4696.4696.4696.469 581.9581.9581.9581.9

7.1067.1067.1067.106 6.1956.1956.1956.195 7.7447.7447.7447.744 6.0136.0136.0136.013 5.1015.1015.1015.101 6.2866.2866.2866.286 4.8284.8284.8284.828 5.8305.8305.8305.830 4.0964.0964.0964.096 586.0586.0586.0586.0

4.5554.5554.5554.555 3.5533.5533.5533.553 4.7374.7374.7374.737 3.6443.6443.6443.644 3.2793.2793.2793.279 4.2824.2824.2824.282 3.0973.0973.0973.097 4.0084.0084.0084.008 2.5132.5132.5132.513 588.5588.5588.5588.5

3.5533.5533.5533.553 2.6422.6422.6422.642 3.6443.6443.6443.644 2.7332.7332.7332.733 2.6422.6422.6422.642 3.4623.4623.4623.462 2.4592.4592.4592.459 3.3703.3703.3703.370 1.8261.8261.8261.826 590.3590.3590.3590.3

3.0973.0973.0973.097 2.2772.2772.2772.277 3.1883.1883.1883.188 2.2772.2772.2772.277 2.2772.2772.2772.277 3.0973.0973.0973.097 2.1862.1862.1862.186 3.0063.0063.0063.006 1.5311.5311.5311.531 591.9591.9591.9591.9

2.9152.9152.9152.915 2.2772.2772.2772.277 2.9152.9152.9152.915 2.1862.1862.1862.186 2.2772.2772.2772.277 2.9152.9152.9152.915 2.1862.1862.1862.186 2.9152.9152.9152.915 1.4031.4031.4031.403 593.3593.3593.3593.3

2.9152.9152.9152.915 2.2772.2772.2772.277 2.9152.9152.9152.915 2.2772.2772.2772.277 2.2772.2772.2772.277 2.9152.9152.9152.915 2.2772.2772.2772.277 2.8242.8242.8242.824 1.3741.3741.3741.374 594.6594.6594.6594.6

2.9152.9152.9152.915 2.2772.2772.2772.277 2.8242.8242.8242.824 2.2772.2772.2772.277 2.3682.3682.3682.368 2.9152.9152.9152.915 2.2772.2772.2772.277 2.7332.7332.7332.733 1.3401.3401.3401.340 596.0596.0596.0596.0

2.9152.9152.9152.915 2.3682.3682.3682.368 2.8242.8242.8242.824 2.3682.3682.3682.368 2.4592.4592.4592.459 2.8242.8242.8242.824 2.3682.3682.3682.368 2.8242.8242.8242.824 1.3081.3081.3081.308 597.3597.3597.3597.3

2.9152.9152.9152.915 2.3682.3682.3682.368 2.8242.8242.8242.824 2.3682.3682.3682.368 2.4592.4592.4592.459 2.8242.8242.8242.824 2.4592.4592.4592.459 2.8242.8242.8242.824 1.2691.2691.2691.269 598.6598.6598.6598.6

2.9152.9152.9152.915 2.4592.4592.4592.459 2.8242.8242.8242.824 2.4592.4592.4592.459 2.5502.5502.5502.550 2.9152.9152.9152.915 2.5502.5502.5502.550 2.9152.9152.9152.915 1.2281.2281.2281.228 599.8599.8599.8599.8

3.0063.0063.0063.006 2.5502.5502.5502.550 2.9152.9152.9152.915 2.5502.5502.5502.550 2.6422.6422.6422.642 2.9152.9152.9152.915 2.5502.5502.5502.550 2.9152.9152.9152.915 1.1851.1851.1851.185 601.0601.0601.0601.0

3.0973.0973.0973.097 2.7332.7332.7332.733 3.0063.0063.0063.006 2.6422.6422.6422.642 2.8242.8242.8242.824 3.0063.0063.0063.006 2.6422.6422.6422.642 3.0063.0063.0063.006 1.1331.1331.1331.133 602.1602.1602.1602.1

3.0973.0973.0973.097 2.8242.8242.8242.824 3.0973.0973.0973.097 2.7332.7332.7332.733 2.9152.9152.9152.915 3.0973.0973.0973.097 2.7332.7332.7332.733 3.0063.0063.0063.006 1.0681.0681.0681.068 603.2603.2603.2603.2

3.2793.2793.2793.279 2.9152.9152.9152.915 3.1883.1883.1883.188 2.8242.8242.8242.824 2.9152.9152.9152.915 3.0973.0973.0973.097 2.9152.9152.9152.915 3.0973.0973.0973.097 0.9920.9920.9920.992 604.2604.2604.2604.2

3.2793.2793.2793.279 3.0063.0063.0063.006 3.1883.1883.1883.188 2.9152.9152.9152.915 3.0973.0973.0973.097 3.1883.1883.1883.188 3.0063.0063.0063.006 3.1883.1883.1883.188 0.9040.9040.9040.904 605.1605.1605.1605.1

3.4623.4623.4623.462 3.0973.0973.0973.097 3.3703.3703.3703.370 3.0973.0973.0973.097 3.1883.1883.1883.188 3.2793.2793.2793.279 3.0973.0973.0973.097 3.2793.2793.2793.279 0.8000.8000.8000.800 605.9605.9605.9605.9

3.4623.4623.4623.462 3.1883.1883.1883.188 3.3703.3703.3703.370 3.1883.1883.1883.188 3.2793.2793.2793.279 3.3703.3703.3703.370 3.1883.1883.1883.188 3.3703.3703.3703.370 0.6810.6810.6810.681 606.6606.6606.6606.6

3.5533.5533.5533.553 3.2793.2793.2793.279 3.4623.4623.4623.462 3.2793.2793.2793.279 3.4623.4623.4623.462 3.3703.3703.3703.370 3.2793.2793.2793.279 3.3703.3703.3703.370 0.5470.5470.5470.547 607.1607.1607.1607.1

3.5533.5533.5533.553 3.3703.3703.3703.370 3.5533.5533.5533.553 3.2793.2793.2793.279 3.4623.4623.4623.462 3.4623.4623.4623.462 3.3703.3703.3703.370 3.3703.3703.3703.370 0.4020.4020.4020.402 607.5607.5607.5607.5

3.6443.6443.6443.644 3.4623.4623.4623.462 3.5533.5533.5533.553 3.3703.3703.3703.370 3.5533.5533.5533.553 3.4623.4623.4623.462 3.4623.4623.4623.462 3.4623.4623.4623.462 0.2460.2460.2460.246 607.8607.8607.8607.8

3.5533.5533.5533.553 3.4623.4623.4623.462 3.5533.5533.5533.553 3.3703.3703.3703.370 3.6443.6443.6443.644 3.5533.5533.5533.553 3.4623.4623.4623.462 3.4623.4623.4623.462 0.0830.0830.0830.083 607.8607.8607.8607.8

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:21DEGTemperature:21DEGTemperature:21DEGTemperature:21DEG Humidity:55%Humidity:55%Humidity:55%Humidity:55%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014 Remarks:Remarks:Remarks:Remarks: CG3 Z509 G 60D 12W 220VAC 50HZ IP65CG3 Z509 G 60D 12W 220VAC 50HZ IP65CG3 Z509 G 60D 12W 220VAC 50HZ IP65CG3 Z509 G 60D 12W 220VAC 50HZ IP65

Page 2 Of 8Page 2 Of 8Page 2 Of 8Page 2 Of 8



Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000303

NAME: CG3 Z509 G 60D 12W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:

SPECIFICATION:CROMA GARDENA 3 DIMENSION: 200X92mm SERIAL No.:11677595

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:21DEGTemperature:21DEGTemperature:21DEGTemperature:21DEG Humidity:55%Humidity:55%Humidity:55%Humidity:55%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014 Remarks:Remarks:Remarks:Remarks: CG3 Z509 G 60D 12W 220VAC 50HZ IP65CG3 Z509 G 60D 12W 220VAC 50HZ IP65CG3 Z509 G 60D 12W 220VAC 50HZ IP65CG3 Z509 G 60D 12W 220VAC 50HZ IP65
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Fiberli - PSL Elektronik

ISOLUX DIAGRAM

Report number: 0000303

NAME: CG3 Z509 G 60D 12W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:

SPECIFICATION:CROMA GARDENA 3 DIMENSION: 200X92mm SERIAL No.:11677595

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:21DEGTemperature:21DEGTemperature:21DEGTemperature:21DEG Humidity:55%Humidity:55%Humidity:55%Humidity:55%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014 Remarks:Remarks:Remarks:Remarks: CG3 Z509 G 60D 12W 220VAC 50HZ IP65CG3 Z509 G 60D 12W 220VAC 50HZ IP65CG3 Z509 G 60D 12W 220VAC 50HZ IP65CG3 Z509 G 60D 12W 220VAC 50HZ IP65
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000303

NAME: CG3 Z509 G 60D 12W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:

SPECIFICATION:CROMA GARDENA 3 DIMENSION: 200X92mm SERIAL No.:11677595

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:21DEGTemperature:21DEGTemperature:21DEGTemperature:21DEG Humidity:55%Humidity:55%Humidity:55%Humidity:55%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014 Remarks:Remarks:Remarks:Remarks: CG3 Z509 G 60D 12W 220VAC 50HZ IP65CG3 Z509 G 60D 12W 220VAC 50HZ IP65CG3 Z509 G 60D 12W 220VAC 50HZ IP65CG3 Z509 G 60D 12W 220VAC 50HZ IP65

Page 5 Of 8Page 5 Of 8Page 5 Of 8Page 5 Of 8



Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 0000303

NAME: CG3 Z509 G 60D 12W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:

SPECIFICATION:CROMA GARDENA 3 DIMENSION: 200X92mm SERIAL No.:11677595

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:21DEGTemperature:21DEGTemperature:21DEGTemperature:21DEG Humidity:55%Humidity:55%Humidity:55%Humidity:55%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014 Remarks:Remarks:Remarks:Remarks: CG3 Z509 G 60D 12W 220VAC 50HZ IP65CG3 Z509 G 60D 12W 220VAC 50HZ IP65CG3 Z509 G 60D 12W 220VAC 50HZ IP65CG3 Z509 G 60D 12W 220VAC 50HZ IP65
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000303

NAME: CG3 Z509 G 60D 12W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:

SPECIFICATION:CROMA GARDENA 3 DIMENSION: 200X92mm SERIAL No.:11677595

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:21DEGTemperature:21DEGTemperature:21DEGTemperature:21DEG Humidity:55%Humidity:55%Humidity:55%Humidity:55%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014 Remarks:Remarks:Remarks:Remarks: CG3 Z509 G 60D 12W 220VAC 50HZ IP65CG3 Z509 G 60D 12W 220VAC 50HZ IP65CG3 Z509 G 60D 12W 220VAC 50HZ IP65CG3 Z509 G 60D 12W 220VAC 50HZ IP65
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 0000303

NAME: CG3 Z509 G 60D 12W 220VAC 50HZ IP65 TYPE:CROMA GARDENA WEIGHT:

SPECIFICATION:CROMA GARDENA 3 DIMENSION: 200X92mm SERIAL No.:11677595

MANUFACTURER: Fiberli Address:PSL ELEKTRONĐK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd
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0.0 395
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3.27

3.37

3.37

3.46

3.46
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2.91
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2.82

2.82

2.82

2.82

2.91
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3.00

3.09
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3.46

3.46

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:21DEGTemperature:21DEGTemperature:21DEGTemperature:21DEG Humidity:55%Humidity:55%Humidity:55%Humidity:55%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARAOperators:FATMA KARA
Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014Test Date:02-28-2014 Remarks:Remarks:Remarks:Remarks: CG3 Z509 G 60D 12W 220VAC 50HZ IP65CG3 Z509 G 60D 12W 220VAC 50HZ IP65CG3 Z509 G 60D 12W 220VAC 50HZ IP65CG3 Z509 G 60D 12W 220VAC 50HZ IP65
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