Fiberli - PSL Elektronik

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 2016000020

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: ERL75 PT60 CW 120D 48W 24V DC IP44D TYPE : ERL WEIGHT:---
SPECIFICATION:ENDLESS RECESSED LINEAR DIMENSION: 1020x86x52mq SERIAL No.:
TEST DATA:
MODEL: ERL100 Imax(cd) : 726.0 n street_up(%): 0.0
NOMINAL POWER (W) : 48 MAXIMUM(C, ¥: 0,0.0 n street down (%): 53.6
RATED VOLTAGE (V) : 24 TOTAL FLUX (1m) : 1990 n house_up (%) 0.0
NOMINAL FLUX (1lm) : 1989.7 EFFICIENCY (%) : 100.0 n house down(%): 46.4
TEST FLUX(1lm: 1990 n up(%): 0.0
LAMPS QUANTITY: 1 n down(%): 100.0
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Test:U:24.00V I:0.427A P:48.00W PF:0.615
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:02-08-2016 Remarks: ERL75 PT60 CW 120D 48W 24V DC IP44I
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Fiberli - PSL Elektronik

ZONAL FLUX DIAGRAM

Report number: 2016000020

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: ERL75 PT60 CW 120D 48W 24V DC IP44D| TYPE:ERL WEIGHT:---
SPECIFICATION:ENDLESS RECESSED LINEAR DIMENSION: 1020x86x52mm SERIAL No.:
¥ Co Cc45 C90 Cl135 C180 C225 C270 C315 ¥ @ zone @ total
5.0 721.2 716.4 715.0 714.0 722.8 719.0 716.4 714.8 0- 5 17.16 17.16
10.0 708.9 703.5 703.0 702.1 712.0 708.7 705.7 703.7 5- 10 50.77 67.94
15.0 689.0 683.5 683.7 683.1 693.9 691.2 687.5 685.3 10- 15 82.32 150.2
20.0 662.5 657.1 657.8 657.7 668.8 666.8 662.7 660.2 15- 20 110.6 260.8
25.0 630.1 624.6 626.4 626.1 638.0 636.1 631.8 628.9 20- 25 134.6 395.5
30.0 592.3 586.8 589.5 589.5 601.5 600.5 595.4 592.6 25- 30 153.7 549.3
35.0 550.2 545.2 548.2 548.8 560.4 559.9 554.2 551.4 30- 35 167.3 716.6
40.0 504.9 499.6 503.5 504.1 515.9 515.3 509.4 506.4 35- 40 175.0 891.6
45.0 456.1 450.8 455.4 456.2 467.9 468.1 461.1 458.8 40- 45 176.9 1069
50.0 405.1 400.3 404.8 406.5 416.9 417.9 409.9 408.1 45- 50 173.1 1242
55.0 352.7 347.2 352.7 354.1 364.6 365.3 357.3 355.6 50- 55 163.8 1406
60.0 298.5 296.6 298.9 300.8 310.5 311.7 302.8 302.2 55- 60 149.5 1555
65.0 247.2 241.8 247.9 249.8 259.3 260.5 250.1 250.9 60- 65 131.8 1687
70.0 193.0 186.8 193.5 195.1 204.1 205.1 194.8 195.7 65- 70 110.1 1797
75.0 139.9 133.9 140.6 142.3 150.5 151.8 141.0 142.8 70- 75 85.54 1883
80.0 89.64 84.91 91.19 92.83 99.94 101.0 91.28 92.47 75- 80 60.12 1943
85.0 43.36 39.72 46.28 47.19 52.75 53.57 45.73 45.91 80- 85 35.16 1978
90.0 6.013 4.008 5.375 6.650 11.29 10.20 4.008 6.104 85- 90 11.73 1990
95.0 90- 95
100.0 95-100
105.0 100-105
110.0 105-110
115.0 110-115
120.0 115-120
125.0 120-125
130.0 125-130
135.0 130-135
140.0 135-140
145.0 140-145
150.0 145-150
155.0 150-155
160.0 155-160
165.0 160-165
170.0 165-170
175.0 170-175
180.0 175-180
DEG LUMINOUS INTENSITY:cd UNIT:1m
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:02-08-2016 Remarks: ERL75 PT60 CW 120D 48W 24V DC IP44I
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 2016000020

MANUFACTURER: FIBERLI

Address:PSL ELEKTRONIK ANTALYA

NAME: ERL75 PT60 CW 120D 48W 24V DC IP44D| TYPE:ERL WEIGHT: -—-
SPECIFICATION:ENDLESS RECESSED LINEAR DIMENSION: 1020x86x52mm SERIAL No.:
UNIT: cd
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Test System:LSG-1600
Temperature:25.3DEG
Operators:REGAIP DASTAN
Test Date:02-08-2016

Test Set: 2.0deg/s
Humidity:65.0%
Test Distance:9.545 m

Remarks: ERL75 PT60 CW 120D 48W 24V DC

C-Gamma (TYPE C)
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Fiberli - PSL Elektronik

ISOLUX DIAGRAM

Report number:

2016000020

MANUFACTURER: FIBERLI

Address:PSL ELEKTRONIK ANTALYA

NAME: ERL75 PT60 CW 120D 48W 24V DC IP44D

TYPE:ERL

WEIGHT:---

SPECIFICATION:ENDLESS RECESSED LINEAR

SERIAL No.:

DIMENSION: 1020x86x52mq

ILLUMINANCE AT

STREET SIDE D/MH HOUSE SIDE
=

RATIO OF DISTANCE TO MOUNTING HEIGHT
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Test System:LSG-1600
Temperature:25.3DEG
Operators:REGAIP DASTAN
Test Date:02-08-2016

Test Set: 2.0deg/s
Humidity:65.0%
Test Distance:9.545 m

Remarks: ERL75 PT60 CW 120D 48W 24V DC IP44l

C-Gamma (TYPE C)
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 2016000020

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: ERL75 PT60 CW 120D 48W 24V DC IP44D| TYPE:ERL WEIGHT:---
SPECIFICATION:ENDLESS RECESSED LINEAR DIMENSION: 1020x86x52mm SERIAL No.:
180 170
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UNIT:cd
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5% 36
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100 308 218
40% 290
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___ 60% 436
_ 70% 508
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Imax=100% 726
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:02-08-2016 Remarks: ERL75 PT60 CW 120D 48W 24V DC IP44I
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 2016000020

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: ERL75 PT60 CW 120D 48W 24V DC IP44D TYPE:ERL WEIGHT:---
LESS RECESSED LINEAR DIMENSION: 1020x86x52m SERIAL No.:

)
N NS

C330 7%0 C30
C345 co C15
Max @ y = 0.0DEG STREET SIDE
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:02-08-2016 Remarks: ERL75 PT60 CW 120D 48W 24V DC IP44I
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000020

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: ERL75 PT60 CW 120D 48W 24V DC IP44D| TYPE:ERL WEIGHT:---
SPECIFICATION:ENDLESS RECESSED LINEAR DIMENSION: 1020x86x52mm SERIAL No.:
UNIT: cd
C (DEG)

4 (DEG) 0 15 30 45 60 75 90 105 120 135 150 165 180 195 210
0.0 726 724 723 722 721 720 720 719 719 718 718 717 726 724 723
5.0 721 719 718 716 716 715 715 715 715 714 714 714 723 722 720
10.0 709 706 705 704 704 703 703 702 703 702 703 702 712 711 709
15.0 689 686 685 684 684 683 684 683 684 683 684 683 694 693 691
20.0 663 660 659 657 658 657 658 657 659 658 659 658 669 669 666
25.0 630 627 627 625 626 624 626 625 628 626 628 627 638 638 636
30.0 592 589 589 587 589 587 590 588 591 590 592 590 602 602 599
35.0 550 547 547 545 547 546 548 547 550 549 551 550 560 562 558
40.0 505 501 502 500 503 500 504 502 506 504 508 505 516 517 514
45.0 456 452 454 451 454 451 455 454 458 456 460 457 468 470 466
50.0 405 401 403 400 404 401 405 404 408 407 410 408 417 419 415
55.0 353 349 351 347 351 348 353 351 357 354 359 356 365 367 363
60.0 299 297 297 297 298 297 299 299 303 301 306 303 311 314 309
65.0 247 242 246 242 246 242 248 246 252 250 255 252 259 262 257
70.0 193 187 192 187 192 187 194 191 198 195 202 197 204 207 202
75.0 140 134 139 134 139 135 141 138 145 142 149 145 151 154 148
80.0 89.6 85.0 89.0 84.9 89.3 85.9 91.1 88.9 95.0 92.8 98.5 95.2 99.9 103  97.9
85.0 43.3 39.3 43.1 39.7 44.0 41.1 46.2 43.9 49.4 47.1 52.2 49.1 52.7 55.3 51.1
90.0 6.01 4.19 5.83 4.00 5.64 3.82 5.37 4.09 7.28 6.65 9.74 8.47 11.2 11.9  9.20
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:65.0%

Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:02-08-2016 Remarks: ERL75 PT60 CW 120D 48W 24V DC IP44I
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000020

MANUFACTURER: FIBERLI

Address:PSL ELEKTRONIK ANTALYA

NAME: ERL75 PT60 CW 120D 48W 24V DC IP44D

TYPE:ERL WEIGHT:---

SPECIFICATION:ENDLESS RECESSED LINEAR

DIMENSION: 1020x86x52mq SERIAL No.:

UNIT: cd
C (DEG)

y (DEG) 225 240 255 270 285 300 315 330 345
0.0 722 721 720 720 719 719 718 718 717
5.0 719 718 717 716 716 715 715 714 714
10.0 709 707 707 706 705 704 704 702 702
15.0 691 689 689 688 688 686 685 683 683
20.0 667 665 665 663 663 660 660 657 658
25.0 636 634 634 632 632 629 629 626 626
30.0 601 598 599 595 596 592 593 589 590
35.0 560 557 558 554 555 551 551 547 548
40.0 515 512 513 509 510 506 506 502 503
45.0 468 464 466 461 463 458 459 454 456
50.0 418 413 415 410 412 406 408 403 405
55.0 365 361 362 357 359 354 356 351 353
60.0 312 307 309 303 305 300 302 299 300
65.0 261 254 257 250 254 248 251 245 249
70.0 205 199 201 195 198 192 196 190 194
75.0 152 145 148 141 145 139 143 137 141
80.0 101 94.7 97.2 91.2 94.3 89.0 92.4 87.5 91.2
85.0 53.5 48.4 50.6 45.7 48.0 43.2 45.9 41.6 44.7
90.0 10.2 6.83 7.19 4.00 5.73 4.00 6.10 4.37 6.28

Test System:LSG-1600

Temperature:25.3DEG
Operators:REGAIP DASTAN

Test Date:02-08-2016

Test Set: 2.0deg/s C-Gamma (TYPE C)
Humidity:65.0%

Test Distance:9.545 m

Remarks: ERL75 PT60 CW 120D 48W 24V DC IP44l
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