
Fiberli - PSL Elektronik 

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 2016000097

NAME: LLCRN T180 CW 120D 14.4W 24V DC IP40D TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE CRN DIMENSION: 1015x40x40mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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TEST DATA:

MODEL:

NOMINAL POWER(W):

RATED VOLTAGE(V):

NOMINAL FLUX(lm):

TEST FLUX(lm:

LAMPS QUANTITY:

Imax(cd):

EFFICIENCY(%):

TOTAL FLUX(lm):

MAXIMUM(C,  ):

   up(%):

   down(%):

   street_up(%):

   street_down(%):

   house_up(%)

   house_down(%):
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LLCRN

14.4

24

1053.6

1054

1

250.8

100.0

1054

210,1.0

12.9

87.1

6.0

45.8

6.9

41.4

Test:U:24.00V I:0.186A P:14.40W PF:0.558Test:U:24.00V I:0.186A P:14.40W PF:0.558Test:U:24.00V I:0.186A P:14.40W PF:0.558Test:U:24.00V I:0.186A P:14.40W PF:0.558

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:52.0%Humidity:52.0%Humidity:52.0%Humidity:52.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-17-2016Test Date:03-17-2016Test Date:03-17-2016Test Date:03-17-2016 Remarks:Remarks:Remarks:Remarks: LLCRN T180 CW 120D 14.4W 24V IP40DLLCRN T180 CW 120D 14.4W 24V IP40DLLCRN T180 CW 120D 14.4W 24V IP40DLLCRN T180 CW 120D 14.4W 24V IP40D
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Fiberli - PSL Elektronik 

ZONAL FLUX DIAGRAM

Report number: 2016000097

NAME: LLCRN T180 CW 120D 14.4W 24V DC IP40D TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE CRN DIMENSION: 1015x40x40mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

248.9248.9248.9248.9 249.3249.3249.3249.3 249.9249.9249.9249.9 249.9249.9249.9249.9 250.4250.4250.4250.4 250.0250.0250.0250.0 248.9248.9248.9248.9 248.9248.9248.9248.9 5.9755.9755.9755.975 5.9755.9755.9755.975

245.6245.6245.6245.6 245.9245.9245.9245.9 246.9246.9246.9246.9 247.3247.3247.3247.3 248.7248.7248.7248.7 247.4247.4247.4247.4 245.0245.0245.0245.0 245.4245.4245.4245.4 17.7217.7217.7217.72 23.6923.6923.6923.69

240.6240.6240.6240.6 240.6240.6240.6240.6 241.6241.6241.6241.6 242.8242.8242.8242.8 245.2245.2245.2245.2 242.8242.8242.8242.8 238.8238.8238.8238.8 239.8239.8239.8239.8 28.8928.8928.8928.89 52.5952.5952.5952.59

234.0234.0234.0234.0 233.3233.3233.3233.3 234.1234.1234.1234.1 236.2236.2236.2236.2 240.0240.0240.0240.0 236.4236.4236.4236.4 230.5230.5230.5230.5 232.3232.3232.3232.3 39.1239.1239.1239.12 91.7191.7191.7191.71

226.0226.0226.0226.0 224.3224.3224.3224.3 224.5224.5224.5224.5 227.8227.8227.8227.8 233.4233.4233.4233.4 228.1228.1228.1228.1 220.1220.1220.1220.1 223.0223.0223.0223.0 48.1148.1148.1148.11 139.8139.8139.8139.8

216.7216.7216.7216.7 213.4213.4213.4213.4 213.0213.0213.0213.0 217.6217.6217.6217.6 225.1225.1225.1225.1 218.0218.0218.0218.0 207.9207.9207.9207.9 212.0212.0212.0212.0 55.5855.5855.5855.58 195.4195.4195.4195.4

206.4206.4206.4206.4 201.3201.3201.3201.3 199.6199.6199.6199.6 205.8205.8205.8205.8 215.7215.7215.7215.7 206.5206.5206.5206.5 193.7193.7193.7193.7 199.5199.5199.5199.5 61.3561.3561.3561.35 256.7256.7256.7256.7

195.4195.4195.4195.4 188.1188.1188.1188.1 184.7184.7184.7184.7 192.7192.7192.7192.7 205.4205.4205.4205.4 193.8193.8193.8193.8 178.4178.4178.4178.4 185.8185.8185.8185.8 65.3165.3165.3165.31 322.0322.0322.0322.0

189.5189.5189.5189.5 174.1174.1174.1174.1 168.3168.3168.3168.3 178.5178.5178.5178.5 194.3194.3194.3194.3 180.1180.1180.1180.1 161.6161.6161.6161.6 171.3171.3171.3171.3 67.4967.4967.4967.49 389.5389.5389.5389.5

185.3185.3185.3185.3 159.6159.6159.6159.6 150.7150.7150.7150.7 163.8163.8163.8163.8 186.6186.6186.6186.6 165.8165.8165.8165.8 143.7143.7143.7143.7 156.2156.2156.2156.2 68.3568.3568.3568.35 457.9457.9457.9457.9

179.5179.5179.5179.5 151.0151.0151.0151.0 132.4132.4132.4132.4 148.4148.4148.4148.4 182.7182.7182.7182.7 151.1151.1151.1151.1 125.1125.1125.1125.1 142.9142.9142.9142.9 68.2568.2568.2568.25 526.1526.1526.1526.1

172.2172.2172.2172.2 142.7142.7142.7142.7 113.3113.3113.3113.3 136.2136.2136.2136.2 177.2177.2177.2177.2 142.9142.9142.9142.9 105.9105.9105.9105.9 134.3134.3134.3134.3 67.1167.1167.1167.11 593.3593.3593.3593.3

163.8163.8163.8163.8 133.6133.6133.6133.6 93.8493.8493.8493.84 128.0128.0128.0128.0 170.3170.3170.3170.3 134.9134.9134.9134.9 86.5586.5586.5586.55 124.9124.9124.9124.9 64.8764.8764.8764.87 658.1658.1658.1658.1

154.3154.3154.3154.3 123.5123.5123.5123.5 74.7974.7974.7974.79 118.8118.8118.8118.8 162.3162.3162.3162.3 126.1126.1126.1126.1 67.6967.6967.6967.69 115.0115.0115.0115.0 61.6461.6461.6461.64 719.8719.8719.8719.8

143.7143.7143.7143.7 112.8112.8112.8112.8 56.0356.0356.0356.03 108.8108.8108.8108.8 153.0153.0153.0153.0 116.7116.7116.7116.7 49.3849.3849.3849.38 104.4104.4104.4104.4 57.4557.4557.4557.45 777.2777.2777.2777.2

132.5132.5132.5132.5 101.7101.7101.7101.7 38.3538.3538.3538.35 98.5798.5798.5798.57 142.5142.5142.5142.5 106.5106.5106.5106.5 32.3432.3432.3432.34 93.3893.3893.3893.38 52.5452.5452.5452.54 829.8829.8829.8829.8

120.6120.6120.6120.6 90.0190.0190.0190.01 21.5921.5921.5921.59 87.6487.6487.6487.64 131.5131.5131.5131.5 95.8495.8495.8495.84 16.5816.5816.5816.58 82.0882.0882.0882.08 47.1147.1147.1147.11 876.9876.9876.9876.9

108.2108.2108.2108.2 78.0778.0778.0778.07 10.6510.6510.6510.65 76.4376.4376.4376.43 119.8119.8119.8119.8 84.7284.7284.7284.72 5.9215.9215.9215.921 70.5170.5170.5170.51 41.2341.2341.2341.23 918.1918.1918.1918.1

95.3895.3895.3895.38 66.0566.0566.0566.05 6.7416.7416.7416.741 65.0565.0565.0565.05 107.5107.5107.5107.5 73.5273.5273.5273.52 3.2793.2793.2793.279 59.0359.0359.0359.03 35.3335.3335.3335.33 953.5953.5953.5953.5

82.3682.3682.3682.36 54.2054.2054.2054.20 6.3776.3776.3776.377 53.9353.9353.9353.93 94.8494.8494.8494.84 62.1362.1362.1362.13 3.2793.2793.2793.279 47.7447.7447.7447.74 29.4529.4529.4529.45 982.9982.9982.9982.9

69.1569.1569.1569.15 39.5439.5439.5439.54 6.0136.0136.0136.013 37.9037.9037.9037.90 81.8181.8181.8181.81 47.3747.3747.3747.37 3.2793.2793.2793.279 32.1632.1632.1632.16 23.2723.2723.2723.27 1006100610061006

48.8348.8348.8348.83 26.8726.8726.8726.87 5.7395.7395.7395.739 28.4228.4228.4228.42 57.5757.5757.5757.57 31.1531.1531.1531.15 3.2793.2793.2793.279 21.1321.1321.1321.13 16.1116.1116.1116.11 1022102210221022

37.6237.6237.6237.62 17.1217.1217.1217.12 5.4665.4665.4665.466 18.4018.4018.4018.40 48.1948.1948.1948.19 22.3222.3222.3222.32 3.2793.2793.2793.279 12.8412.8412.8412.84 11.0611.0611.0611.06 1033103310331033

27.1427.1427.1427.14 9.6579.6579.6579.657 5.1935.1935.1935.193 10.8410.8410.8410.84 37.3537.3537.3537.35 14.9414.9414.9414.94 3.2793.2793.2793.279 6.7416.7416.7416.741 7.8787.8787.8787.878 1041104110411041

17.2117.2117.2117.21 4.7374.7374.7374.737 5.0105.0105.0105.010 5.0105.0105.0105.010 26.8726.8726.8726.87 8.4728.4728.4728.472 3.2793.2793.2793.279 4.5554.5554.5554.555 5.3515.3515.3515.351 1047104710471047

8.2908.2908.2908.290 4.4644.4644.4644.464 4.7374.7374.7374.737 4.4644.4644.4644.464 17.1217.1217.1217.12 4.6464.6464.6464.646 3.0063.0063.0063.006 4.4644.4644.4644.464 3.3403.3403.3403.340 1050105010501050

5.0105.0105.0105.010 4.4644.4644.4644.464 4.0994.0994.0994.099 4.3734.3734.3734.373 8.2908.2908.2908.290 4.4644.4644.4644.464 3.0063.0063.0063.006 4.1904.1904.1904.190 2.0712.0712.0712.071 1052105210521052

4.7374.7374.7374.737 4.3734.3734.3734.373 3.1883.1883.1883.188 4.3734.3734.3734.373 4.7374.7374.7374.737 4.2824.2824.2824.282 3.0973.0973.0973.097 4.0084.0084.0084.008 1.5341.5341.5341.534 1054105410541054

0000 0000 0000 0000 0000 0000 0000 0000 0000 1054105410541054

0000 0000 0000 0000 0000 0000 0000 0000 0000 1054105410541054

0000 0000 0000 0000 0000 0000 0000 0000 0000 1054105410541054

0000 0000 0000 0000 0000 0000 0000 0000 0000 1054105410541054

0000 0000 0000 0000 0000 0000 0000 0000 0000 1054105410541054

0000 0000 0000 0000 0000 0000 0000 0000 0000 1054105410541054

0000 0000 0000 0000 0000 0000 0000 0000 0000 1054105410541054

0000 0000 0000 0000 0000 0000 0000 0000 0000 1054105410541054

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:52.0%Humidity:52.0%Humidity:52.0%Humidity:52.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-17-2016Test Date:03-17-2016Test Date:03-17-2016Test Date:03-17-2016 Remarks:Remarks:Remarks:Remarks: LLCRN T180 CW 120D 14.4W 24V IP40DLLCRN T180 CW 120D 14.4W 24V IP40DLLCRN T180 CW 120D 14.4W 24V IP40DLLCRN T180 CW 120D 14.4W 24V IP40D
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000097

NAME: LLCRN T180 CW 120D 14.4W 24V DC IP40D TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE CRN DIMENSION: 1015x40x40mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

-90
-90

-75

-75

-60

-60

-45

-45

-30

-30

-15

-15

0

0

15

15

30

30

45

45

60

60

75

75

90

90

HORIZONTAL(DEG)

V
E
R
T
I
C
A
L
(
D
E
G
)

UNIT: cd

10%

20%

30%

40%

50%

60%

70%

80%

90%

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:52.0%Humidity:52.0%Humidity:52.0%Humidity:52.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-17-2016Test Date:03-17-2016Test Date:03-17-2016Test Date:03-17-2016 Remarks:Remarks:Remarks:Remarks: LLCRN T180 CW 120D 14.4W 24V IP40DLLCRN T180 CW 120D 14.4W 24V IP40DLLCRN T180 CW 120D 14.4W 24V IP40DLLCRN T180 CW 120D 14.4W 24V IP40D

Page 3 Of 8Page 3 Of 8Page 3 Of 8Page 3 Of 8



Fiberli - PSL Elektronik 

ISOLUX DIAGRAM

Report number: 2016000097

NAME: LLCRN T180 CW 120D 14.4W 24V DC IP40D TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE CRN DIMENSION: 1015x40x40mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

-7-7-7-7 -6-6-6-6 -5-5-5-5 -4-4-4-4 -3-3-3-3 -2-2-2-2 -1-1-1-1 0000 1111 2222 3333 4444 5555 6666 77774444
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S
T
R
E
E
T
 
S
I
D
E
 
 
D
/
M
H
 
 
H
O
U
S
E
 
S
I
D
E

S
T
R
E
E
T
 
S
I
D
E
 
 
D
/
M
H
 
 
H
O
U
S
E
 
S
I
D
E

S
T
R
E
E
T
 
S
I
D
E
 
 
D
/
M
H
 
 
H
O
U
S
E
 
S
I
D
E

S
T
R
E
E
T
 
S
I
D
E
 
 
D
/
M
H
 
 
H
O
U
S
E
 
S
I
D
E

0.0130.0130.0130.013 0.0250.0250.0250.025 0.0750.0750.0750.075 0.1300.1300.1300.130 0.2500.2500.2500.250

0.7500.7500.7500.750 1.01.01.01.0 1.31.31.31.3 1.51.51.51.5 2.02.02.02.0

ILLUMINANCE AT MH=10 m,Enadir  = 2.51 lxILLUMINANCE AT MH=10 m,Enadir  = 2.51 lxILLUMINANCE AT MH=10 m,Enadir  = 2.51 lxILLUMINANCE AT MH=10 m,Enadir  = 2.51 lx

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:52.0%Humidity:52.0%Humidity:52.0%Humidity:52.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-17-2016Test Date:03-17-2016Test Date:03-17-2016Test Date:03-17-2016 Remarks:Remarks:Remarks:Remarks: LLCRN T180 CW 120D 14.4W 24V IP40DLLCRN T180 CW 120D 14.4W 24V IP40DLLCRN T180 CW 120D 14.4W 24V IP40DLLCRN T180 CW 120D 14.4W 24V IP40D
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000097

NAME: LLCRN T180 CW 120D 14.4W 24V DC IP40D TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE CRN DIMENSION: 1015x40x40mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

30330 60300 90270 C0
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM
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MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000097

NAME: LLCRN T180 CW 120D 14.4W 24V DC IP40D TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE CRN DIMENSION: 1015x40x40mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000097

NAME: LLCRN T180 CW 120D 14.4W 24V DC IP40D TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE CRN DIMENSION: 1015x40x40mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

225

0.0 251

5.0 250

10.0 247

15.0 243

20.0 236

25.0 228

30.0 218

35.0 207

40.0 194

45.0 180

50.0 166

55.0 151

60.0 143

65.0 135

70.0 126

75.0 117

80.0 107

85.0 95.8

90.0 84.7

95.0 73.5

100.0 62.1

105.0 47.3

110.0 31.1
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120.0 14.9

125.0 8.47

130.0 4.64

135.0 4.46

140.0 4.28

145.0 0.00

150.0 0.00

155.0 0.00

160.0 0.00

165.0 0.00

170.0 0.00
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234
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122
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98.5

88.4

78.1

67.6

57.1

46.7

35.8

22.8

16.4

8.10

3.73

3.73

3.82

3.82

3.82

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

255

251

250

246

241

233

223

211

198

183

167

150

132

114

95.9

78.0

61.7

51.2

41.1

31.6

22.8

14.3

7.28

4.37

4.09

4.00

3.91

3.55

3.55

3.37

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

270

251

249

245

239
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220

208

194

178
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144
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86.5

67.6

49.3

32.3

16.5

5.92

3.27

3.27

3.27

3.27

3.27

3.27

3.27

3.00

3.00

3.09

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

285

251

249

245

240

231

221

209

195

180

164

146

128

109

90.7

72.3

54.2

41.4

31.1

21.7

13.4

5.64

4.28

4.09

4.00

3.82

3.73

3.55

3.46

3.37

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

300

251

249

245

239

230

220

208

195

180

164

147

130

113

98.3

87.7

76.8

65.6

54.8

44.0

33.8

21.1

14.0

6.55

3.55

3.55

3.55

3.55

3.46

3.46

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

315

250

249

245

240

232

223

212

200

186

171

156

143

134

125

115

104

93.3

82.0

70.5

59.0

47.7

32.1

21.1

12.8

6.74

4.55

4.46

4.19

4.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00
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245
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233

224

213

202

189

176
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160

153

144

134

124

112

101

88.5

76.2

64.0

46.1

29.3

21.5

14.3

7.56

4.00

4.00

3.91

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

345

250

249

246

241

234

226

217

206

195

185

181

175

168

159

150

140

128

117

104

91.5

78.7

65.5

41.3

31.7

23.4

14.8

6.65

4.82

4.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00
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