Fiberli - PSL Elektronik

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 2016000040

MANUFACTURER: FIBERLI

Address:PSL ELEKTRONIK ANTALYA

NAME :

LLG PT90 CW 120D 36W 24V DC IP44D

TYPE:LED LINE

WEIGHT:

SPECIFICATION:LED LINE G

DIMENSION: 1040x107x55qm SERIAL No.:

TEST DATA:

MODEL: LLG Imax(cd) : 573.2 n street_up(%): 0.0
NOMINAL POWER (W) : 36 MAXIMUM(C, ¥: 0,0.0 n street down (%) : 54.3
RATED VOLTAGE (V) : 24 TOTAL FLUX (1m) : 1695 n house_up (%) 0.0
NOMINAL FLUX (1lm) : 1695.1 EFFICIENCY (%) : 100.0 n house down(%): 45.7
TEST FLUX(1lm: 1695 n up(%): 0.0

LAMPS QUANTITY: 1 n down(%): 100.0
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Test System:LSG-1600
Temperature:25.3DEG

Operators:REGAIP DASTAN

Test Date:02-17-2016

Page

Test Set: 2.0deg/s

C-Gamma (TYPE C)

Humidity:55.0%
Test Distance:9.545 m

Remarks:
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LLG PT90 CW 120D 36W 24V DC IP44D




Fiberli - PSL Elektronik

ZONAL FLUX DIAGRAM

Report number: 2016000040

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: LLG PT90 CW 120D 36W 24V DC IP44D TYPE:LED LINE WEIGHT:
SPECIFICATION:LED LINE G DIMENSION: 1040x107x55mm SERIAL No.:
¥ co Cc45 C90 C135 C180 C225 C270 C315 ¥ @ zone @ total
5.0 570.4 569.5 569.0 566.7 567.4 567.8 568.7 569.7 0- 5 13.62 13.62
10.0 558.9 558.6 558.6 554.1 553.6 555.8 558.2 559.6 5- 10 40.17 53.80
15.0 538.8 540.3 541.5 534.1 532.3 536.7 541.1 541.9 10- 15 64.74 118.5
20.0 511.4 515.0 518.6 507.7 504.3 511.2 517.7 517.1 15- 20 86.18 204.7
25.0 477.4 483.6 489.7 476.3 470.9 480.7 488.8 486.6 20- 25 103.6 308.3
30.0 438.9 447.5 456.2 440.5 434.2 445.7 455.7 450.8 25- 30 116.4 424.8
35.0 398.3 407.8 419.7 401.7 394.6 407.9 418.4 411.8 30- 35 124.4 549.3
40.0 356.4 366.6 379.8 361.6 354.3 368.3 378.5 370.9 35- 40 127.7 677.0
45.0 314.8 324.0 338.2 320.5 314.3 327.7 337.2 328.9 40- 45 126.6 803.6
50.0 274.4 284.6 296.2 282.4 277.4 286.8 298.3 286.8 45- 50 121.7 925.4
55.0 236.9 242.4 256.5 241.3 237.3 249.4 254.5 248.4 50- 55 113.7 1039
60.0 197.0 200.6 213.3 200.5 198.2 208.3 211.7 206.7 55- 60 102.1 1141
65.0 158.3 159.5 171.0 160.4 159.3 167.9 168.9 165.7 60- 65 87.51 1229
70.0 120.3 120.1 129.3 121.7 121.6 128.5 127.0 126.0 65- 70 70.87 1300
75.0 84.27 82.72 89.64 84.63 85.82 90.56 87.82 88.00 70- 75 53.02 1353
80.0 51.38 48.92 53.93 50.92 52.75 55.75 51.93 53.20 75- 80 35.13 1388
85.0 22.68 20.68 24.05 22.50 24.23 26.05 22.32 23.96 80- 85 18.67 1407
90.0 4.282 2.915 4.099 3.370 4.919 4.828 2.824 4.373 85- 90 5.638 1695
95.0 90- 95
100.0 95-100
105.0 100-105
110.0 105-110
115.0 110-115
120.0 115-120
125.0 120-125
130.0 125-130
135.0 130-135
140.0 135-140
145.0 140-145
150.0 145-150
155.0 150-155
160.0 155-160
165.0 160-165
170.0 165-170
175.0 170-175
180.0 175-180
DEG LUMINOUS INTENSITY:cd UNIT:1m
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:55.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:02-17-2016 Remarks: LLG PT90 CW 120D 36W 24V DC IP44D
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 2016000040

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME : LLG PT90 CW 120D 36W 24V DC IP44D TYPE:LED LINE WEIGHT:
SPECIFICATION:LED LINE G DIMENSION: 1040x107x55qm SERIAL No.:
UNIT: cd
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Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:55.0%

Operators:REGAIP DASTAN Test Distance:9.545 m

Test Date:02-17-2016 Remarks: LLG PT90 CW 120D 36W 24V DC IP44D
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Fiberli -

PSL Elektronik

ISOLUX DIAGRAM

Report number: 2016000040

MANUFACTURER: FIBERLI

Address:PSL ELEKTRONIK ANTALYA

NAME :

LLG PT90 CW 120D 36W 24V DC IP44D

TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE G

DIMENSION: 1040x107x55qm SERIAL No.:

STREET SIDE D/MH HOUSE SIDE
=

RATIO OF DISTANCE TO MOUNTING HEIGHT

0.057

2.3

0.170

0.290

0.570

2.9 3.4 4.6

Test System:LSG-1600
Temperature:25.3DEG
Operators:REGAIP DASTAN
Test Date:02-17-2016

Test Set: 2.0deg/s
Humidity:55.0%
Test Distance:9.545 m

Remarks: LLG PT90 CW 120D 36W 24V DC IP44D

C-Gamma (TYPE C)

Page 4 Of 8



Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 2016000040

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
NAME: LLG PT90 CW 120D 36W 24V DC IP44D TYPE:LED LINE WEIGHT:
SPECIFICATION:LED LINE G DIMENSION: 1040x107x55mm SERIAL No.:
180 170
160
150
140
130
UNIT:cd
120
5% 29
110 _ 10% 57
20% 115
100 308 172
40% 229
__ 50% 287
___ 60% 344
_ 70% 401
_ 80% 459
20% 516
Imax=100% 573
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:55.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:02-17-2016 Remarks: LLG PT90 CW 120D 36W 24V DC IP44D
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Fiberli - PSL Elektronik

ISOCANDELA DIAGRAM

Report number: 2016000040

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

NAME: LLG PT90 CW 120D 36W 24V DC IP44D TYPE:LED LINE WEIGHT:

DIMENSION: 1040x107x55qm SERIAL No.:

C330 600 C30
C345 co C15
Max @ y = 0.0DEG STREET SIDE
Test System:LSG-1600 Test Set: 2.0deg/s C-Gamma (TYPE C)
Temperature:25.3DEG Humidity:55.0%
Operators:REGAIP DASTAN Test Distance:9.545 m
Test Date:02-17-2016 Remarks: LLG PT90 CW 120D 36W 24V DC IP44D
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Fiberli - PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000040

MANUFACTURER: FIBERLI

Address:PSL ELEKTRONIK ANTALYA

NAME: LLG PT90 CW 120D 36W 24V DC IP44D

TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE G

DIMENSION: 1040x107x55qm SERIAL No.:

UNIT: cd
C (DEG)

y (DEG) 0 15 30 45 60 75 90 105 120 135 150 165 180 195 210
0.0 573 573 573 573 572 572 572 572 572 572 572 572 573 573 573
5.0 570 570 570 570 570 569 569 568 568 567 567 565 567 567 567
10.0 559 558 559 559 559 559 559 557 556 554 553 551 554 554 554
15.0 539 538 540 540 542 541 542 539 538 534 533 530 532 534 534
20.0 511 510 514 515 519 518 519 515 513 508 506 501 504 506 507
25.0 477 477 482 484 489 489 490 486 483 476 473 468 471 474 475
30.0 439 438 444 448 454 455 456 452 448 441 437 431 434 437 439
35.0 398 397 404 408 416 417 420 414 411 402 398 392 395 398 400
40.0 356 355 362 367 376 377 380 374 371 362 358 352 354 359 360
45.0 315 313 320 324 334 335 338 333 330 321 318 311 314 318 319
50.0 274 275 279 285 291 296 296 294 288 282 278 274 277 279 282
55.0 237 234 241 242 252 252 257 251 250 241 241 235 237 242 241
60.0 197 194 200 201 209 209 213 208 208 201 201 195 198 203 201
65.0 158 155 161 160 167 166 171 166 167 160 162 157 159 164 162
70.0 120 117 122 120 127 125 129 125 127 122 124 119 122 126 123
75.0 84.2 80.9 84.9 82.7 87.7 85.6 89.6 86.0 88.8 84.6 87.2 83.5 85.8 89.1 86.3
80.0 51.3 48.1 51.5 48.9 52.8 50.1 53.9 50.8 54.1 50.9 54.0 50.7 52.7 55.3 52.5
85.0 22.6 20.4 22.6 20.6 23.3 21.3 24.0 22.0 24.6 22.5 25.0 22.8 24.2 26.3 23.6
90.0 4.28 3.00 4.28 2.91 4.19 2.82 4.09 2.91 4.55 3.37 4.82 3.64 4.91 5.28 3.73

Test System:LSG-1600
Temperature:25.3DEG
Operators:REGAIP DASTAN
Test Date:02-17-2016

Test Set: 2.0deg/s C-Gamma (TYPE C)

Humidity:55.0%
Test Distance:9.545 m

Remarks: LLG PT90 CW 120D 36W 24V DC IP44D
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Fiberli

PSL Elektronik

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000040

MANUFACTURER: FIBERLI

Address:PSL ELEKTRONIK ANTALYA

NAME: LLG PT90 CW 120D 36W 24V DC IP44D

TYPE:LED LINE

WEIGHT:

SPECIFICATION:LED LINE G

DIMENSION: 1040x107x55qm SERIAL No.:

UNIT: cd
C (DEG)

y (DEG) 225 240 255 270 285 300 315 330 345
0.0 573 572 572 572 572 572 572 572 572
5.0 568 568 569 569 570 569 570 570 569
10.0 556 556 558 558 560 559 560 558 559
15.0 537 538 541 541 543 542 542 540 540
20.0 511 513 517 518 520 518 517 513 513
25.0 481 483 488 489 491 488 487 481 480
30.0 446 449 455 456 458 454 451 444 442
35.0 408 411 418 418 421 415 412 404 401
40.0 368 371 379 379 381 374 371 362 360
45.0 328 331 338 337 339 333 329 320 318
50.0 287 292 296 298 297 293 287 281 277
55.0 249 250 257 255 258 250 248 240 240
60.0 208 208 215 212 215 208 207 199 200
65.0 168 167 172 169 172 165 166 159 161
70.0 129 126 131 127 131 124 126 120 123
75.0 90.5 87.8 91.7 87.8 90.8 86.0 88.0 83.3 85.9
80.0 55.7 52.6 55.5 51.9 54.6 50.8 53.2 49.7 52.3
85.0 26.0 23.2 25.5 22.3 24.5 21.5 23.9 21.1 23.5
90.0 4.82 3.27 4.28 2.82 4.19 3.00 4.37 3.09 4.46

Test System:LSG-1600

Temperature:25.3DEG
Operators:REGAIP DASTAN

Test Date:02-17-2016
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Test Set: 2.0deg/s C-Gamma (TYPE C)
Humidity:55.0%

Test Distance:9.545 m

Remarks:

LLG PT90 CW 120D 36W 24V DC IP44D




