
Fiberli - PSL Elektronik 

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 2016000088

NAME: LLKS T60 CW 120D 4.8W 24V DC IP44 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE DIMENSION: 1005x25X20 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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TEST DATA:

MODEL:

NOMINAL POWER(W):

RATED VOLTAGE(V):

NOMINAL FLUX(lm):

TEST FLUX(lm:

LAMPS QUANTITY:

Imax(cd):

EFFICIENCY(%):

TOTAL FLUX(lm):

MAXIMUM(C,  ):

   up(%):

   down(%):

   street_up(%):

   street_down(%):

   house_up(%)

   house_down(%):
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LLKS

4.8

24

418.0

417.9

1

87.37

100.0

417.9
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Test:U:24.00V I:0.074A P:4.800W PF:0.430Test:U:24.00V I:0.074A P:4.800W PF:0.430Test:U:24.00V I:0.074A P:4.800W PF:0.430Test:U:24.00V I:0.074A P:4.800W PF:0.430

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:53.0%Humidity:53.0%Humidity:53.0%Humidity:53.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-25-2016Test Date:03-25-2016Test Date:03-25-2016Test Date:03-25-2016 Remarks:Remarks:Remarks:Remarks: LLKS T60 CW 120D 4.8W 24V DC IP44LLKS T60 CW 120D 4.8W 24V DC IP44LLKS T60 CW 120D 4.8W 24V DC IP44LLKS T60 CW 120D 4.8W 24V DC IP44
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Fiberli - PSL Elektronik 

ZONAL FLUX DIAGRAM

Report number: 2016000088

NAME: LLKS T60 CW 120D 4.8W 24V DC IP44 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE DIMENSION: 1005x25X20 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

86.0086.0086.0086.00 84.8284.8284.8284.82 83.4583.4583.4583.45 84.7284.7284.7284.72 85.2785.2785.2785.27 84.6384.6384.6384.63 83.3683.3683.3683.36 84.6384.6384.6384.63 2.0182.0182.0182.018 2.0182.0182.0182.018

87.0987.0987.0987.09 85.0085.0085.0085.00 81.9081.9081.9081.90 85.0085.0085.0085.00 86.7386.7386.7386.73 85.1885.1885.1885.18 81.8181.8181.8181.81 85.0085.0085.0085.00 6.0646.0646.0646.064 8.0838.0838.0838.083

87.3787.3787.3787.37 84.3684.3684.3684.36 79.4479.4479.4479.44 84.4584.4584.4584.45 87.3787.3787.3787.37 84.9184.9184.9184.91 79.2679.2679.2679.26 84.5484.5484.5484.54 10.0110.0110.0110.01 18.0918.0918.0918.09

86.9186.9186.9186.91 82.9982.9982.9982.99 76.0776.0776.0776.07 82.9982.9982.9982.99 87.1887.1887.1887.18 83.7283.7283.7283.72 75.8075.8075.8075.80 83.2783.2783.2783.27 13.7013.7013.7013.70 31.8031.8031.8031.80

86.0986.0986.0986.09 80.8180.8180.8180.81 71.9771.9771.9771.97 80.8180.8180.8180.81 86.3686.3686.3686.36 81.8181.8181.8181.81 71.7071.7071.7071.70 81.2681.2681.2681.26 17.0417.0417.0417.04 48.8448.8448.8448.84

85.0085.0085.0085.00 78.2678.2678.2678.26 67.3267.3267.3267.32 78.0778.0778.0778.07 85.0985.0985.0985.09 79.2679.2679.2679.26 66.8766.8766.8766.87 78.8078.8078.8078.80 19.9219.9219.9219.92 68.7668.7668.7668.76

83.5483.5483.5483.54 75.2575.2575.2575.25 62.1362.1362.1362.13 74.7074.7074.7074.70 83.5483.5483.5483.54 76.2576.2576.2576.25 61.6761.6761.6761.67 75.8075.8075.8075.80 22.3122.3122.3122.31 91.0891.0891.0891.08

81.7281.7281.7281.72 72.0672.0672.0672.06 56.6656.6656.6656.66 71.3371.3371.3371.33 81.6381.6381.6381.63 72.9772.9772.9772.97 56.1256.1256.1256.12 72.6172.6172.6172.61 24.1724.1724.1724.17 115.2115.2115.2115.2

79.5379.5379.5379.53 68.5168.5168.5168.51 50.9250.9250.9250.92 67.4167.4167.4167.41 79.4479.4479.4479.44 69.4269.4269.4269.42 50.3850.3850.3850.38 68.9668.9668.9668.96 25.4725.4725.4725.47 140.7140.7140.7140.7

76.9876.9876.9876.98 64.5064.5064.5064.50 45.0045.0045.0045.00 63.5063.5063.5063.50 76.8076.8076.8076.80 65.5065.5065.5065.50 44.4644.4644.4644.46 65.0565.0565.0565.05 26.2126.2126.2126.21 166.9166.9166.9166.9

73.7973.7973.7973.79 60.3160.3160.3160.31 39.0839.0839.0839.08 59.0359.0359.0359.03 73.7973.7973.7973.79 61.3161.3161.3161.31 38.5338.5338.5338.53 60.8560.8560.8560.85 26.3626.3626.3626.36 193.3193.3193.3193.3

69.9769.9769.9769.97 55.7555.7555.7555.75 33.1633.1633.1633.16 54.3954.3954.3954.39 70.3370.3370.3370.33 56.8556.8556.8556.85 32.5232.5232.5232.52 56.2156.2156.2156.21 25.9225.9225.9225.92 219.2219.2219.2219.2

65.4165.4165.4165.41 50.8350.8350.8350.83 27.1427.1427.1427.14 49.5649.5649.5649.56 66.2366.2366.2366.23 52.2052.2052.2052.20 26.6026.6026.6026.60 51.3851.3851.3851.38 24.9224.9224.9224.92 244.1244.1244.1244.1

60.4960.4960.4960.49 45.9145.9145.9145.91 21.4121.4121.4121.41 44.5544.5544.5544.55 61.6761.6761.6761.67 47.2847.2847.2847.28 20.8620.8620.8620.86 46.3746.3746.3746.37 23.4123.4123.4123.41 267.5267.5267.5267.5

55.1155.1155.1155.11 40.8140.8140.8140.81 15.8515.8515.8515.85 39.6339.6339.6339.63 56.6656.6656.6656.66 42.3642.3642.3642.36 15.3915.3915.3915.39 41.3641.3641.3641.36 21.4621.4621.4621.46 289.0289.0289.0289.0

49.6549.6549.6549.65 35.8935.8935.8935.89 10.7510.7510.7510.75 34.7134.7134.7134.71 51.3851.3851.3851.38 37.3537.3537.3537.35 10.2910.2910.2910.29 36.3536.3536.3536.35 19.2219.2219.2219.22 308.2308.2308.2308.2

44.3644.3644.3644.36 31.2431.2431.2431.24 6.2866.2866.2866.286 30.1530.1530.1530.15 46.1946.1946.1946.19 32.7932.7932.7932.79 5.8305.8305.8305.830 31.7031.7031.7031.70 16.8716.8716.8716.87 325.1325.1325.1325.1

40.2640.2640.2640.26 27.6027.6027.6027.60 2.6422.6422.6422.642 26.1426.1426.1426.14 41.2741.2741.2741.27 28.5128.5128.5128.51 2.1862.1862.1862.186 27.5127.5127.5127.51 14.5714.5714.5714.57 339.7339.7339.7339.7

38.2638.2638.2638.26 26.4226.4226.4226.42 2.4592.4592.4592.459 25.0525.0525.0525.05 38.6238.6238.6238.62 26.8726.8726.8726.87 1.9131.9131.9131.913 26.3226.3226.3226.32 13.2913.2913.2913.29 353.0353.0353.0353.0

36.2636.2636.2636.26 23.8723.8723.8723.87 2.2772.2772.2772.277 22.2322.2322.2322.23 36.7136.7136.7136.71 24.6924.6924.6924.69 1.9131.9131.9131.913 23.8723.8723.8723.87 12.3812.3812.3812.38 365.3365.3365.3365.3

32.1632.1632.1632.16 20.9520.9520.9520.95 2.1862.1862.1862.186 19.9519.9519.9519.95 32.6132.6132.6132.61 21.4121.4121.4121.41 1.9131.9131.9131.913 20.5920.5920.5920.59 10.9110.9110.9110.91 376.3376.3376.3376.3

28.1528.1528.1528.15 17.8517.8517.8517.85 2.2772.2772.2772.277 17.5817.5817.5817.58 28.8828.8828.8828.88 18.5818.5818.5818.58 2.0042.0042.0042.004 18.0318.0318.0318.03 8.8378.8378.8378.837 385.1385.1385.1385.1

26.5126.5126.5126.51 16.2116.2116.2116.21 2.2772.2772.2772.277 15.4815.4815.4815.48 27.3327.3327.3327.33 16.7616.7616.7616.76 2.0042.0042.0042.004 15.8515.8515.8515.85 7.7197.7197.7197.719 392.8392.8392.8392.8

24.7824.7824.7824.78 15.1215.1215.1215.12 2.2772.2772.2772.277 14.3914.3914.3914.39 25.6925.6925.6925.69 15.4815.4815.4815.48 2.0042.0042.0042.004 14.6614.6614.6614.66 6.9166.9166.9166.916 399.7399.7399.7399.7

22.8622.8622.8622.86 13.9313.9313.9313.93 2.1862.1862.1862.186 13.4813.4813.4813.48 23.8723.8723.8723.87 14.6614.6614.6614.66 2.0952.0952.0952.095 13.5713.5713.5713.57 6.1276.1276.1276.127 405.9405.9405.9405.9

20.5920.5920.5920.59 11.3811.3811.3811.38 2.1862.1862.1862.186 10.9310.9310.9310.93 21.8621.8621.8621.86 12.5712.5712.5712.57 2.0952.0952.0952.095 11.0211.0211.0211.02 5.1675.1675.1675.167 411.0411.0411.0411.0

17.3117.3117.3117.31 7.9267.9267.9267.926 2.1862.1862.1862.186 8.0178.0178.0178.017 19.3119.3119.3119.31 9.3849.3849.3849.384 2.0952.0952.0952.095 7.6527.6527.6527.652 4.0394.0394.0394.039 415.1415.1415.1415.1

12.3912.3912.3912.39 4.6464.6464.6464.646 2.0952.0952.0952.095 5.3755.3755.3755.375 15.3915.3915.3915.39 6.5596.5596.5596.559 2.0952.0952.0952.095 4.6464.6464.6464.646 2.8752.8752.8752.875 417.9417.9417.9417.9

0000 0000 0000 0000 0000 0000 0000 0000 0000 417.9417.9417.9417.9

0000 0000 0000 0000 0000 0000 0000 0000 0000 417.9417.9417.9417.9

0000 0000 0000 0000 0000 0000 0000 0000 0000 417.9417.9417.9417.9

0000 0000 0000 0000 0000 0000 0000 0000 0000 417.9417.9417.9417.9

0000 0000 0000 0000 0000 0000 0000 0000 0000 417.9417.9417.9417.9

0000 0000 0000 0000 0000 0000 0000 0000 0000 417.9417.9417.9417.9

0000 0000 0000 0000 0000 0000 0000 0000 0000 417.9417.9417.9417.9

0000 0000 0000 0000 0000 0000 0000 0000 0000 417.9417.9417.9417.9

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:53.0%Humidity:53.0%Humidity:53.0%Humidity:53.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-25-2016Test Date:03-25-2016Test Date:03-25-2016Test Date:03-25-2016 Remarks:Remarks:Remarks:Remarks: LLKS T60 CW 120D 4.8W 24V DC IP44LLKS T60 CW 120D 4.8W 24V DC IP44LLKS T60 CW 120D 4.8W 24V DC IP44LLKS T60 CW 120D 4.8W 24V DC IP44
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000088

NAME: LLKS T60 CW 120D 4.8W 24V DC IP44 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE DIMENSION: 1005x25X20 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:53.0%Humidity:53.0%Humidity:53.0%Humidity:53.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-25-2016Test Date:03-25-2016Test Date:03-25-2016Test Date:03-25-2016 Remarks:Remarks:Remarks:Remarks: LLKS T60 CW 120D 4.8W 24V DC IP44LLKS T60 CW 120D 4.8W 24V DC IP44LLKS T60 CW 120D 4.8W 24V DC IP44LLKS T60 CW 120D 4.8W 24V DC IP44
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Fiberli - PSL Elektronik 

ISOLUX DIAGRAM

Report number: 2016000088

NAME: LLKS T60 CW 120D 4.8W 24V DC IP44 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE DIMENSION: 1005x25X20 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

-7-7-7-7 -6-6-6-6 -5-5-5-5 -4-4-4-4 -3-3-3-3 -2-2-2-2 -1-1-1-1 0000 1111 2222 3333 4444 5555 6666 77774444
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0.0040.0040.0040.004 0.0080.0080.0080.008 0.0250.0250.0250.025 0.0420.0420.0420.042 0.0840.0840.0840.084

0.2500.2500.2500.250 0.3400.3400.3400.340 0.4200.4200.4200.420 0.5000.5000.5000.500 0.6700.6700.6700.670

ILLUMINANCE AT MH=10 m,Enadir  = 0.84 lxILLUMINANCE AT MH=10 m,Enadir  = 0.84 lxILLUMINANCE AT MH=10 m,Enadir  = 0.84 lxILLUMINANCE AT MH=10 m,Enadir  = 0.84 lx

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:53.0%Humidity:53.0%Humidity:53.0%Humidity:53.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-25-2016Test Date:03-25-2016Test Date:03-25-2016Test Date:03-25-2016 Remarks:Remarks:Remarks:Remarks: LLKS T60 CW 120D 4.8W 24V DC IP44LLKS T60 CW 120D 4.8W 24V DC IP44LLKS T60 CW 120D 4.8W 24V DC IP44LLKS T60 CW 120D 4.8W 24V DC IP44
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000088

NAME: LLKS T60 CW 120D 4.8W 24V DC IP44 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE DIMENSION: 1005x25X20 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

30330 60300 90270 C0

γ 0γ 0γ 0γ 0

180

10

170

20

160

30

150

40

140

50

130

60

120

70

110

80

100

90

UNIT:cd

Imax=100%     87

 5%      4

10%      9

20%     17

30%     26

40%     35

50%     44

60%     52

70%     61

80%     70

90%     79
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Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:53.0%Humidity:53.0%Humidity:53.0%Humidity:53.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000088

NAME: LLKS T60 CW 120D 4.8W 24V DC IP44 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE DIMENSION: 1005x25X20 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

C0 C15

C30

C45

C60

C75

C90

C105

C120

C135

C150

C165C180C195

C210

C225

C240

C255

C270

C285

C300

C315

C330

C345

Max @   = 13.0DEGγγγγ

HOUSE SIDE

STREET SIDE

0.0

18.0

36.0

54.0

72.0

90.0

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:53.0%Humidity:53.0%Humidity:53.0%Humidity:53.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-25-2016Test Date:03-25-2016Test Date:03-25-2016Test Date:03-25-2016 Remarks:Remarks:Remarks:Remarks: LLKS T60 CW 120D 4.8W 24V DC IP44LLKS T60 CW 120D 4.8W 24V DC IP44LLKS T60 CW 120D 4.8W 24V DC IP44LLKS T60 CW 120D 4.8W 24V DC IP44
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000088

NAME: LLKS T60 CW 120D 4.8W 24V DC IP44 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE DIMENSION: 1005x25X20 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

0

0.0 84.3

5.0 86.0

10.0 87.0

15.0 87.3

20.0 86.9

25.0 86.0

30.0 85.0

35.0 83.5

40.0 81.7

45.0 79.5

50.0 76.9

55.0 73.7

60.0 69.9

65.0 65.4

70.0 60.4

75.0 55.1

80.0 49.6

85.0 44.3

90.0 40.2

95.0 38.2

100.0 36.2

105.0 32.1

110.0 28.1

115.0 26.5

120.0 24.7

125.0 22.8

130.0 20.5

135.0 17.3

140.0 12.3

145.0 0.00

150.0 0.00

155.0 0.00

160.0 0.00

165.0 0.00

170.0 0.00

175.0 0.00

180.0 0.00

15

84.2

85.9

86.7

86.8

86.2

85.1

83.8

82.2

80.1

77.8

74.9

71.6

67.6

63.0

58.1

52.7

47.4

42.1

38.3

36.4

34.5

30.3

24.4

23.8

22.8

21.3

19.3

16.1

11.4

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

30

84.1

85.3

86.1

86.0

85.2

83.9

82.0

79.9

77.5

74.7

71.4

67.8

63.6

59.1

54.2

49.1

43.9

38.9

34.9

33.4

31.6

23.0

21.8

20.5

19.8

18.7

16.9

13.3

9.20

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

45

84.0

84.8

85.0

84.3

82.9

80.8

78.2

75.2

72.0

68.5

64.5

60.3

55.7

50.8

45.9

40.8

35.8

31.2

27.6

26.4

23.8

20.9

17.8

16.2

15.1

13.9

11.3

7.92

4.64

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

60

84.0

84.1

84.0

82.8

80.8

78.1

74.9

71.2

67.0

62.6

58.1

53.2

48.2

43.0

37.9

32.7

27.8

23.4

19.7

19.0

15.1

15.3

12.5

11.0

10.2

7.47

5.19

3.00

2.82

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

75

83.9

83.4

82.3

80.3

77.6

74.0

69.9

65.4

60.4

55.2

49.7

44.2

38.7

33.1

27.6

22.2

17.3

13.0

9.65

9.20

8.19

7.56

5.46

3.37

2.64

2.45

2.36

2.36

2.18

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

90

83.9

83.4

81.9

79.4

76.0

71.9

67.3

62.1

56.6

50.9

45.0

39.0

33.1

27.1

21.4

15.8

10.7

6.28

2.64

2.45

2.27

2.18

2.27

2.27

2.27

2.18

2.18

2.18

2.09

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

105

84.0

83.5

82.3

80.2

77.4

73.8

69.6

64.9

59.9

54.6

49.1

43.4

37.8

32.0

26.6

21.1

16.1

11.8

8.29

8.01

7.19

6.10

4.00

2.55

2.45

2.27

2.09

2.27

2.09

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

120

84.0

84.1

84.0

82.8

80.8

78.0

74.7

70.7

66.5

61.8

57.1

52.1

47.0

41.7

36.5

31.3

26.3

21.9

18.1

17.3

13.9

14.0

11.9

10.4

9.01

6.74

4.73

3.18

3.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

135

84.0

84.7

85.0

84.4

82.9

80.8

78.0

74.7

71.3

67.4

63.5

59.0

54.3

49.5

44.5

39.6

34.7

30.1

26.1

25.0

22.2

19.9

17.5

15.4

14.3

13.4

10.9

8.01

5.37

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

150

84.1

85.2

86.0

86.1

85.3

83.9

81.8

79.5

76.8

73.8

70.5

66.7

62.7

58.3

53.5

48.5

43.5

38.7

34.1

32.5

30.9

23.9

21.5

20.4

19.6

18.6

16.9

13.9

10.2

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

165

84.1

85.5

86.6

86.9

86.3

85.1

83.5

81.8

79.5

77.0

74.1

70.8

67.1

62.8

58.1

53.2

48.0

42.9

38.2

36.3

34.5

30.3

23.9

23.5

22.7

21.5

19.8

17.1

12.8

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

180

84.3

85.2

86.7

87.3

87.1

86.3

85.0

83.5

81.6

79.4

76.8

73.7

70.3

66.2

61.6

56.6

51.3

46.1

41.2

38.6

36.7

32.6

28.8

27.3

25.6

23.8

21.8

19.3

15.3

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

195

84.2

85.0

86.5

87.1

86.9

86.0

84.6

82.9

80.9

78.7

76.0

72.9

69.4

65.3

60.7

55.8

50.6

45.4

40.5

37.9

36.0

31.8

25.2

24.8

23.9

22.6

20.9

18.4

14.3

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

210

84.1

85.0

86.0

86.1

85.4

84.0

81.9

79.8

77.2

74.3

71.0

67.4

63.5

59.0

54.3

49.5

44.4

39.5

34.8

32.8

31.3

24.3

21.5

20.3

19.7

19.0

17.4

14.7

11.0

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:53.0%Humidity:53.0%Humidity:53.0%Humidity:53.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-25-2016Test Date:03-25-2016Test Date:03-25-2016Test Date:03-25-2016 Remarks:Remarks:Remarks:Remarks: LLKS T60 CW 120D 4.8W 24V DC IP44LLKS T60 CW 120D 4.8W 24V DC IP44LLKS T60 CW 120D 4.8W 24V DC IP44LLKS T60 CW 120D 4.8W 24V DC IP44
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000088

NAME: LLKS T60 CW 120D 4.8W 24V DC IP44 TYPE:LED LINE WEIGHT:

SPECIFICATION:LED LINE DIMENSION: 1005x25X20 SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

225

0.0 84.0

5.0 84.6

10.0 85.1

15.0 84.9

20.0 83.7

25.0 81.8

30.0 79.2

35.0 76.2

40.0 72.9

45.0 69.4

50.0 65.5

55.0 61.3

60.0 56.8

65.0 52.2

70.0 47.2

75.0 42.3

80.0 37.3

85.0 32.7

90.0 28.5

95.0 26.8

100.0 24.6

105.0 21.4

110.0 18.5

115.0 16.7

120.0 15.4

125.0 14.6

130.0 12.5

135.0 9.38

140.0 6.55

145.0 0.00

150.0 0.00

155.0 0.00

160.0 0.00

165.0 0.00

170.0 0.00

175.0 0.00

180.0 0.00

240

84.0

84.1

83.9

82.8

80.9

78.1

74.8

70.9

66.6

62.2

57.4

52.6

47.6

42.4

37.2

32.1

27.3

22.8

18.9

18.0

14.4

14.7

12.7

10.7

10.0

7.65

5.64

3.64

3.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

255

83.9

83.7

82.9

81.1

78.6

75.3

71.3

66.8

61.9

56.8

51.4

46.0

40.2

34.7

29.2

23.7

18.6

14.2

10.2

9.65

8.74

8.19

6.10

4.09

2.91

2.73

2.45

2.27

2.45

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

270

83.9

83.3

81.8

79.2

75.8

71.7

66.8

61.6

56.1

50.3

44.4

38.5

32.5

26.6

20.8

15.3

10.2

5.83

2.18

1.91

1.91

1.91

2.00

2.00

2.00

2.09

2.09

2.09

2.09

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

285

84.0

83.6

82.6

80.8

78.1

74.7

70.6

66.2

61.2

56.0

50.6

45.0

39.3

33.7

28.1

22.6

17.5

13.0

9.20

8.65

7.74

6.92

4.64

3.00

2.82

2.73

2.45

2.18

2.45

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

300

84.0

83.9

83.6

82.3

80.2

77.5

74.0

70.1

65.9

61.4

56.7

51.8

46.7

41.4

36.2

31.0

26.1

21.7

17.9

17.2

13.4

13.8

11.1

9.74

8.47

5.92

4.00

2.91

2.82

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

315

84.0

84.6

85.0

84.5

83.2

81.2

78.8

75.8

72.6

68.9

65.0

60.8

56.2

51.3

46.3

41.3

36.3

31.7

27.5

26.3

23.8

20.5

18.0

15.8

14.6

13.5

11.0

7.65

4.64

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

330

84.1

85.0

85.9

85.8

85.0

83.6

81.7

79.5

77.0

74.1

70.7

67.1

63.0

58.3

53.5

48.3

43.1

38.2

33.8

32.2

30.6

22.6

20.7

19.5

18.8

17.9

16.2

12.7

8.83

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

345

84.1

85.3

86.6

87.0

86.7

85.7

84.5

82.9

81.0

78.8

76.1

72.9

69.2

64.8

59.9

54.7

49.3

44.0

39.3

37.3

35.4

31.2

24.4

23.8

23.0

21.6

19.7

16.9

12.2

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:53.0%Humidity:53.0%Humidity:53.0%Humidity:53.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-25-2016Test Date:03-25-2016Test Date:03-25-2016Test Date:03-25-2016 Remarks:Remarks:Remarks:Remarks: LLKS T60 CW 120D 4.8W 24V DC IP44LLKS T60 CW 120D 4.8W 24V DC IP44LLKS T60 CW 120D 4.8W 24V DC IP44LLKS T60 CW 120D 4.8W 24V DC IP44
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