
Fiberli - PSL Elektronik 

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 2016000081

NAME: LLU T180 CW 120D 14.4W 24V DC IP44D TYPE:LED LINE WEIGHT:---

SPECIFICATION:LED LINE U DIMENSION: 1010x50x19mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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TEST DATA:

MODEL:

NOMINAL POWER(W):

RATED VOLTAGE(V):

NOMINAL FLUX(lm):

TEST FLUX(lm:

LAMPS QUANTITY:

Imax(cd):

EFFICIENCY(%):

TOTAL FLUX(lm):

MAXIMUM(C,  ):

   up(%):

   down(%):

   street_up(%):

   street_down(%):

   house_up(%)

   house_down(%):
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LLU

14.4

24

430.2

430.2

1

125.0

100.0

430.2

90,0.0

8.7

91.3

4.5

48.5

4.2

42.7

Test:U:24.00V I:0.188A P:14.40W PF:0.559Test:U:24.00V I:0.188A P:14.40W PF:0.559Test:U:24.00V I:0.188A P:14.40W PF:0.559Test:U:24.00V I:0.188A P:14.40W PF:0.559

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:53.0%Humidity:53.0%Humidity:53.0%Humidity:53.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-12-2016Test Date:03-12-2016Test Date:03-12-2016Test Date:03-12-2016 Remarks:Remarks:Remarks:Remarks: LLU T180 CW 120D 14.4W 24V DC IP44DLLU T180 CW 120D 14.4W 24V DC IP44DLLU T180 CW 120D 14.4W 24V DC IP44DLLU T180 CW 120D 14.4W 24V DC IP44D
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Fiberli - PSL Elektronik 

ZONAL FLUX DIAGRAM

Report number: 2016000081

NAME: LLU T180 CW 120D 14.4W 24V DC IP44D TYPE:LED LINE WEIGHT:---

SPECIFICATION:LED LINE U DIMENSION: 1010x50x19mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

123.5123.5123.5123.5 123.6123.6123.6123.6 124.3124.3124.3124.3 124.0124.0124.0124.0 124.0124.0124.0124.0 124.5124.5124.5124.5 124.3124.3124.3124.3 124.2124.2124.2124.2 2.9742.9742.9742.974 2.9742.9742.9742.974

120.8120.8120.8120.8 120.8120.8120.8120.8 122.1122.1122.1122.1 121.8121.8121.8121.8 121.9121.9121.9121.9 122.7122.7122.7122.7 122.2122.2122.2122.2 122.0122.0122.0122.0 8.7828.7828.7828.782 11.7511.7511.7511.75

116.8116.8116.8116.8 116.8116.8116.8116.8 118.7118.7118.7118.7 118.0118.0118.0118.0 118.1118.1118.1118.1 119.4119.4119.4119.4 118.8118.8118.8118.8 118.5118.5118.5118.5 14.1914.1914.1914.19 25.9525.9525.9525.95

111.6111.6111.6111.6 111.6111.6111.6111.6 113.9113.9113.9113.9 113.1113.1113.1113.1 113.4113.4113.4113.4 114.7114.7114.7114.7 114.0114.0114.0114.0 113.6113.6113.6113.6 18.9918.9918.9918.99 44.9444.9444.9444.94

105.6105.6105.6105.6 105.4105.4105.4105.4 108.1108.1108.1108.1 107.1107.1107.1107.1 107.6107.6107.6107.6 109.1109.1109.1109.1 108.2108.2108.2108.2 107.7107.7107.7107.7 23.0223.0223.0223.02 67.9667.9667.9667.96

98.9498.9498.9498.94 98.4898.4898.4898.48 101.4101.4101.4101.4 100.3100.3100.3100.3 101.1101.1101.1101.1 102.6102.6102.6102.6 101.4101.4101.4101.4 101.1101.1101.1101.1 26.1626.1626.1626.16 94.1394.1394.1394.13

91.7491.7491.7491.74 91.0191.0191.0191.01 94.0294.0294.0294.02 93.0293.0293.0293.02 94.2994.2994.2994.29 95.6695.6695.6695.66 94.2094.2094.2094.20 93.8493.8493.8493.84 28.3628.3628.3628.36 122.4122.4122.4122.4

84.5484.5484.5484.54 83.0883.0883.0883.08 85.9185.9185.9185.91 85.1885.1885.1885.18 87.0087.0087.0087.00 88.1088.1088.1088.10 85.9185.9185.9185.91 86.0086.0086.0086.00 29.6129.6129.6129.61 152.1152.1152.1152.1

77.4477.4477.4477.44 75.0775.0775.0775.07 77.5377.5377.5377.53 77.1677.1677.1677.16 79.8079.8079.8079.80 80.1780.1780.1780.17 77.2577.2577.2577.25 77.8077.8077.8077.80 29.9429.9429.9429.94 182.0182.0182.0182.0

70.4270.4270.4270.42 67.1467.1467.1467.14 70.3370.3370.3370.33 68.9668.9668.9668.96 72.7072.7072.7072.70 72.3372.3372.3372.33 68.4268.4268.4268.42 69.6069.6069.6069.60 29.4729.4729.4729.47 211.5211.5211.5211.5

63.6863.6863.6863.68 59.4059.4059.4059.40 60.5860.5860.5860.58 60.8560.8560.8560.85 65.8765.8765.8765.87 64.5064.5064.5064.50 59.6759.6759.6759.67 61.4961.4961.4961.49 28.2528.2528.2528.25 239.7239.7239.7239.7

57.3057.3057.3057.30 52.1152.1152.1152.11 51.6551.6551.6551.65 53.0253.0253.0253.02 59.2159.2159.2159.21 56.9456.9456.9456.94 51.1151.1151.1151.11 53.6653.6653.6653.66 26.4226.4226.4226.42 266.2266.2266.2266.2

51.2051.2051.2051.20 45.0945.0945.0945.09 42.0042.0042.0042.00 45.6445.6445.6445.64 52.8452.8452.8452.84 49.8349.8349.8349.83 41.7241.7241.7241.72 46.1946.1946.1946.19 24.0424.0424.0424.04 290.2290.2290.2290.2

45.2845.2845.2845.28 38.6238.6238.6238.62 32.1632.1632.1632.16 38.5338.5338.5338.53 46.7346.7346.7346.73 42.8242.8242.8242.82 31.7931.7931.7931.79 39.0839.0839.0839.08 21.2821.2821.2821.28 311.5311.5311.5311.5

39.8139.8139.8139.81 32.5232.5232.5232.52 22.2322.2322.2322.23 31.9731.9731.9731.97 41.0841.0841.0841.08 36.3536.3536.3536.35 21.7721.7721.7721.77 32.6132.6132.6132.61 18.2818.2818.2818.28 329.8329.8329.8329.8

34.7134.7134.7134.71 27.0527.0527.0527.05 13.9313.9313.9313.93 26.1426.1426.1426.14 35.7135.7135.7135.71 30.4230.4230.4230.42 13.4813.4813.4813.48 26.7826.7826.7826.78 15.2415.2415.2415.24 345.0345.0345.0345.0

30.1530.1530.1530.15 22.4122.4122.4122.41 6.9246.9246.9246.924 21.0421.0421.0421.04 30.9730.9730.9730.97 25.2325.2325.2325.23 6.3776.3776.3776.377 21.6821.6821.6821.68 12.4112.4112.4112.41 357.4357.4357.4357.4

25.8725.8725.8725.87 18.2218.2218.2218.22 3.7353.7353.7353.735 16.7616.7616.7616.76 26.6926.6926.6926.69 20.7720.7720.7720.77 2.9152.9152.9152.915 17.4017.4017.4017.40 9.9989.9989.9989.998 367.4367.4367.4367.4

22.2322.2322.2322.23 14.9414.9414.9414.94 3.2793.2793.2793.279 13.3013.3013.3013.30 22.7722.7722.7722.77 16.9416.9416.9416.94 2.7332.7332.7332.733 14.0314.0314.0314.03 8.1288.1288.1288.128 375.6375.6375.6375.6

18.8518.8518.8518.85 12.1112.1112.1112.11 3.0973.0973.0973.097 9.6579.6579.6579.657 19.1319.1319.1319.13 13.5713.5713.5713.57 2.6422.6422.6422.642 10.7510.7510.7510.75 6.5596.5596.5596.559 382.1382.1382.1382.1

15.0315.0315.0315.03 8.8378.8378.8378.837 3.0063.0063.0063.006 7.1977.1977.1977.197 14.9414.9414.9414.94 9.8399.8399.8399.839 2.6422.6422.6422.642 8.1998.1998.1998.199 5.1055.1055.1055.105 387.2387.2387.2387.2

11.9311.9311.9311.93 6.6506.6506.6506.650 2.8242.8242.8242.824 5.4665.4665.4665.466 11.3811.3811.3811.38 7.4707.4707.4707.470 2.5502.5502.5502.550 6.6506.6506.6506.650 3.6943.6943.6943.694 390.9390.9390.9390.9

10.0210.0210.0210.02 5.4665.4665.4665.466 2.8242.8242.8242.824 4.1904.1904.1904.190 9.3849.3849.3849.384 5.8305.8305.8305.830 2.5502.5502.5502.550 5.0105.0105.0105.010 2.9762.9762.9762.976 393.9393.9393.9393.9

8.2908.2908.2908.290 4.5554.5554.5554.555 2.8242.8242.8242.824 3.6443.6443.6443.644 7.6527.6527.6527.652 4.8284.8284.8284.828 2.5502.5502.5502.550 4.2824.2824.2824.282 2.4472.4472.4472.447 396.4396.4396.4396.4

6.8336.8336.8336.833 3.9173.9173.9173.917 2.7332.7332.7332.733 3.2793.2793.2793.279 6.1956.1956.1956.195 4.1904.1904.1904.190 2.5502.5502.5502.550 3.9173.9173.9173.917 2.0282.0282.0282.028 398.4398.4398.4398.4

5.5575.5575.5575.557 3.5533.5533.5533.553 2.7332.7332.7332.733 3.0063.0063.0063.006 5.1015.1015.1015.101 3.6443.6443.6443.644 2.5502.5502.5502.550 3.4623.4623.4623.462 1.6761.6761.6761.676 400.1400.1400.1400.1

4.6464.6464.6464.646 3.0973.0973.0973.097 2.7332.7332.7332.733 2.9152.9152.9152.915 4.2824.2824.2824.282 3.3703.3703.3703.370 2.5502.5502.5502.550 3.0973.0973.0973.097 1.3891.3891.3891.389 401.4401.4401.4401.4

3.8263.8263.8263.826 2.9152.9152.9152.915 2.6422.6422.6422.642 2.8242.8242.8242.824 3.6443.6443.6443.644 3.1883.1883.1883.188 2.5502.5502.5502.550 2.8242.8242.8242.824 1.1581.1581.1581.158 430.2

0000 0000 0000 0000 0000 0000 0000 0000 000

0000 0000 0000 0000 0000 0000 0000 0000 000

0000 0000 0000 0000 0000 0000 0000 0000 000

0000 0000 0000 0000 0000 0000 0000 0000 000

0000 0000 0000 0000 0000 0000 0000 0000 000

0000 0000 0000 0000 0000 0000 0000 0000 000

0000 0000 0000 0000 0000 0000 0000 0000 000

0000 0000 0000 0000 0000 0000 0000 0000 000

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:53.0%Humidity:53.0%Humidity:53.0%Humidity:53.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-12-2016Test Date:03-12-2016Test Date:03-12-2016Test Date:03-12-2016 Remarks:Remarks:Remarks:Remarks: LLU T180 CW 120D 14.4W 24V DC IP44DLLU T180 CW 120D 14.4W 24V DC IP44DLLU T180 CW 120D 14.4W 24V DC IP44DLLU T180 CW 120D 14.4W 24V DC IP44D
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000081

NAME: LLU T180 CW 120D 14.4W 24V DC IP44D TYPE:LED LINE WEIGHT:---

SPECIFICATION:LED LINE U DIMENSION: 1010x50x19mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:53.0%Humidity:53.0%Humidity:53.0%Humidity:53.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-12-2016Test Date:03-12-2016Test Date:03-12-2016Test Date:03-12-2016 Remarks:Remarks:Remarks:Remarks: LLU T180 CW 120D 14.4W 24V DC IP44DLLU T180 CW 120D 14.4W 24V DC IP44DLLU T180 CW 120D 14.4W 24V DC IP44DLLU T180 CW 120D 14.4W 24V DC IP44D
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Fiberli - PSL Elektronik 

ISOLUX DIAGRAM

Report number: 2016000081

NAME: LLU T180 CW 120D 14.4W 24V DC IP44D TYPE:LED LINE WEIGHT:---

SPECIFICATION:LED LINE U DIMENSION: 1010x50x19mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

-7-7-7-7 -6-6-6-6 -5-5-5-5 -4-4-4-4 -3-3-3-3 -2-2-2-2 -1-1-1-1 0000 1111 2222 3333 4444 5555 6666 77774444

3333
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0000

1111

2222

RATIO OF DISTANCE TO MOUNTING HEIGHTRATIO OF DISTANCE TO MOUNTING HEIGHTRATIO OF DISTANCE TO MOUNTING HEIGHTRATIO OF DISTANCE TO MOUNTING HEIGHT
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0.0060.0060.0060.006 0.0130.0130.0130.013 0.0380.0380.0380.038 0.0630.0630.0630.063 0.1300.1300.1300.130

0.3800.3800.3800.380 0.5000.5000.5000.500 0.6300.6300.6300.630 0.7500.7500.7500.750 1.01.01.01.0

ILLUMINANCE AT MH=10 m,Enadir  = 1.25 lxILLUMINANCE AT MH=10 m,Enadir  = 1.25 lxILLUMINANCE AT MH=10 m,Enadir  = 1.25 lxILLUMINANCE AT MH=10 m,Enadir  = 1.25 lx

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:53.0%Humidity:53.0%Humidity:53.0%Humidity:53.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-12-2016Test Date:03-12-2016Test Date:03-12-2016Test Date:03-12-2016 Remarks:Remarks:Remarks:Remarks: LLU T180 CW 120D 14.4W 24V DC IP44DLLU T180 CW 120D 14.4W 24V DC IP44DLLU T180 CW 120D 14.4W 24V DC IP44DLLU T180 CW 120D 14.4W 24V DC IP44D

Page 4 Of 8Page 4 Of 8Page 4 Of 8Page 4 Of 8



Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000081

NAME: LLU T180 CW 120D 14.4W 24V DC IP44D TYPE:LED LINE WEIGHT:---

SPECIFICATION:LED LINE U DIMENSION: 1010x50x19mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

30330 60300 90270 C0

γ 0γ 0γ 0γ 0

180
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170

20

160

30
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40

140

50

130

60

120

70

110

80

100

90

UNIT:cd

Imax=100%    125

 5%      6

10%     13

20%     25

30%     38

40%     50

50%     63

60%     75

70%     88

80%    100

90%    113

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:53.0%Humidity:53.0%Humidity:53.0%Humidity:53.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-12-2016Test Date:03-12-2016Test Date:03-12-2016Test Date:03-12-2016 Remarks:Remarks:Remarks:Remarks: LLU T180 CW 120D 14.4W 24V DC IP44DLLU T180 CW 120D 14.4W 24V DC IP44DLLU T180 CW 120D 14.4W 24V DC IP44DLLU T180 CW 120D 14.4W 24V DC IP44D
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000081

NAME: LLU T180 CW 120D 14.4W 24V DC IP44D TYPE:LED LINE WEIGHT:---

SPECIFICATION:LED LINE U DIMENSION: 1010x50x19mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

C0 C15

C30
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C345

Max @   = 0.0DEGγγγγ
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STREET SIDE

0

30

60

90
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:53.0%Humidity:53.0%Humidity:53.0%Humidity:53.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-12-2016Test Date:03-12-2016Test Date:03-12-2016Test Date:03-12-2016 Remarks:Remarks:Remarks:Remarks: LLU T180 CW 120D 14.4W 24V DC IP44DLLU T180 CW 120D 14.4W 24V DC IP44DLLU T180 CW 120D 14.4W 24V DC IP44DLLU T180 CW 120D 14.4W 24V DC IP44D
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000081

NAME: LLU T180 CW 120D 14.4W 24V DC IP44D TYPE:LED LINE WEIGHT:---

SPECIFICATION:LED LINE U DIMENSION: 1010x50x19mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

0

0.0 125

5.0 124

10.0 121

15.0 117

20.0 112

25.0 106

30.0 98.9

35.0 91.7

40.0 84.5

45.0 77.4

50.0 70.4

55.0 63.6

60.0 57.3

65.0 51.2

70.0 45.2

75.0 39.8

80.0 34.7

85.0 30.1

90.0 25.8

95.0 22.2

100.0 18.8

105.0 15.0

110.0 11.9

115.0 10.0

120.0 8.29

125.0 6.83

130.0 5.55

135.0 4.64

140.0 3.82

145.0 0.00

150.0 0.00

155.0 0.00

160.0 0.00

165.0 0.00

170.0 0.00

175.0 0.00

180.0 0.00

15

125

123

120

116

111

105

97.8

90.5

82.9

75.8

68.7

61.9

55.3

49.1

43.3

37.9

32.8

28.2

24.0

20.4

17.3

13.3

9.83

8.56

7.19

6.01

4.91

4.19

3.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

30

125

124

121

117

112

106

99.3

92.1

84.4

76.8

69.5

62.3

55.4

49.0

42.8

37.0

31.7

27.0

22.7

19.1

16.1

10.6

9.01

7.56

6.37

5.46

4.64

4.00

3.37

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

45

125

124

121

117

112

105

98.4

91.0

83.0

75.0

67.1

59.4

52.1

45.0

38.6

32.5

27.0

22.4

18.2

14.9

12.1

8.83

6.65

5.46

4.55

3.91

3.55

3.09

2.91

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

60

125

124

122

118

113

107

100

92.8

84.9

76.6

68.1

59.5

51.4

43.6

36.1

29.4

23.3

18.2

14.2

11.0

7.74

6.46

5.01

4.09

3.64

3.27

3.00

2.82

2.73

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

75

125

124

121

118

113

107

99.5

91.9

83.7

75.2

66.4

57.4

48.4

39.5

30.8

23.1

16.3

10.9

7.19

5.01

3.73

3.09

2.73

2.64

2.55

2.45

2.55

2.55

2.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

90

125

124

122

119

114

108

101

94.0

85.9

77.5

70.3

60.5

51.6

42.0

32.1

22.2

13.9

6.92

3.73

3.27

3.09

3.00

2.82

2.82

2.82

2.73

2.73

2.73

2.64

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

105

125

124

122

118

113

107

100

92.6

84.4

75.8

67.0

57.9

48.8

39.7

30.5

22.0

14.3

8.47

4.82

3.27

2.73

2.55

2.55

2.45

2.45

2.55

2.45

2.55

2.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

120

125

124

122

119

114

108

102

94.2

86.2

78.0

69.5

60.8

52.2

43.7

35.7

28.3

21.6

16.1

11.8

8.74

5.83

4.73

3.82

3.46

3.18

3.09

2.91

2.82

2.73

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

135

125

124

122

118

113

107

100

93.0

85.1

77.1

68.9

60.8

53.0

45.6

38.5

31.9

26.1

21.0

16.7

13.3

9.65

7.19

5.46

4.19

3.64

3.27

3.00

2.91

2.82

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

150

125

124

122

119

114

108

102

94.6

87.1

79.4

71.8

64.4

57.3

50.4

43.8

37.8

32.1

27.1

22.8

18.9

15.4

10.8

8.19

6.65

5.64

4.82

4.09

3.55

3.27

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

165

125

124

122

118

113

107

101

93.5

86.0

78.8

71.5

64.4

57.7

51.2

45.0

39.3

33.9

29.1

24.8

21.0

17.4

13.1

9.20

7.74

6.46

5.37

4.46

3.82

3.37

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

180

125

124

122

118

113

108

101

94.2

87.0

79.8

72.7

65.8

59.2

52.8

46.7

41.0

35.7

30.9

26.6

22.7

19.1

14.9

11.3

9.38

7.65

6.19

5.10

4.28

3.64

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

195

125

124

122

119

114

109

102

95.6

88.3

81.0

73.9

67.0

60.2

53.8

47.5

41.8

36.3

31.5

27.0

23.0

19.3

14.8

10.5

9.01

7.47

6.19

5.10

4.28

3.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

210

125

124

122

119

114

108

101

94.3

86.8

79.2

71.7

64.4

57.3

50.6

44.1

38.1

32.7

27.6

23.3

19.4

16.0

10.7

8.19

6.74

5.64

4.73

4.09

3.46

3.27

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:53.0%Humidity:53.0%Humidity:53.0%Humidity:53.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-12-2016Test Date:03-12-2016Test Date:03-12-2016Test Date:03-12-2016 Remarks:Remarks:Remarks:Remarks: LLU T180 CW 120D 14.4W 24V DC IP44DLLU T180 CW 120D 14.4W 24V DC IP44DLLU T180 CW 120D 14.4W 24V DC IP44DLLU T180 CW 120D 14.4W 24V DC IP44D
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000081

NAME: LLU T180 CW 120D 14.4W 24V DC IP44D TYPE:LED LINE WEIGHT:---

SPECIFICATION:LED LINE U DIMENSION: 1010x50x19mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

225

0.0 125

5.0 125

10.0 123

15.0 119

20.0 115

25.0 109

30.0 103

35.0 95.6

40.0 88.1

45.0 80.1

50.0 72.3

55.0 64.5

60.0 56.9

65.0 49.8

70.0 42.8

75.0 36.3

80.0 30.4

85.0 25.2

90.0 20.7

95.0 16.9

100.0 13.5

105.0 9.83

110.0 7.47

115.0 5.83

120.0 4.82

125.0 4.19

130.0 3.64

135.0 3.37

140.0 3.18

145.0 0.00

150.0 0.00

155.0 0.00

160.0 0.00

165.0 0.00

170.0 0.00

175.0 0.00

180.0 0.00

240

125

124

122

119

114

108

101

94.1

86.1

77.9

69.6

61.0

52.6

44.7

37.0

30.0

23.6

18.3

14.1

10.7

7.19

5.73

4.55

3.64

3.18

2.91

2.91

2.82

2.82

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

255

125

125

123

120

115

109

103

95.5

87.5

79.0

70.4

61.4

52.4

43.5

34.6

26.3

19.1

13.0

8.74

6.19

4.55

3.73

3.37

3.09

3.00

2.82

2.73

2.64

2.73

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

270

125

124

122

119

114

108

101

94.2

85.9

77.2

68.4

59.6

51.1

41.7

31.7

21.7

13.4

6.37

2.91

2.73

2.64

2.64

2.55

2.55

2.55

2.55

2.55

2.55

2.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

285

125

125

123

119

115

109

102

95.1

87.0

78.6

69.8

60.7

51.4

42.1

32.7

23.8

15.9

9.74

6.01

4.37

3.55

3.18

3.00

2.91

2.82

2.82

2.73

2.64

2.64

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

300

125

124

122

118

113

107

100

93.0

84.9

76.4

67.6

58.8

50.0

41.6

33.6

26.3

19.8

14.6

10.6

8.01

5.37

4.37

3.55

3.18

2.82

2.64

2.55

2.55

2.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

315

125

124

122

119

114

108

101

93.8

86.0

77.8

69.6

61.4

53.6

46.1

39.0

32.6

26.7

21.6

17.4

14.0

10.7

8.19

6.65

5.01

4.28

3.91

3.46

3.09

2.82

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

330

125

124

121

117

112

106

99.2

91.9

84.0

76.3

68.6

61.3

54.2

47.4

41.0

35.2

29.8

25.0

20.8

17.3

14.3

10.3

7.74

6.37

5.37

4.64

4.00

3.46

3.09

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

345

125

124

122

118

113

107

100

92.9

85.4

78.0

70.9

64.0

57.3

50.9

44.8

39.1

33.9

29.2

24.9

21.2

17.9

13.8

10.0

8.65

7.37

6.19

5.19

4.37

3.64

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:53.0%Humidity:53.0%Humidity:53.0%Humidity:53.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTANOperators:REGAIP DASTAN
Test Date:03-12-2016Test Date:03-12-2016Test Date:03-12-2016Test Date:03-12-2016 Remarks:Remarks:Remarks:Remarks: LLU T180 CW 120D 14.4W 24V DC IP44DLLU T180 CW 120D 14.4W 24V DC IP44DLLU T180 CW 120D 14.4W 24V DC IP44DLLU T180 CW 120D 14.4W 24V DC IP44D
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