
Fiberli - PSL Elektronik 

STREETLIGHT PHOTOMETRIC TEST REPORT

Report number: 2016000086

NAME: LLU PT30 CW 120D 12W 24V DC IP44D TYPE:LED LINE WEIGHT:---

SPECIFICATION:LED LINE U DIMENSION: 1010x50x19mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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TEST DATA:

MODEL:

NOMINAL POWER(W):

RATED VOLTAGE(V):

NOMINAL FLUX(lm):

TEST FLUX(lm:

LAMPS QUANTITY:

Imax(cd):

EFFICIENCY(%):

TOTAL FLUX(lm):

MAXIMUM(C,  ):

   up(%):

   down(%):

   street_up(%):

   street_down(%):

   house_up(%)

   house_down(%):
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Test:U:24.00V I:0.158A P:12.00W PF:0.544Test:U:24.00V I:0.158A P:12.00W PF:0.544Test:U:24.00V I:0.158A P:12.00W PF:0.544Test:U:24.00V I:0.158A P:12.00W PF:0.544

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:52.0%Humidity:52.0%Humidity:52.0%Humidity:52.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAI DASTANOperators:REGAI DASTANOperators:REGAI DASTANOperators:REGAI DASTAN
Test Date:03-14-2016Test Date:03-14-2016Test Date:03-14-2016Test Date:03-14-2016 Remarks:Remarks:Remarks:Remarks: LLU PT30 CW 120D 12W 24V DC IP44DLLU PT30 CW 120D 12W 24V DC IP44DLLU PT30 CW 120D 12W 24V DC IP44DLLU PT30 CW 120D 12W 24V DC IP44D
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Fiberli - PSL Elektronik 

ZONAL FLUX DIAGRAM

Report number: 2016000086

NAME: LLU PT30 CW 120D 12W 24V DC IP44D TYPE:LED LINE WEIGHT:---

SPECIFICATION:LED LINE U DIMENSION: 1010x50x19mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

 γ γ γ γ

  5.0  5.0  5.0  5.0   0-  5  0-  5  0-  5  0-  5

 10.0 10.0 10.0 10.0   5- 10  5- 10  5- 10  5- 10

 15.0 15.0 15.0 15.0  10- 15 10- 15 10- 15 10- 15

 20.0 20.0 20.0 20.0  15- 20 15- 20 15- 20 15- 20

 25.0 25.0 25.0 25.0  20- 25 20- 25 20- 25 20- 25

 30.0 30.0 30.0 30.0  25- 30 25- 30 25- 30 25- 30

 35.0 35.0 35.0 35.0  30- 35 30- 35 30- 35 30- 35

 40.0 40.0 40.0 40.0  35- 40 35- 40 35- 40 35- 40

 45.0 45.0 45.0 45.0  40- 45 40- 45 40- 45 40- 45

 50.0 50.0 50.0 50.0  45- 50 45- 50 45- 50 45- 50

 55.0 55.0 55.0 55.0  50- 55 50- 55 50- 55 50- 55

 60.0 60.0 60.0 60.0  55- 60 55- 60 55- 60 55- 60

 65.0 65.0 65.0 65.0  60- 65 60- 65 60- 65 60- 65

 70.0 70.0 70.0 70.0  65- 70 65- 70 65- 70 65- 70

 75.0 75.0 75.0 75.0  70- 75 70- 75 70- 75 70- 75

 80.0 80.0 80.0 80.0  75- 80 75- 80 75- 80 75- 80

 85.0 85.0 85.0 85.0  80- 85 80- 85 80- 85 80- 85

 90.0 90.0 90.0 90.0  85- 90 85- 90 85- 90 85- 90

 95.0 95.0 95.0 95.0  90- 95 90- 95 90- 95 90- 95

100.0100.0100.0100.0  95-100 95-100 95-100 95-100

105.0105.0105.0105.0 100-105100-105100-105100-105

110.0110.0110.0110.0 105-110105-110105-110105-110

115.0115.0115.0115.0 110-115110-115110-115110-115

120.0120.0120.0120.0 115-120115-120115-120115-120

125.0125.0125.0125.0 120-125120-125120-125120-125

130.0130.0130.0130.0 125-130125-130125-130125-130

135.0135.0135.0135.0 130-135130-135130-135130-135

140.0140.0140.0140.0 135-140135-140135-140135-140

145.0145.0145.0145.0 140-145140-145140-145140-145

150.0150.0150.0150.0 145-150145-150145-150145-150

155.0155.0155.0155.0 150-155150-155150-155150-155

160.0160.0160.0160.0 155-160155-160155-160155-160

165.0165.0165.0165.0 160-165160-165160-165160-165

170.0170.0170.0170.0 165-170165-170165-170165-170

175.0175.0175.0175.0 170-175170-175170-175170-175

180.0180.0180.0180.0 175-180175-180175-180175-180

C0C0C0C0 C45C45C45C45 C90C90C90C90 C135C135C135C135 C180C180C180C180 C225C225C225C225 C270C270C270C270 C315C315C315C315   zone  zone  zone  zone   total  total  total  total  γ  γ  γ  γ ΦΦΦΦ ΦΦΦΦ

DEGDEGDEGDEG LUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cdLUMINOUS INTENSITY:cd UNIT:lmUNIT:lmUNIT:lmUNIT:lm

85.1885.1885.1885.18 85.0085.0085.0085.00 85.3685.3685.3685.36 85.2785.2785.2785.27 85.5485.5485.5485.54 85.4585.4585.4585.45 85.1885.1885.1885.18 85.2785.2785.2785.27 2.0432.0432.0432.043 2.0432.0432.0432.043

83.4583.4583.4583.45 83.1883.1883.1883.18 84.0084.0084.0084.00 83.8183.8183.8183.81 84.0984.0984.0984.09 84.1884.1884.1884.18 83.7283.7283.7283.72 83.7283.7283.7283.72 6.0356.0356.0356.035 8.0788.0788.0788.078

80.7280.7280.7280.72 80.4480.4480.4480.44 81.7281.7281.7281.72 81.2681.2681.2681.26 81.6381.6381.6381.63 81.9081.9081.9081.90 81.3581.3581.3581.35 81.2681.2681.2681.26 9.7599.7599.7599.759 17.8317.8317.8317.83

77.2577.2577.2577.25 76.9876.9876.9876.98 78.6278.6278.6278.62 77.9877.9877.9877.98 78.2678.2678.2678.26 78.8078.8078.8078.80 78.0778.0778.0778.07 77.9877.9877.9877.98 13.0613.0613.0613.06 30.9030.9030.9030.90

73.1573.1573.1573.15 72.8872.8872.8872.88 74.7974.7974.7974.79 73.9773.9773.9773.97 74.2574.2574.2574.25 74.8874.8874.8874.88 74.1674.1674.1674.16 73.9773.9773.9773.97 15.8515.8515.8515.85 46.7646.7646.7646.76

68.7868.7868.7868.78 68.2368.2368.2368.23 70.3370.3370.3370.33 69.4269.4269.4269.42 69.7869.7869.7869.78 70.4270.4270.4270.42 69.5169.5169.5169.51 69.5169.5169.5169.51 18.0418.0418.0418.04 64.8064.8064.8064.80

63.9563.9563.9563.95 63.3163.3163.3163.31 69.9769.9769.9769.97 64.4164.4164.4164.41 65.0565.0565.0565.05 65.5965.5965.5965.59 64.5064.5064.5064.50 64.5964.5964.5964.59 19.6019.6019.6019.60 84.4084.4084.4084.40

59.0359.0359.0359.03 58.0358.0358.0358.03 59.7659.7659.7659.76 59.0359.0359.0359.03 59.9459.9459.9459.94 60.4060.4060.4060.40 58.9458.9458.9458.94 59.4059.4059.4059.40 20.4920.4920.4920.49 104.9104.9104.9104.9

54.2054.2054.2054.20 52.6552.6552.6552.65 54.0254.0254.0254.02 53.4753.4753.4753.47 55.0255.0255.0255.02 54.9354.9354.9354.93 53.1153.1153.1153.11 53.9353.9353.9353.93 20.7520.7520.7520.75 125.6125.6125.6125.6

49.4749.4749.4749.47 47.1947.1947.1947.19 47.9247.9247.9247.92 47.9247.9247.9247.92 50.2950.2950.2950.29 49.4749.4749.4749.47 47.0147.0147.0147.01 48.5648.5648.5648.56 20.4520.4520.4520.45 146.1146.1146.1146.1

44.9144.9144.9144.91 41.9041.9041.9041.90 41.7241.7241.7241.72 42.4542.4542.4542.45 45.4645.4645.4645.46 44.0944.0944.0944.09 41.5441.5441.5441.54 43.0943.0943.0943.09 19.6519.6519.6519.65 165.7165.7165.7165.7

40.4540.4540.4540.45 36.8936.8936.8936.89 40.5440.5440.5440.54 37.0837.0837.0837.08 40.9940.9940.9940.99 38.9038.9038.9038.90 34.4334.4334.4334.43 37.9037.9037.9037.90 18.5618.5618.5618.56 184.3184.3184.3184.3

36.1636.1636.1636.16 31.9731.9731.9731.97 28.7828.7828.7828.78 32.0632.0632.0632.06 36.7136.7136.7136.71 33.9833.9833.9833.98 27.9627.9627.9627.96 32.9832.9832.9832.98 16.8216.8216.8216.82 201.1201.1201.1201.1

32.0632.0632.0632.06 27.3327.3327.3327.33 26.0526.0526.0526.05 27.3327.3327.3327.33 32.6132.6132.6132.61 29.2429.2429.2429.24 21.5021.5021.5021.50 28.1528.1528.1528.15 15.0415.0415.0415.04 216.2216.2216.2216.2

28.3328.3328.3328.33 23.0523.0523.0523.05 18.9518.9518.9518.95 22.9522.9522.9522.95 28.7828.7828.7828.78 24.9624.9624.9624.96 15.8515.8515.8515.85 23.6823.6823.6823.68 12.9912.9912.9912.99 229.1229.1229.1229.1

24.7824.7824.7824.78 19.2219.2219.2219.22 11.4711.4711.4711.47 19.0419.0419.0419.04 25.2325.2325.2325.23 20.9520.9520.9520.95 11.1111.1111.1111.11 19.7719.7719.7719.77 10.9310.9310.9310.93 240.1240.1240.1240.1

21.5921.5921.5921.59 15.8515.8515.8515.85 5.6485.6485.6485.648 15.6715.6715.6715.67 21.9521.9521.9521.95 17.4917.4917.4917.49 4.8284.8284.8284.828 16.3016.3016.3016.30 8.9718.9718.9718.971 249.0249.0249.0249.0

18.6718.6718.6718.67 12.9312.9312.9312.93 2.9152.9152.9152.915 12.7512.7512.7512.75 19.1319.1319.1319.13 14.4814.4814.4814.48 2.6422.6422.6422.642 13.3013.3013.3013.30 7.3207.3207.3207.320 256.4256.4256.4256.4

16.0316.0316.0316.03 10.5610.5610.5610.56 3.0063.0063.0063.006 10.3810.3810.3810.38 16.3916.3916.3916.39 12.0212.0212.0212.02 2.6422.6422.6422.642 10.8410.8410.8410.84 6.0326.0326.0326.032 262.4262.4262.4262.4

13.5713.5713.5713.57 8.3818.3818.3818.381 2.8242.8242.8242.824 8.1998.1998.1998.199 14.1214.1214.1214.12 9.9309.9309.9309.930 2.6422.6422.6422.642 8.5648.5648.5648.564 4.9484.9484.9484.948 267.3267.3267.3267.3

10.7510.7510.7510.75 6.2866.2866.2866.286 2.6422.6422.6422.642 6.3776.3776.3776.377 11.4711.4711.4711.47 7.5617.5617.5617.561 2.5502.5502.5502.550 6.4686.4686.4686.468 3.9323.9323.9323.932 271.3271.3271.3271.3

8.4728.4728.4728.472 4.8284.8284.8284.828 2.6422.6422.6422.642 5.0105.0105.0105.010 9.1109.1109.1109.110 6.0136.0136.0136.013 2.5502.5502.5502.550 5.1015.1015.1015.101 2.9492.9492.9492.949 274.2274.2274.2274.2

7.0157.0157.0157.015 3.9173.9173.9173.917 2.5502.5502.5502.550 4.0084.0084.0084.008 7.7447.7447.7447.744 5.0105.0105.0105.010 2.5502.5502.5502.550 4.1904.1904.1904.190 2.4372.4372.4372.437 276.7276.7276.7276.7

5.8305.8305.8305.830 3.4623.4623.4623.462 2.5502.5502.5502.550 3.5533.5533.5533.553 6.5596.5596.5596.559 4.2824.2824.2824.282 2.5502.5502.5502.550 3.7353.7353.7353.735 2.0512.0512.0512.051 278.7278.7278.7278.7

4.9194.9194.9194.919 3.0973.0973.0973.097 2.5502.5502.5502.550 3.1883.1883.1883.188 5.4665.4665.4665.466 3.8263.8263.8263.826 2.5502.5502.5502.550 3.3703.3703.3703.370 1.7381.7381.7381.738 280.5280.5280.5280.5

4.0994.0994.0994.099 2.8242.8242.8242.824 2.4592.4592.4592.459 2.9152.9152.9152.915 4.6464.6464.6464.646 3.3703.3703.3703.370 2.2772.2772.2772.277 3.0063.0063.0063.006 1.4561.4561.4561.456 281.9281.9281.9281.9

3.5533.5533.5533.553 2.7332.7332.7332.733 2.3682.3682.3682.368 2.6422.6422.6422.642 3.9173.9173.9173.917 3.0063.0063.0063.006 2.2772.2772.2772.277 2.9152.9152.9152.915 1.2261.2261.2261.226 283.1283.1283.1283.1

3.0973.0973.0973.097 2.7332.7332.7332.733 2.4592.4592.4592.459 2.5502.5502.5502.550 3.4623.4623.4623.462 2.7332.7332.7332.733 2.3682.3682.3682.368 2.8242.8242.8242.824 1.0421.0421.0421.042 284.2284.2284.2284.2

0000 0000 0000 0000 0000 0000 0000 0000 0000 284.2284.2284.2284.2

0000 0000 0000 0000 0000 0000 0000 0000 0000 284.2284.2284.2284.2

0000 0000 0000 0000 0000 0000 0000 0000 0000 284.2284.2284.2284.2

0000 0000 0000 0000 0000 0000 0000 0000 0000 284.2284.2284.2284.2

0000 0000 0000 0000 0000 0000 0000 0000 0000 284.2284.2284.2284.2

0000 0000 0000 0000 0000 0000 0000 0000 0000 284.2284.2284.2284.2

0000 0000 0000 0000 0000 0000 0000 0000 0000 284.2284.2284.2284.2

0000 0000 0000 0000 0000 0000 0000 0000 0000 284.2284.2284.2284.2

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:52.0%Humidity:52.0%Humidity:52.0%Humidity:52.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAI DASTANOperators:REGAI DASTANOperators:REGAI DASTANOperators:REGAI DASTAN
Test Date:03-14-2016Test Date:03-14-2016Test Date:03-14-2016Test Date:03-14-2016 Remarks:Remarks:Remarks:Remarks: LLU PT30 CW 120D 12W 24V DC IP44DLLU PT30 CW 120D 12W 24V DC IP44DLLU PT30 CW 120D 12W 24V DC IP44DLLU PT30 CW 120D 12W 24V DC IP44D
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000086

NAME: LLU PT30 CW 120D 12W 24V DC IP44D TYPE:LED LINE WEIGHT:---

SPECIFICATION:LED LINE U DIMENSION: 1010x50x19mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA
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Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:52.0%Humidity:52.0%Humidity:52.0%Humidity:52.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAI DASTANOperators:REGAI DASTANOperators:REGAI DASTANOperators:REGAI DASTAN
Test Date:03-14-2016Test Date:03-14-2016Test Date:03-14-2016Test Date:03-14-2016 Remarks:Remarks:Remarks:Remarks: LLU PT30 CW 120D 12W 24V DC IP44DLLU PT30 CW 120D 12W 24V DC IP44DLLU PT30 CW 120D 12W 24V DC IP44DLLU PT30 CW 120D 12W 24V DC IP44D
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Fiberli - PSL Elektronik 

ISOLUX DIAGRAM

Report number: 2016000086

NAME: LLU PT30 CW 120D 12W 24V DC IP44D TYPE:LED LINE WEIGHT:---

SPECIFICATION:LED LINE U DIMENSION: 1010x50x19mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

-7-7-7-7 -6-6-6-6 -5-5-5-5 -4-4-4-4 -3-3-3-3 -2-2-2-2 -1-1-1-1 0000 1111 2222 3333 4444 5555 6666 77774444
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0.0040.0040.0040.004 0.0090.0090.0090.009 0.0260.0260.0260.026 0.0430.0430.0430.043 0.0860.0860.0860.086

0.2600.2600.2600.260 0.3400.3400.3400.340 0.4300.4300.4300.430 0.5100.5100.5100.510 0.6900.6900.6900.690

ILLUMINANCE AT MH=10 m,Enadir  = 0.86 lxILLUMINANCE AT MH=10 m,Enadir  = 0.86 lxILLUMINANCE AT MH=10 m,Enadir  = 0.86 lxILLUMINANCE AT MH=10 m,Enadir  = 0.86 lx

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:52.0%Humidity:52.0%Humidity:52.0%Humidity:52.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAI DASTANOperators:REGAI DASTANOperators:REGAI DASTANOperators:REGAI DASTAN
Test Date:03-14-2016Test Date:03-14-2016Test Date:03-14-2016Test Date:03-14-2016 Remarks:Remarks:Remarks:Remarks: LLU PT30 CW 120D 12W 24V DC IP44DLLU PT30 CW 120D 12W 24V DC IP44DLLU PT30 CW 120D 12W 24V DC IP44DLLU PT30 CW 120D 12W 24V DC IP44D

Page 4 Of 8Page 4 Of 8Page 4 Of 8Page 4 Of 8



Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000086

NAME: LLU PT30 CW 120D 12W 24V DC IP44D TYPE:LED LINE WEIGHT:---

SPECIFICATION:LED LINE U DIMENSION: 1010x50x19mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

30330 60300 90270 C0
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180
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170

20
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40
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60

120

70

110

80

100
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UNIT:cd

Imax=100%     86

 5%      4

10%      9

20%     17

30%     26

40%     34

50%     43

60%     52

70%     60

80%     69

90%     77
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Fiberli - PSL Elektronik 

ISOCANDELA DIAGRAM

Report number: 2016000086

NAME: LLU PT30 CW 120D 12W 24V DC IP44D TYPE:LED LINE WEIGHT:---

SPECIFICATION:LED LINE U DIMENSION: 1010x50x19mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

C0 C15

C30

C45

C60

C75

C90

C105

C120

C135

C150

C165C180C195

C210

C225

C240
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C270
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C300

C315

C330

C345

Max @   = 0.0DEGγγγγ
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36.0

54.0

72.0

90.0
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Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:52.0%Humidity:52.0%Humidity:52.0%Humidity:52.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAI DASTANOperators:REGAI DASTANOperators:REGAI DASTANOperators:REGAI DASTAN
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000086

NAME: LLU PT30 CW 120D 12W 24V DC IP44D TYPE:LED LINE WEIGHT:---

SPECIFICATION:LED LINE U DIMENSION: 1010x50x19mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

0

0.0 86.0

5.0 85.1

10.0 83.4

15.0 80.7

20.0 77.2

25.0 73.1

30.0 68.7

35.0 63.9

40.0 59.0

45.0 54.2

50.0 49.4

55.0 44.9

60.0 40.4

65.0 36.1

70.0 32.0

75.0 28.3

80.0 24.7

85.0 21.5

90.0 18.6

95.0 16.0

100.0 13.5

105.0 10.7

110.0 8.47

115.0 7.01

120.0 5.83

125.0 4.91

130.0 4.09

135.0 3.55

140.0 3.09

145.0 0.00

150.0 0.00

155.0 0.00

160.0 0.00

165.0 0.00

170.0 0.00

175.0 0.00

180.0 0.00

15

85.8

84.9

82.9

80.1

76.5

72.4

67.8

63.0

58.0

53.1

48.2

43.6

39.1

34.8

30.7

26.9

23.5

20.3

17.4

14.7

12.4

9.56

7.10

6.10

5.10

4.37

3.73

3.18

2.91

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

30

85.8

85.0

83.4

80.8

77.4

73.4

68.9

64.0

59.0

53.9

48.8

44.0

39.3

34.8

30.5

26.5

22.7

19.4

16.5

13.9

11.5

7.92

6.55

5.46

4.73

4.09

3.55

3.09

2.91

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

45

85.7

85.0

83.1

80.4

76.9

72.8

68.2

63.3

58.0

52.6

47.1

41.9

36.8

31.9

27.3

23.0

19.2

15.8

12.9

10.5

8.38

6.28

4.82

3.91

3.46

3.09

2.82

2.73

2.73

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

60

85.7

85.2

83.7

81.3

78.0

74.0

69.5

64.5

59.2

53.7

47.9

42.1

36.4

30.9

25.7

20.9

16.5

13.0

10.1

7.83

5.55

4.64

3.82

3.18

3.00

2.82

2.73

2.64

2.64

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

75

85.7

85.0

83.5

80.9

77.7

73.6

69.0

63.8

58.3

52.5

46.5

40.3

34.3

28.0

22.1

16.5

11.7

7.83

5.28

3.82

2.91

2.64

2.45

2.45

2.45

2.36

2.36

2.36

2.36

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

90

85.7

85.3

84.0

81.7

78.6

74.7

70.3

69.9

59.7

54.0

47.9

41.7

40.5

28.7

26.0

18.9

11.4

5.64

2.91

3.00

2.82

2.64

2.64

2.55

2.55

2.55

2.45

2.36

2.45

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

105

85.8

85.1

83.7

81.3

78.0

74.0

69.5

64.5

58.9

53.1

47.0

40.7

34.7

28.2

22.0

16.1

11.0

6.92

4.55

3.37

2.82

2.45

2.36

2.36

2.36

2.36

2.36

2.27

2.36

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

120

85.8

85.4

84.1

81.9

78.8

74.8

70.4

65.5

60.2

54.4

48.5

42.6

36.6

30.8

25.5

20.4

16.0

12.2

9.47

7.28

5.28

4.46

3.64

3.27

2.91

2.73

2.55

2.55

2.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

135

85.8

85.2

83.8

81.2

77.9

73.9

69.4

64.4

59.0

53.4

47.9

42.4

37.0

32.0

27.3

22.9

19.0

15.6

12.7

10.3

8.19

6.37

5.01

4.00

3.55

3.18

2.91

2.64

2.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

150

85.8

85.4

84.0

81.7

78.5

74.6

70.1

65.3

60.1

54.9

49.7

44.7

39.9

35.3

30.8

26.9

23.1

19.7

16.7

14.2

11.9

8.65

6.92

5.92

5.10

4.37

3.82

3.37

3.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

165

85.7

85.2

83.6

81.1

77.8

73.7

69.2

64.3

59.2

54.2

49.3

44.5

39.9

35.7

31.6

27.7

24.1

20.9

18.0

15.3

13.1

10.2

7.56

6.55

5.73

4.82

4.19

3.55

3.09

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

180

86.0

85.5

84.0

81.6

78.2

74.2

69.7

65.0

59.9

55.0

50.2

45.4

40.9

36.7

32.6

28.7

25.2

21.9

19.1

16.3

14.1

11.4

9.11

7.74

6.55

5.46

4.64

3.91

3.46

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

195

85.8

85.5

84.2

81.9

78.8

74.8

70.5

65.6

60.7

55.7

51.0

46.1

41.5

37.2

33.0

29.2

25.6

22.2

19.2

16.5

14.2

11.3

8.47

7.47

6.37

5.46

4.55

3.91

3.37

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

210

85.8

85.4

83.9

81.4

78.1

74.1

69.6

64.6

59.5

54.2

49.1

44.2

39.4

34.8

30.7

26.6

22.9

19.6

16.7

14.1

11.9

8.29

6.92

5.83

5.01

4.37

3.82

3.27

2.91

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:52.0%Humidity:52.0%Humidity:52.0%Humidity:52.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAI DASTANOperators:REGAI DASTANOperators:REGAI DASTANOperators:REGAI DASTAN
Test Date:03-14-2016Test Date:03-14-2016Test Date:03-14-2016Test Date:03-14-2016 Remarks:Remarks:Remarks:Remarks: LLU PT30 CW 120D 12W 24V DC IP44DLLU PT30 CW 120D 12W 24V DC IP44DLLU PT30 CW 120D 12W 24V DC IP44DLLU PT30 CW 120D 12W 24V DC IP44D
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Fiberli - PSL Elektronik 

LUMINOUS DISTRIBUTION INTENSITY DATA

Report number: 2016000086

NAME: LLU PT30 CW 120D 12W 24V DC IP44D TYPE:LED LINE WEIGHT:---

SPECIFICATION:LED LINE U DIMENSION: 1010x50x19mm SERIAL No.:

MANUFACTURER: FIBERLI Address:PSL ELEKTRONIK ANTALYA

  (DEG)γ

C(DEG)

UNIT: cd

225

0.0 85.7

5.0 85.4

10.0 84.1

15.0 81.9

20.0 78.8

25.0 74.8

30.0 70.4

35.0 65.5

40.0 60.4

45.0 54.9

50.0 49.4

55.0 44.0

60.0 38.9

65.0 33.9

70.0 29.2

75.0 24.9

80.0 20.9

85.0 17.4

90.0 14.4

95.0 12.0

100.0 9.93

105.0 7.56

110.0 6.01

115.0 5.01

120.0 4.28

125.0 3.82

130.0 3.37

135.0 3.00

140.0 2.73

145.0 0.00

150.0 0.00

155.0 0.00

160.0 0.00

165.0 0.00

170.0 0.00

175.0 0.00

180.0 0.00

240

85.7

85.2

83.8

81.4

78.1

74.2

69.6

64.5

59.2

53.5

47.7

41.8

36.0

30.5

25.4

20.5

16.3

12.7

9.93

7.83

5.64

4.82

3.91

3.27

3.00

2.82

2.64

2.55

2.45

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

255

85.7

85.3

84.0

81.9

78.8

75.0

70.6

65.6

60.3

54.5

48.6

42.5

36.4

30.0

23.9

18.2

13.2

9.11

6.37

4.91

3.91

3.46

3.18

2.91

2.73

2.73

2.45

2.55

2.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

270

85.7

85.1

83.7

81.3

78.0

74.1

69.5

64.5

58.9

53.1

47.0

41.5

34.4

27.9

21.5

15.8

11.1

4.82

2.64

2.64

2.64

2.55

2.55

2.55

2.55

2.55

2.27

2.27

2.36

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

285

85.8

85.3

84.0

81.7

78.6

74.7

70.2

65.2

59.8

54.1

48.1

42.0

35.8

29.6

23.4

17.4

12.3

8.19

5.46

4.19

3.46

3.18

3.09

2.91

2.82

2.73

2.45

2.55

2.45

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

300

85.8

85.0

83.5

80.9

77.6

73.5

68.8

63.8

58.3

52.7

46.9

41.0

35.2

29.7

24.4

19.4

15.1

11.4

8.65

6.65

4.64

3.91

3.18

3.00

2.73

2.73

2.64

2.55

2.55

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

315

85.8

85.2

83.7

81.2

77.9

73.9

69.5

64.5

59.4

53.9

48.5

43.0

37.9

32.9

28.1

23.6

19.7

16.3

13.3

10.8

8.56

6.46

5.10

4.19

3.73

3.37

3.00

2.91

2.82

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

330

85.8

85.0

83.2

80.5

77.0

72.9

68.3

63.5

58.3

53.1

48.0

43.0

38.3

33.8

29.4

25.3

21.6

18.4

15.4

12.9

10.7

7.28

5.92

4.91

4.28

3.73

3.27

2.91

2.82

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

345

85.7

85.1

83.5

80.9

77.5

73.5

69.0

64.4

59.4

54.3

49.6

44.9

40.4

36.0

31.8

27.9

24.3

21.1

18.2

15.4

13.0

10.1

7.47

6.37

5.46

4.64

3.91

3.37

3.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

0.00

Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600Test System:LSG-1600 Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)Test Set: 2.0deg/s  C-Gamma (TYPE C)
Temperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEGTemperature:25.3DEG Humidity:52.0%Humidity:52.0%Humidity:52.0%Humidity:52.0%

Test Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mTest Distance:9.545 mOperators:REGAI DASTANOperators:REGAI DASTANOperators:REGAI DASTANOperators:REGAI DASTAN
Test Date:03-14-2016Test Date:03-14-2016Test Date:03-14-2016Test Date:03-14-2016 Remarks:Remarks:Remarks:Remarks: LLU PT30 CW 120D 12W 24V DC IP44DLLU PT30 CW 120D 12W 24V DC IP44DLLU PT30 CW 120D 12W 24V DC IP44DLLU PT30 CW 120D 12W 24V DC IP44D
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